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Introduction 


Features of this radio 


O 144/430 MHz dual band mobile radio equipped with standard C4FM digital 
communication modem 
O Clear audio and data communication is achieved using the digital modem functions 
O Wide band receive in the 108 MHz to 999 MHz range 
(wireless business, public service and air band) 
O Transmit power 50 watts with cooling fan 
O Full color 3.5-inch LCD, high luminance TFT touch panel controller 
O Intuitive, user touch panel operation 
O 500 memory channels in the Band A (band at the top of the display) and 500 
channels in the Band B (band at the bottom of the display) 
O The frequency and settings memories can be saved, using a micro-SD card. The 
data in the micro-SD card can easily be copied to other radios 
O Diverse range of scanning functions (VFO scan, memory scan etc.) 
O Built-in GPS receiver unit, location and movement information can be displayed and 
GPS data can be output to connected devices 
O Incorporated APRS® functions. Position, movement data and messages can be 
communicated to other stations, digipeaters and the Internet. 
*Refer to the separate “APRS Operating Manual” 
O GM (Group Monitor) function where in a group of frequently communicating members 
can be registered, and then position information and messages can be exchanged 
*Refer to the separate “GM Operating Manual” 
O Supports Yaesu WIRES-X Internet linking, providing communication with remote 
partners using the Internet 
*Refer to the separate “WIRES-X Operating Manual” 
O Bluetooth adaptor unit BU-2 (sold separately) permits hands-free operation 
O Voice guide unit FVS-2 (sold separately) provides frequency voice announcement, 
and recording of received audio 
O Camera-equipped microphone MH-85A11U (sold separately). Images taken with the 
camera can be transmitted to other stations, and also shown on the LCD display. 


* The APRS, GM and WIRES-X Operating Manuals are not included with the product. 
Please download them from the Yaesu website. 
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Important precautions for mobile radio operation 


O The use of protective tape or covering is recommended to protect the wiring and the 
power cord inside the vehicle. 

O When installing the unit inside a vehicle, locate the radio, antenna, co-axial cable, 
etc. at least 20 cm away from the following control equipment. 


e Engine-related: Fuel injection equipment and engine control 
e Transmission-related: Transmission and 4WD electronic control unit 
e Others: ECS/EPS/ABS/ETACS/Fully automatic air-conditioner/ 


Auto-heater control unit/G sensor 

O Install the antenna and co-axial cable away from the control unit and wiring harness. 
Place all cables so they do not entangle and impede the driver or passengers. Never 
place any equipment in a location where it may pose a danger to the passengers, 
where it may interfere with driving, or obstruct the driver field of view. 

O Do not install any apparatus in such a way that it may interfere with the proper 
operation of the air bags. 

O After installing the radio, check that the brake lamp, head lamp, turning indicator 
lights, wiper, etc. are working normally with the radio power switched on. 

O Keep full attention on driving, do not operate the radio controls or look at the radio 
display while driving. Stop the vehicle at a safe location, before operating the radio 
controls or looking at the display. 

O Do not drive the car in such a way that external sounds required for safe driving 
cannot be heard. Most areas and districts prohibit the use of earphones and 
headphones while driving. 

O When using the radio transmitter, if it appears to have abnormal effects on the control 
equipment of the vehicle, stop the engine, turn off the power supply, and disconnect 
the power cord. Resolve the problem before continuing to operate the radio 
equipment. 

O When using the radio in an electric or hybrid car, the receiver may experience high 
RF interference and noise from the inverters that are built into the electric vehicle. 
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About the touch panel 


@ Precautions in using the touch panel 

The touch panel of the controller is designed to work with the slightest touch of a finger. 

O The touch panel may not work when a protective film or sheet is adhered to the LCD. 

O Use of a pointed fingernail or pen to operate the touch panel, or pressing too hard 
may damage or scratch the screen. 

O Smart phone operations such as flicking, pinch in and pinch out are not possible. 


@ Maintaining the touch panel 

O To clean the touch panel, switch off the power supply first before using a dry, soft 
cloth to wipe away dust and dirt from the touch panel. 
When the touch panel is really dirty, wet a soft cloth and wring it out thoroughly 
before using it to wipe the touch panel. 

O When wiping the touch panel, be careful not to wipe too hard or scratch the surface 
with your nails. 
When the touch panel is scratched, it may become difficult to see the display. 


About registered trademarks and copyrights 


APRS is a registered trademark of Mr. Bob Bruninga of WB4APR. 

SmartBeaconing is supplied by HamHUD Nichetronix. 

Microsoft, Windows and Windows Vista are registered trademarks of Microsoft 
Corporation in the United States and other countries. 

Other company and product names listed in this manual are trademarks and registered 
trademarks of their respective companies. 


Unauthorized reproduction or copying of a part or all of the copyrights owned by Yaesu 
Musen Co., Ltd. in any form whatsoever is strictly prohibited. 
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How to read this manual 


In this manual, controller operations are expressed as follows: 


Press (BB) o.....ccccsesesecessssescscteesescseseeees Indicates that the key or switch is to be pressed 
quickly. 
Press [8%] for 1 second or longer......... Indicates that the key or switch is to be pressed 


for one second or longer. 


TOUCH [SQL] ot scvcestieecteceniets Indicates that the symbol on the touch panel 
screen is to be touched quickly. 


Touch [SQL] for 1 second or longer ...Indicates that the symbol on the touch panel 
screen is to be touched for one second or longer. 


Select [MODE] .........2:.--2:-::seeceeessceees Indicates that the items are to be highlighted on 
the touch panel screen. 


The following symbols are also used in this manual: 


Caution 

| | ...Explains information to avoid incorrect operation. 
Tip 

| ...Explains operating hints and helpful advice. 


Also note: the actual product may differ from the drawings shown in this manual. 
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Before Using 


Safety Precautions (make sure to read these) 


Make sure to read this manual in order to use this radio safely and correctly. 


Note beforehand that the company shall not be liable for any damages suffered by the 
customer or third parties in using this product, or for any failures and faults that occur 
during the use or misuse of this product, unless otherwise provided for under the law. 


Type and meaning of the marks 
This symbol indicates the possibility of death or serious 
injury being inflicted on the user and the surrounding 


AN DANGER people when these instructions are ignored and the product 


is handled wrongly. 


This symbol indicates the possibility of death or serious 
injury being inflicted on the user and the surrounding 


AN WARNING people when these instructions are ignored and the product 


is handled wrongly. 


This symbol indicates the possibility of physical 
impediments occurring or impediments being inflicted 


AN CAUTION on the user and the surrounding people when these 


instructions are ignored and the product is handled wrongly. 


Type and meaning of symbols 
Prohibited actions that must not be carried out in order to use this radio 
SO safely. 
For example, ® signifies that disassembly is prohibited. 
D Precautions that must be adhered to in order to use this radio safely. For 
example, & signifies that the power supply is to be disconnected. 


TTT A\ DANGER TET 


Do not use the device in “regions or Never touch the antenna during 
aircrafts and vehicles where its use S transmission. 

S is prohibited” such as in hospitals This may result in injury, electric shock 
and aeroplanes. and equipment failure. 


This may exert an impact on electronic 


Ania eeAicaldavicee: When an alarm goes off with the 


external antenna connected, cut 
Do not use this product while driving S off the power supply to this radio 


or riding a motorbike. This may immediately and disconnect the 


result in accidents. external antenna from this radio. 
Make sure to stop the car in a safe If not, this may result in fire, electric 
location first before use if the device is shock and equipment failure. 


going to be used by the driver. 
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Safety Precautions (make sure to read these) 


© 


Do not operate the device when 
flammable gas is generated. 
Doing so may result in fire and 
explosion. 


© 


Do not transmit in crowded places 
in consideration of people who are 
fitted with medical devices such as 
heart pacemakers. 

Electromagnetic waves from the device 


may affect the medical device, resulting 


in accidents caused by malfunctions. 


© 


Do not touch any liquid leaking from 
the liquid display with your bare 
hands. 

There is a risk of chemical burns 
occurring when the liquid comes 

into contact with the skin or gets into 

the eyes. In this case, seek medical 
treatment immediately. 


TEE A\ WARNING TEE 


Do not use voltages other than the 
specified power supply voltage. 
Doing so may result in fire and electric 
shock. 


Do not transmit continuously for 
long periods of time. 

This may cause the temperature of the 
main body to rise and result in burns 
and failures due to overheating. 


© 


Do not place the device in areas 
that may get wet easily (e.g. near a 
humidifier). 

This may result in fire, electric shock 
and equipment failure. 


Do not dismantle or modify the 
device. 

This may result in injury, electric shock 
and equipment failure. 


When connecting a DC power cord, 
pay due care not to mix up the 
positive and negative polarities. 
This may result in fire, electric shock 
and equipment failure. 


Do not handle the power plug and 
connector etc. with wet hands. Also 
do not plug and unplug the power 
plug with wet hands. 

This may result in injury, liquid leak, 
electric shock and equipment failure. 


© 


Do not use DC power cords other 
than the one enclosed or specified. 
This may result in fire, electric shock 
and equipment failure. 


When smoke or strange odors are 
emitted from the radio, turn off the 
power and disconnect the power 
cord from the socket. 

This may result in fire, liquid leak, 
overheating, damage, ignition and 
equipment failure. Please contact our 
company amateur customer support or 
the retail store where you purchased 
the device. 


Keep the power plug pins and the 


surrounding areas clean at all times. 


This may result in fire, liquid leak, 
overheating, breakage, ignition etc. 


© 


Do not bend, twist, pull, heat 
and modify the power cord 

and connection cables in an 
unreasonable manner. 

This may cut or damage the cables 
and result in fire, electric shock and 
equipment failure. 


© 


Do not pull the cable when plugging 
and unplugging the power cord and 
connection cables. 

Please hold the plug or connector when 
unplugging. If not, this may result in fire, 
electric shock and equipment failure. 


Safety Precautions (make sure to read these) 


© 


Do not use the device when the 
power cord and connection cables 
are damaged, and when the DC 
power connector cannot be plugged 
in tightly. 

Please contact our company amateur 
customer support or the retail store 
where you purchased the device as this 
may result in fire, electric shock and 
equipment failure. 


Refrain from using headphones and 
earphones at a loud volume. 
Continuous exposure to loud volumes 
may result in hearing impairment. 


© 


© 


Never cut off the fuse holder of the 
DC power cord. 

This may cause short-circuiting and 
result in ignition and fire. 


Do not use fuses other than those 
specified. 

Doing so may result in fire and 
equipment failure. 


Disconnect the power cord 

and connection cables before 
incorporating items sold separately 
and replacing the fuse. 

This may result in fire, electric shock 
and equipment failure. 


S 


Follow the instructions given when 
installing items sold separately and 
replacing the fuse. 

This may result in fire, electric shock 
and equipment failure. 


Z 


Do not allow metallic objects such 
as wires and water to get inside the 
product. 

This may result in fire, electric shock 
and equipment failure. 


Do not use the device when the 
alarm goes off. 

For safety reasons, please pull the 
power plug of the DC power equipment 
connected to the product out of the AC 
socket. 

Never touch the antenna as well. This 
may result in fire, electric shock and 
equipment failure due to thunder. 


© 


TTT EEE A\ CAUTION TATE 


Do not place this device near a 
heating instrument or in a location 
exposed to direct sunlight. 

This may result in deformation and 
discoloration. 


Do not place this device in a location 
where there is a lot of dust and 
humidity. 

Doing so may result in fire and 
equipment failure. 


Stay as far away from the antenna as 
possible during transmission. 
Long-term exposure to electromagnetic 
radiation may have a negative effect on 
the human body. 


For safety reasons, switch off the 
power and pull out the DC power 
cord connected to the DC power 
connector when the device is not 
going to be used for a long period 
of time. 

If not, this may result in fire and 
overheating. 


is 


Do not throw or subject the device to 
strong impact forces. 
This may result in equipment failure. 


Do not the put this device near 
magnetic cards and video tapes. 
The data in the cash card and video 
tape etc. may be erased. 


0O|O|O)| © 


Do not wipe the case using thinner 
and benzene etc. 

Please use a soft and dry piece of cloth 
to wipe away the stains on the case. 


Do not turn on the volume too 

high when using a headphone or 
earphone. 

This may result in hearing impairment. 
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Safety Precautions (make sure to read these) 


Keep out of the reach of small 
children. 

If not, this may result in injuries to 
children. 


Do not put heavy objects on top 

of the power cord and connection 
cables. 

This may damage the power cord and 
connection cables, resulting in fire and 
electric shock. 


Do not transmit near the television 
and radio. 

This may result in electromagnetic 
interference. 


© 


Do not place the device on an 
unsteady or sloping surface, or in 
a location where there is a lot of 
vibration. 

The device may fall over or drop, 
resulting in fire, injury and equipment 
failure. 


Do not stand on top of the product, 
and do not place heavy objects on 
top or insert objects inside it. 

If not, this may result in equipment 
failure. 


© | O/|O!|} © 


Do not use optional products 
other than those specified by our 
company. 

If not, this may result in equipment 
failure. 


When using the device in a hybrid 
car or fuel-saving car, make sure 

to check with the car manufacturer 
before using. 

The device may not be able to receive 
transmissions normally due to the 
influence of noises from the electrical 


devices (inverters etc.) fitted in the car. 


© 


Do not use a microphone other than 
those specified when connecting a 
microphone to the device. 

If not, this may result in equipment 
failure. 


© 


Do not touch the heat radiating 
parts. 

When used for a long period of time, 
the temperature of the heat radiating 
parts will get higher, resulting in burns 
when touched. 


© 


Do not open the case of the product 
except when replacing the fuse 

and when installing items sold 
separately. 

This may result in injury, electric shock 
and equipment failure. 


Accessories 


DTMF microphone Bracket for the 
MH-48A6JA MMB-36 controller 


Controller cable DC power cable DC power cable ~ 
(3 m) (with fuse attached) (with fuse attached) oy 
(USA, EXP version) (European version) a 

g. 

Ko} 


Spare fuse (15 A) Spare Fuse (15 A) PC connection cable 

(USA, EXP version) (European version) SCU-20 
Operating Manual 

Warranty Card 

oO Quick Manual 

iS 
S 
Microphone cord holder Stereo to Monaural Plug 
Tip 


Various optional parts are also available. 
Refer to Page 206 for details. 
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Name and Function of Each Component 


Controller 


| Front 


@® VOL knob (GA &B) 

The volume will increase when the knob is turned in a clockwise direction and 

decrease when turned in an counter-clockwise direction. 

The upper end is for Band A use while the lower end is for Band B use. 

® D/X key ((B) 

The communication mode changes each time this key is pressed for a short time. 

Refer to Page 45 for the communication mode. 

WIRES-X will start when this key is pressed for one second or longer. 

® Touch panel display 
® Band A DIAL knob (4A) 

* The frequency of the upper band in the dual band display can be adjusted. 

The frequency will increase when the knob is turned in a clockwise direction and 
decrease when turned in an counter-clockwise direction. 

Press the knob to enable setting the operating band frequency in 1 MHz units. 
Press the knob for one second or longer to enable setting the frequency in 5 MHz 
units. 

* In memory mode when the knob is pressed for one second or longer, if a tag 
(name) is attached to the memory channel, the tag and frequency displays will be 
reversed. 

* This knob is also used to select the items during the set up and memory 
operations, group monitor operations, etc. 

© Power supply/LOCK switch (|«a}) 

Press this button for 2 seconds or longer to switch the power on and off. 

The key lock can be engaged or released by pressing the button quickly while the 

radio is turned on. 

© DISP/SETUP key ((&8]) 

The display screen will change each time the button is pressed quickly. 

Refer to Page 20 for the display. 

Press the button for one second or longer to display the set-up menu. 


Name and Function of Each Component 


@ F/MW key ((ga]) 

Press the button quickly to display the function menu. 

Press the button for 2 seconds or longer to change to the memory writing mode. 
Band B DIAL knob (-@B) 

¢ The frequency of the upper band in the dual band display can be adjusted. 

Press the knob to enable setting the operating band frequency in 1 MHz units. 
Press the knob for one second or longer to enable setting the frequency in 5 MHz 
units. 

* In memory mode when the knob is pressed for one second or longer, if a tag 
(name) is attached to the memory channel, the tag and frequency displays will be 
reversed. 

@ GM key ((u) 
Press this key to start the group monitor function. 


| Back 


@® CONTROL jack 
Plug in the control cable into this jack to connect with the main body. 


® Screw hole to attach the mounting bracket 


| Left side 


@® EXT GPS jack 
Plug in a cable to connect with external GPS devices. 
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Name and Function of Each Component 


Main body 


| Front 


@® CONTROL jack 
Plug in the control cable into this jack to connect with the controller. 
@ MIC jack 
Plug in the provided microphone cable. 
® DATA jack 
Connect MH-85A11U, the optional speaker microphone with camera. 
* There is no audio output available from the FTM-400DR/DE to the MH-85A11U 
speaker. 
® micro-SD card slot 


| Back 


lalnlteeies jel 


® ANT terminal 
Connect the co-axial cable for the antenna. 
® 13.8 VDC 
Connect the provided DC power supply cable (with fuse attached). 
@® EXT SP jack 
Connect the optional external speaker. 
® DATAjack 
Connect a cable for remote operation or the cable for connecting with the personal 
computer interface unit and the external terminal unit (csP.155 Page). 
© Cooling fan 


Name and Function of Each Component 


Microphone (MH-48A6JA) 


[UP] 
[DWN] 
[LOCK] 


[LAMP] 


[MIC] 
[1] to [0] 
[*] 


[#] 
[A] 
[B] 
[C] 
[D] 
[P1] 


[P2] 
[P3] 
[P4] 
[PTT] 


Frequency is increased by 1 step. 

Frequency is decreased by 1 step. 

Locks / unlocks the [UP] and [DWN] keys and 
[P1] to [P4] keys. 

Turns the lamp on the body of the microphone 
on/off. 

Speak into here during transmission. 

Enters the numbers and letters. 

Changes the VFO/Memory operating mode of 
the operating band. 

Activates the GM (Group Monitor) functions. 
Switches the operating band to Band A. 
Switches the operating band to Band B. 
Adjusts the squelch level. 

Switches the display. 

Turns off the squelch 

(T.CALL: European version). 

Recalls the receiver home channel. 

Changes the communication mode. 

Changes the transmit power. 

Press this key to begin the transmit mode. 


Tip 
Preferred functions can be assigned to buttons [P1] to [P4]. Select using the [CONFIG]—[10 MIC 
PROGRAM KEY] in the set-up menu. 
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Name and Function of Each Component 


Explanation of the screen 


© 


© 


©) 
©) 
@ 
A 
6 ® ©) 
5 © 
@ 
B © ® ©) 
© 
® 
Band A display area 


Band B display area 

The characters of the name tag and frequency are displayed in white for the 
operating band, and gray for the sub-band. 

Touch key display area 

Functions to be displayed in the function menu screen can be assigned to the touch 
keys. Refer to “Changing the touch key functions” (rP.121) for details. 

Status display area 

A green bar is displayed during receive and when signals are detected. 

The bar will not be displayed when the squelch is turned on. 

A red bar is displayed when transmitting. 

Tag display area 

“VFO” is displayed in the VFO mode. 

The memory channel number and the tag are displayed in the memory mode. 
Frequency display area 

In the memory mode, pressing %4} for one second or longer will display the memory 
channel tag. 

VOL/SQL level display area 

S-meter/transmit power level display, and also partner station information display 
Clock/Voltage display area 

Icon display area 

Bluetooth, APRS, micro-SD card and GPS icons are displayed when each function is 
in use. 

Communication mode display area 

The analog and digital modes are indicated using symbols. 

A red bar will be displayed above the symbol in the AMS (auto mode). The AMS 
automatically matches the communication mode of the received signal. 

* Digital communications can operate in Band A only. 


Name and Function of Each Component 


@ Dual band screen 
Band A and Band B will be displayed at the top and bottom. 


[V/M] The VFO channel and memory channel will be 


4 sere switched by touching this symbol. 
=< The “V” is displayed in orange in the VFO 
TLS mode while the “M” is displayed in orange in 
ciel 560 the memory mode. 
i 


[SQL] The squelch level can be set after touching this 
symbol. The characters are displayed in orange 
for 5 seconds during the time that the squelch 
level can be set. 

[MUTE] The receive audio can be muted by touching 
this. The characters are displayed in orange 
when the sound has been muted. 

[SCOPE] The band scope operation toggles on or 
off each time this symbol is touched. The 
characters are displayed in orange during the 
band scope operation. 


@ Band scope screen 
The screen appears as shown, when the band scope is turned on. 


Buls¢q as0jag 


The width of the band scope can be set to either “WIDE” or 
“NARROW’ under [DISPLAY]~[4 BAND SCOPE] in the 
set-up menu. 


@ Function menu screen 
When is pressed, the function menu is displayed on the screen under the operating 
band. 


: [BACK][FWD] 
L 5 OO The menu changes each time these symbols 
are touched. 
The functions displayed in the menu can be assigned to the 
touch keys at the bottom of the display. Refer to Page 121 
for details. 
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Name and Function of Each Component 


Change the display mode 
The display mode will switch in the sequence each time B&] is pressed. 
Frequency display screen—-Compass/Lat&Lon display screen—aAltitude display 
screen*—Timer/Clock screen*—GPS screen* 
*This screen will be displayed when [DISPLAY]—[1 DISPLAY SELECT] is set to 
“ON’ in the set-up menu. 


@ Compass screen 
The direction of travel of your own station and direction coordinate of the received 
station are displayed in the compass screen. 


VFO 145.600 * COMPASS Displays the compass settings. There 
rare are two settings, “Heading Up” where the 
E 0.9km direction of travel is on top, and “North Up” 
* pe where North is always on top. 


Refer to “Change the Compass Settings” (1 
P.94) for details. 

DISTANCE When a saved position information is 
recalled, the distance from the current 
position is displayed. 

[YR] When this symbol is touched, the position 
of the partner station that is received is 
displayed in the compass (when the position 
information is included in the signal), and 
the symbol is shown in orange. 

[MY] When this symbol is touched, the direction of travel of your own station is 
displayed in the compass, and this symbol is displayed in orange. 

[MEMORY] When this symbol is touched, the position information being displayed is 
saved in the memory. 

[*] When this symbol is touched while the display is green, the position 
information saved in the memory under the tag “*” is displayed. 

When this symbol is touched while the display is blinking, the position 
information displayed in the compass will be saved in the memory under 
the tag “*”. 

[L1] When this symbol is touched while the display is green, the position 
information saved in the memory under the tag “L1” is displayed. 

When this symbol is touched while the display is blinking, the position 
information displayed in the compass will be saved in the memory under 
the tag “L1”. 

[L2] When this symbol is touched while the display is green, the position 
information saved in the memory under the tag “L2” is displayed. 

When this symbol is touched while the display is blinking, the position 
information displayed in the compass will be saved in the memory under 
the tag “L2”. 


Name and Function of Each Component 


@ Altitude display screen 
The altitude of the current location is shown in the bar graph display. 


VFO 145.600 ALTITUDE _ Displays the current altitude. 
ALTITUDE 958 mm uy Vertical axis Represents the altitude. 
a____. Horizontal axis 


Represents the distance. 

[SCALE] When this symbol is touched, the scale of 
the distance changes. 

[CLEAR] When this symbol is touched, the graph 
display will be cleared (erased). 


@Timer/Clock screen 
The current time is shown in analog and digital formats. The date is also shown. 


VFO 145.600 [MODE] The mode switches between the lap timer 
hil mode and the countdown timer mode each 
time this symbol is touched. 


ste 
10:09 
510: 


leMoDE=! 2013/AUG/20 
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Name and Function of Each Component 


VFO 145.600 i % 
# TIMER ig «(ISTART] 
=500:03 21" Jn 
CURRENT 00:00'°03" 
| move 'sgpops!' Lap | 
[STOP] 
[RECALL] 
[RESET] 


VFO 145.600 
FM 
© COUNT DOWN TIMER [START] 
01:5 50°00" --- “0 (SETUP 
00:54:32, iii 
(yove-! START reser Iola 
[SETUP] 
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@Lap timer screen 


The count starts when this symbol is 
touched. 

The lap time is then saved in the memory (a 
maximum of 99 lap times can be saved) and 
displayed in the upper lap display window 
when this symbol is touched. 

The lap time (of the new interval) being 
measured will be displayed in the lower lap 
display window. 

The count stops when this symbol is 
touched. 

When this symbol is touched, the lap time 
saved in the memory is shown in the upper 
lap display window while the split time is 
shown below. When there are multiple lap 
times, touch [AJ[¥V] to move between the 
lap times. 

Touch [RECALL] again to return to the 
measurement screen. 

The counter is reset when this symbol is 
touched. 


@ Count down timer screen 


The count starts when this symbol is 
touched. 

The count stops when this symbol is 
touched. 

The counter is reset when this symbol is 
touched. 

The count time can be changed (from 1 
minute to 99 hours and 59 minutes) when 
this symbol is touched. Each time this 
symbol is touched, the setting will switch 
from “Hours” to “Minutes” to “Confirm”. The 
time can be changed by touching [-] and [+] 
or turning @A. 


Name and Function of Each Component 


@GPS screen 
The GPS satellite statuses are shown with numbered icons. 


VFO 145.600 1, 2, etc. Received satellite number 
PS NEG G) Signal strength High 
Signal strength Medium 
Q) Signal strength Low 


Input the character 


The keyboard screen is displayed when entering a memory channel tag or the call sign 
of your own station. 


@Numbers and symbols input screen 


RENCE VEC HEE [ABC] The screen changes to the alphabet input 
003° 145. 660 1 TTRIN F nl 
nnn ae screen when this symbol is touched. 
[123#%*] The screen changes to the input screen for 
numbers and symbols each time this symbol 


120l45.6.7.3.9.0 


is touched. 
432 ABC le | Space 1 ENT [-]-] The cursor in the input field moves left and 
Ht right when these symbols are touched. 
[ENT] The entered characters are confirmed and 


the display returns to the previous screen 
when this symbol is touched. 


[BACK] The display returns to the previous screen 
when this symbol is touched. 
[€3] One character to the left of the cursor is 


erased when this symbol is touched. 


@ Alphabet input screen 


MENORECHETAG [Caps] The input switches between small and 


003 145. 660 vot / ISIN F : ‘ 2 
Sa EE LD I capital letters input each time this symbol is 
Ow ER toy ule 


(ii il la" touched. 


ASDFG@HJSKL 


* ZX CV BN M € 


| ee eee] eee | | ee | 


Buls¢q asojag 


23 


uoldeuUOyD puke UOTe|/e}SU| 


24 


Installation and Connection 


Installing the Radio 


Precautions during installation 


Note the following when installing this radio. 


O Do not install the radio in a place where there is extreme vibration, where there is a 
lot of dust, excessive humidity or high temperature, or where it is exposed to direct 
sunlight. 

O Install the radio in a well ventilated position, so heat release is not obstructed 
because the heat sink gets hot when transmitting for a long periods of time. 

O Do not place any objects on top of the main body. 

O Do not lift up or hold the controller by holding the knob or control cable. 

O Aregulated, negative ground 13.8 V DC power supply is required for this radio. 
Check that the car battery is a negative ground 12 V system when using this radio in 
a mobile unit. Never connect this radio to the 24 V battery of a large vehicle. 

O Never connect this radio to a 120 V AC power source. 

O Note that there is a risk that hum and noise may be introduced, depending on the 
installation condition and the external power source used. 

O Install the device as far away as possible from the TV and radio to avoid TV and radio 
interference (TVI, BCI). 

In particular, do not install this radio near indoor antenna elements. 


| Installation location when used in a mobile unit 


@ Controller 
It is recommended that the controller be installed on top of the car dash board or in front 
of the center console. Refer to Page 28 on how to install the controller. 


@ Main body 
It is recommended that the main body be installed below the car dash board or to the 
side of the center console. Refer to Page 27 on how to install the main body. 


Controller 


Radio main body 


Installing the Radio 


About the antenna 


A good antenna installation is extremely important for transmission and reception 
purposes. Note the following, as the type and characteristics of the antenna largely 
determines whether the performance of the radio can be fully realized. 


¢ Use an antenna that suits the installation conditions and application objective. 

¢ Use an antenna that suits the operating frequency band. 

¢ Use an antenna and a co-axial cable with a characteristic impedance of 500. 

¢ Adjust the VSWR (standing wave ratio) until itis 1.5 or less for an antenna with an 
adjusted impedance of 500. 

* Keep the co-axial cable routing length as short as possible. 


Jj Install the antenna 


@ Antenna installation in a mobile unit 
Mount the antenna base at the rear of the car (rear bumper, trunk, rear gate, etc.) and 
then attach the antenna to the base. 


Cautions 
@ Ensure that the antenna base is securely grounded to the car body. 
@ Avoid routing the co-axial cable enclosed with a commercial car antenna cable. 
@ Do not allow rain water or moisture to penetrate the cable or connectors when laying the co-axial 
cable inside the car. 


Bumper type Trunk type 


| 


J 


y 


@ Antenna installation in a fixed station 

There are omni-directional, and directed array antennas for use in an outdoor setting. 

* Omni-directional antennas such as the GP (Ground Plane) antenna are suitable for 
communications between a local station and mobile stations in all direction. 

¢ Directional antennas such as the Yagi antenna are suitable for communications 
between a base station and a remote station in a specific direction. 


25 


uoldeuUOyD puke UOT}E||e}SuU| 


uoldeuUOyD puke uOTe|/e}Su| 


26 


Installing the Radio 


Cautions 
@ Create a loop (slack) in the co-axial cable directly underneath the antenna and fasten it so that the 
weight of the cable does not pull on the antenna or connector itself. 


@ Install the antenna taking into consideration the securing supports and how the guying wires are 
positioned, so that the antenna does not fall over or get blown away in strong winds. 


GP antenna Yagi antenna 
<Veranda Mounted Example> <Roof Mounted Example> 


ue 


cabl| 


Installing the Radio 


Installing the main body 
Install the main body using the provided MMB-36 bracket. 


1 Select the installation location 
Select a location where the antenna coax and power cable can be securely attached. 
Also refer to “Installation location when used in a mobile unit” («&P.24). 

2 Drill four 6 mm diameter holes in the location where the bracket is to be mounted, 
matching the positions of the bolting holes of the bracket 


3 Attach the bracket using the provided bolts, nuts 
and washers 


4 Fasten the main body to the bracket, using the 
provided flange bolts, as shown in the drawing 


The mounting angle can be changed depending on 
the securing position of the flange bolts. 


arg 


uoldeuUOyD pue UOT}e|/e}SU| 


uoldeuUoyD puke uOTE]/e}SuU| 


28 


Installing the Radio 


Installing the controller 


Install the controller using the provided bracket. 


Caution 
The bracket can be bent by hand to match the location where the controller is going to be installed. 
Take due care not to injure yourself when bending the bracket. 


1 Select the installation location 
Select a stable, flat location with as few dents and protrusions as possible. 
Also refer to “Installation location when used in a mobile unit” (c=P.24). 


2 Fix the bracket to the controller using the 
provided screws and washers, as shown in the 
drawing 


3 Peel off the protective seal from one side of the 
provided two-sided adhesive sheet, and paste it 
onto the bottom of the bracket 


4 Peel off the other protection seal from the 
underside of the two-sided adhesive sheet pasted 
onto the bracket, and then stick the bracket to the 
installation location 


Remove all dirt and dust from the installation 
location before affixing the bracket. 


Connecting the Radio 


Connecting the controller to the main body 


Caution 
Make sure the power supply is switched OFF before connecting the cable between the controller and 
the main body. 


1 


Plug the connector of the controller cable into the 
[CONTROL] jack at the front of the main body 
until a click sound is heard 


Plug the other connector of the controller cable 
into the [CONTROL] jack at the back of the 
controller until a click sound is heard 


Connecting the microphone 


1 


Plug the microphone connector into the [MIC] 

jack at the front of the main body until a click 

sound is heard 

* To remove the microphone, pull the connector out 
while pressing the latch. 

¢ Using the optional microphone extension kit “MEK- 

2”, a microphone with a 8-pin connector can be 
used. A microphone extension cable (about 3 m 
long) is also included in MEK-2. Use it to install the 
microphone in locations which cannot be reached 
by the attached microphone cable. 


Connecting the antenna 


1 


Attach the antenna co-axial cable to the [ANT] 
terminal at the back of the main body and tighten 
the connector 


Controller >x& 
Controller cable 


Zi 
fe Microphone 


Connector— "7%. 


Main body 
(rear side) 


yx 


NX 


Vea cable connector 
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Connecting the Power Supply 


| Connecting the car battery 


When using this radio as a mobile unit, connect the DC power supply cable to the 
negative ground 12 V car battery. 


Cautions 
@ Use the radio in a car with a negative ground 12 V DC system, where the minus (-) pole of the 
battery is connected to the car body. 


@ Do not connect the radio to the 24 V battery of a large vehicle. 
@ Do not use the cigarette lighter inside the car as a power source. 


(1) Cable routing from inside the car to the engine compartment 


Rout the DC power supply cable to the engine compartment, passing it through a 
grommet in the fire wall from the passenger side. 


1 Feed a hardened wire from the engine compartment through the grommet into the 
interior of the car 


2 Hook the end of the “feed” wire with the “bare wire” end of the provided DC power 
supply cable 

Fold and bend the ends of the wires and wind insulation tape around them 

Pull the “feed” wire back into the engine compartment 


The DC power supply cable will be pulled through the grommet into the engine 
compartment. 


5 Peel off the tape and remove the DC power supply cable from the “feed” wire 


kh © 


»——DC power 
LT | 
supply cable 
=f pply 


(accessory) 
1 @ ©) ae 


a= 
~ DC power 
\ supply 
9 yen 

\ 


Le 


Radio main 
~ body 


@Pass the cable through the grommet 


Connecting the Power Supply 


(2) Connecting the power supply cable 


Cautions 
@ Do not use a DC power supply cable other than the one that is provided or specified. 
®@ Do not rout the DC power supply cable where objects may be placed on top of it or persons may 
step on the cable. 
Do not use the DC power supply cable with the fuse holder cut off. 
Do not reverse the polarity (positive and negative) when connecting the battery. 


1 Disconnect the minus (-) terminal from the battery 
This prevents short-circuiting the 12 V DC voltage while working on the cables. 
2 Obtain commercially available terminals and crimp or solder both the red (+) and 
black (-) wire ends of the DC power supply cable 


DC power cable 


Crimping 


Soldering 


Crimped 
terminal 


3 Connect the red wire (+) of the DC power supply cable to the positive (+) terminal of 
the battery 
Fasten the DC power supply cable securely so that the terminals do not get disconnected. 
Reconnect the negative (-) terminal of the battery that was disconnected 
Connect the black wire (-) of the DC power supply cable to the negative (-) terminal 
of the battery 
Fasten the DC power supply cable securely so that the terminals do not get disconnected. 
6 Connect the DC power supply cable to the connector of the power cord of the main 
body 
Press the plug into the connector until a click sound is heard. 


a 


DC power 


Fuse holder supply cable 


Power cord (DC 


, =o (accessory) 
(direct current) -= aaah 
13.8 V) \ mae Soe tS 
| 1 


Blac 


Rear side of main —. 


SO 
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Connecting the Power Supply 


| Connecting the external power supply equipment 
When using this radio as a fixed station, use an external 12 V DC power source. 


Cautions 
@ Use an external power source capable of supplying DC 13.8 V, a current capacity of 20 A or more 
(FTM-400DR/DE). 


@ Make sure to switch OFF the power of the external power source before connecting. 


1 Connect the red wire (+) of the provided DC power supply cable to the positive 
(+) terminal of the external power source, and the black wire (-) to the negative (-) 
terminal of the external power source 

2 Connect the DC power supply cable to the connector of the power cord of the main 
body 
Press the plug into the connector until a click sound is heard. 


Direct current 


Fuse holder 13.8 V DC power 
4 


Black 
1 supply 


Power cord (DC = 
(direct current) = 
13.8 V) 


DC power supply —=———-» 
cable (accessory) | 


AC line 
outlet 


Setting Up the micro-SD Card 


The following operations can be carried out by using a micro-SD card in this radio. 

* Backing up the information and settings of the radio 

* Saving the information in the memory channels 

* Saving the settings in the set-up mode 

* Saving the GPS log data 

* Saving photos taken with the optional speaker microphone with camera “MH-85A11U” 
* Saving data that has been downloaded using the GM function and WIRES-X function 
¢ Exchanging the saved data among multiple radios 


Micro-SD cards that can be used 
2 GB, 4 GB, 8 GB, 16 GB and 32 GB micro-SDHC cards can be used in this radio. 


Cautions 
@ The micro-SD or micro-SDHC cards are not provided with the product. 


@ Not all micro-SD and micro-SDHC cards sold commercially are guaranteed to work with this product. 


Things to note when using micro-SD cards 


* Do not bend the micro-SD card or place heavy objects on top of it. 

* Do not touch the terminal face of the micro-SD card with your bare hands. 

¢ Micro-SD cards that are initialized in other devices may not record normally when 
used in this device. Re-initialize the micro-SD card in this radio when using a card 
that has been initialized in another device. (Refer to Page 35 on how to initialize the 
memory card) 

* Do not pull the micro-SD card out, or switch the power to the radio OFF when reading 
or writing data to the card. 

* Do not insert anything other than a micro-SD card into the micro-SD card slot of the 
radio. 

* Do not pull out or insert the micro-SD card with unreasonable force. 

« When a single micro-SD card is used for a long period of time, writing and deletion of 
data may become disabled. Use a new micro-SD card when data can no longer be 
written or erased. 

* Note that Yaesu shall not be liable for any damages suffered as a result of data loss 
or corruption in use of the micro-SD card. 
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Setting Up the micro-SD Card 


Installing the micro-SD card 


1 Press for 2 seconds or longer to switch off the 
power to the main body 


2 Insert the micro-SD card into the micro-SD card slot, Geen 
with the terminal face on top, until a click sound is 2 card slot 
heard 
@ Insert the micro-SD card in the correct direction. 

@ Do not touch the terminal of the micro-SD card 
with your hands. 


Terminal face 
micro-SD card 


After the power is switched on, the “E123” icon will 

be displayed at the top right of the display. 

It may take a while for the icon to appear depending on 
the card capacity. 


§ Removing the micro-SD card 


1 Press (3) for 2 seconds or longer to switch off the power to the main body 
2 Pushin on the microSD card 

A click sound will be heard and the micro-SD card will be pushed outward. 
3 Pull the micro-SD card from the micro-SD card slot 


Setting Up the micro-SD Card 


Initializing the micro-SD card 


When using a new micro-SD card, initialize the micro-SD card according to the following 


procedure. 


Caution 


Upon initialization, all the data recorded in the micro-SD card will be erased. Check the contents of 


the micro-SD card before initialization. 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 


2 Touch [SD CARD] 
The menu list will be displayed. 


3 Touch [3 FORMAT] 
The format confirmation screen will be displayed. 


4 Touch [OK?] 
The micro-SD card will be initialized. 
Touch [Cancel] to stop the initialization. 
“Completed” will be displayed when initialization 
is completed and the screen will then return to the 
menu list. 


SETUP MENU 
DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG TA 


APRS SD CARD, OPTION: 
{ | RESET/ ) 
CLONE LLSIGN: 


SD CARD 


1 'BACKUP 


2-'GROUP ID 
3°! FORMAT 
if ate) " 


SD CARD 


1 ‘BACKUP 


FORMAT 
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Basic Operations 


Receiving 


Turning the power on 


1 Press (<8) for 2 seconds or longer 
The power will be switched on, and the display will 


appear on the screen. 

+ When switching the power on for the first time after 
purchasing, or after resetting, a screen requesting 
the call sign of your own station be entered, will be 
displayed. 

* From the second time onwards, the call sign of your 
own station entered the first time will be displayed. 


YAESU 


JH1YPC-123 


J Switching the power off 


1 Press (&) for 2 seconds or longer 
The screen display will disappear, and the power will be switched off. 
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Inputing the call sign 

When switching the power on for the first time after purchasing, or after resetting 
the device, a screen requesting the call sign of your own station be entered will be 
displayed. 

The call sign is used to identify the transmitting station when communicating in the 
digital mode. 


1 Touch the blinking [CALLSIGN] 


The display will change to the character input screen 
automatically if there are no operations for about 3 
seconds. 


YAESU 


Please enter 
Your Callsign 


(Max 10 letters) 
CALLSIGN 


2 Touch a character key 
The touched character will be displayed at the top of cal ad ls 
the screen. Teal 
Enter each character of your call sign. 

* Up to 10 characters (letters, numbers, and a hyphen ) 
can be entered. 
* Refer to Page 23 on how to operate the character input 
screen. 


123 aBC I | Space | >I ENT 
#% (meena 


3 Touch [ENT] 
walueuneae 


The screen will change. 

Thereafter, the entered call sign is displayed at the "e ineaetn : sala ea a 
bottom of the power on screen, and the display will ae ena 
switch to the frequency display screen (dual band 
screen). 


Ea ae oe rn x | 

| 
Space lI ENT 
__ 
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Switching the operating band 

The two bands are displayed at the top and bottom of the dual band screen. The 
frequency and the modulation mode of the “operating band” can be changed. The band 
that is not in operation is called the “sub-band”. 


1 Touch the frequency display area of the band that 
you would like to set as the operating band 
The characters of the tag and frequency will be 
displayed in white. The sub-band characters will be 
displayed in gray. 
The operating band can also be changed by pressing #4. 


433.000 in 


‘mute! ‘scope! 


Adjusting the volume 


1 Turn @ 
The volume level will be displayed in the VOL meter 
below the frequency. 


VOL 


“433.000 A 


ute! !scope! 
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Adjusting the squelch level 

Annoying noises can be muted when a signal cannot be detected. Band A and Band B 
squelch levels can be individually adjusted. Noise can be canceled more easily when 
the squelch level is increased but it may become more difficult to pick up weak signals. 
Adjust the squelch level as required. 


1 Touch [SQL] 
When [SQL] turns orange, the VOL meter below the 
frequency will change to show the SQL level setting. 


11:46 
~ 


“145.000 fi 


a. 


VFO 


2 Turn & to adjust the squelch level 


The level will be displayed in the SQL meter. 
The SQL meter will return to the VOL meter if there is no 
operation for three seconds. 
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145.000. A 


VFO 


433.000 FA 


mute! ‘scope! 
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Tuning the radio 


@ Using the knobs 


1 Turn & 
The frequency will increase when the knob is turned 
in a clockwise direction and decrease when turned in 
a counter-clockwise direction. 


@ Using the microphone keys 


1 Press [UP] or [DWN] 
The frequency increases when [UP] is pressed, and 
decreases when [DWN] is pressed. 


@ Entering the numerical figures 


1 Press 
The function menu will be displayed. 


2 Touch [2a 
The number input screen will be displayed. 
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3 Touch a number key 433.860 
The touched number will be displayed at the top of 
the screen. 


Refer to Page 23 for operation of the number input 
screen. 


4 Touch [ENT] 
The display will return to the function menu and 
the entered frequency of the operating band will be 
displayed at the top of the screen. 


i Changing the frequency steps 
The frequency step while tuning with the knob or [UP]/[DWN] keys of the microphone, 
can be changed. 


@ Changing the frequency step to 1 MHz temporarily 
1 Press & of the operating band, or touch the 
frequency display area of the operating band 
The MHZ field in the frequency display will blink. 


BS 
00 © 
e 
© 
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2 Turn & of the operating band 
The frequency will change in 1 MHz steps 
When there is no operation for three seconds, the MHz 
field will stop blinking and the frequency step will return 
to the normal step. 


@ Changing the frequency step to 5 MHz temporarily 


1 Press & for one second or longer 
The kHz frequency digits will not be shown on the 
screen. 
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2 Turn & 
The frequency will change in steps of 5 MHz. 


When there is no operation for three seconds, the kHz 
digits will be displayed and the frequency step will return 
to the normal step. 


@ Changing the frequency step using the set-up menu 
1 Press (%) for one second or longer 
The set-up menu will be displayed. 


2 Touch [CONFIG] SETUP MENU 


The menu list will be displayed. DIETS UE 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS S| cro 
i | RESET/ 

CLONE CALLSIGN 


3 Turn “A or touch the screen to select [7 FM AM 
STEP] 
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4 Touch [7 FM AM STEP] CONFIG 
The frequency step that is currently set up will SUIRPTV SHIFT 
change to orange. | 6 RPT SHIFT FREQ 


[7 'FM aM “wy 


[ 7 FM AM STEP 


8 BEEP 
| 


5 Turn GA to select the frequency step 
The setting will change in the following sequence: 
AUTO — 5.00 KHz — 6.25 KHz — 8.33 KHz (air 
band only) > 10.00 KHz > 12.50 KHz — 15.00 KHz 
— 20.00 KHz — 25.00 KHz — 50.00 KHz > 
100.00 KHz 
Factory default value: AUTO 

6 Touch [7 FMAM STEP] 
The selected frequency step will be set, changing 
from orange to green. 


7 Press (&] for one second or longer 
The frequency step will be set and the display will 
return to the previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 


Switching the operating mode 


The operating mode can be switched between the VFO mode where the frequency 
can be freely set, and the memory mode where the channels saved in the memory are 
recalled for operation. 


1 Choose the operating band 
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2 Touch [V/M] ve 
The mode will change to the memory mode. _145. 45. 000” FH 
The channel number will be displayed above the a 
frequency. FM 


The name (tag) assigned to the memory channel will 


; SS 
also be displayed. Me"SQL*! MUTE! 'SCOPE 


3 Touch [V/M] again 735 VoKOuAaA OS" 
The mode will change to the VFO mode and the om _145.6( 600. FH 
frequency will return to the last frequency received. A i _4 
“VFO” will be displayed above the frequency. 


VFO 


w,433.000 FH 


ley! saul Mute! ‘scope! 


Switching the communication mode 

This radio is equipped with an Automatic Mode Select (AMS) function which 
automatically selects any one of four communication modes to match the signal 
received. 

Besides C4FM digital signals, analog signals are also identified in order to automatically 
match the communication mode of the partner station. 

* Digital communication can be performed only on the Band A. 


Press (&] to display “5%” on the screen. 


* Display differs depending on the signal received. 


7 
_ 4 5. O O O Dn Display example when in the AMS 


es ee rT ore ore | 


433.06 000 Fi 


Cy! san! 'mute! scope 
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When operating in a fixed communication mode, switch to the communication mode using 


D 
& 


The communication mode will switch in sequence as follows each time (&] is pressed. 


“m= (AMS) — “DN (V/D mode)” > “VW/DW (FR mode)’ — “FM (Analog)” 


Operating mode 


Display 


Explanation of modes 


AMS 
(Automatic Mode Select) 


-= 
(ore) 


The operating mode is automatically selected from four communication 
modes to match the signal received. 

(The 00 part display differs according to the signal received) 

The AMS feature settings may be changed via Set-up Menu (i= P.174). 


V/D mode 
(simultaneous voice and data 
communication mode) 


As the audio signal error is detected and repaired at the same time as 
the transmission of the digital audio signal, it becomes more difficult 
for conversations to be cut off. A basic digital mode of C4FM FDMA. 


Voice FR mode 
(Voice full-rate mode) 
Data FR mode 

(high speed data 
communication mode) 


Digital voice data is transmitted using the entire 12.5 kHz bandwidth. 
High quality voice communication is possible. 

High speed data communication mode using the entire 12.5 kHz 
bandwidth for data communication. 

Automatically switches to this mode for video communication. 


Analog FM mode 


Caution 


Analog communication mode using the FM mode. 
This mode is effective for communication when the signal strength is 
so weak that the voice is cut off midway in the digital mode. 


In the V/D mode (“DN” displayed), the position information is included in the transmitted signal during 


the conversation, but in the Voice FR mode (“VW’” displayed), the position information is not included. 


Switching the modulation mode 
The modulation mode can be selected from “FM”, “NARROW FM” and “AM” in the analog 


mode. 


When shipped from the factory, the mode is set to “AUTO” where the most optimal 
modulation mode is automatically selected according to the frequency. 


1 Choose the operating band 


2 Press (88) for one second or longer 
The set-up menu will be displayed. 


3 Touch [TX/RX] SETUP. MENU 
The menu list will be displayed. DISPLAY) ia yo 
SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


i |), RESET/ 
CLONE CALLSIGN 


4 Touch [MODE] to select the modulation mode TX/RX 
The modulation mode changes in the following order | MODE ) 
each time the screen is touched: es 


AUDIO 


“AUTO (FM)”: Automatically switches the modulation 

mode to match the frequency band 

“FM”: Switches to the FM mode. 

“NARROW FM”: Switches to the Narrow FM mode. 
The degree of modulation becomes 
half the normal level. 

“AM”: Switches to the AM mode. 

Factory default value: AUTO (FM) 

5 Press (28) for one second or longer 

The modulation mode is set up and the display 

returns to the previous screen. 


suoljejado oiseg 


Displaying the band scope 


The band scope can display a graph of the signal activity of the channels surrounding 
the memory channel or frequency that has been set up in the operating band. The 
display is centered on the current operating frequency. 


1 Touch [SCOPE] 0 ; 
[SCOPE] will turn orange and the band scope will be 0 4 000 
displayed. 55 TOKYS 
The range to be shown can also be adjusted. Refer to A 260 

“Setting the width of the band scope” (n=P.172). : 
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2 Touch [SCOPE] again ; 


The display will return to the dual band screen. 49.600 


SS 
ee 
e 

© 


Muting the audio 


The audio in the operating band and sub-band can be muted with just one touch. 


1 Touch [MUTE] : 


[MUTE] will turn orange and the sound will become 4 000 
inaudible. ean 

q 860 

Ww OP 
2 Touch [MUTE] again 5 
The sound will become audible. 49.600 
] 
q 860 
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Transmitting 


1 Press and hold the microphone [PTT] 
Ared bar will be displayed on the left of the band 
display. 
Also, the transmission output level will be displayed 
in the PO meter under the VOL meter. 

2 Talk directly into the microphone [MIC] 


Keep the microphone at a distance of about 1 inch away 
from the mouth when talking. 


. A 5 OQ 
14 560 
Q 0 
3 Release [PTT] ; 
The red bar and PO meter level will disappear and »_149.600 
the radio will return to the receiving state. ——— 
Tips oS BOM 


* Refrain from transmitting continuously for a long period of time 
as much as possible. The temperature of the main body will 
rise and this may result in burns and equipment failure due to 
overheating. 

* “ERROR TX FREQ’ will be displayed when attempting to 
transmit on a frequency that is not in the amateur band. 
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J Adjusting the transmit power 
When communicating with a nearby station, the transmit power can be reduced to save 
on energy consumption. 


1 Press 
The function menu will be displayed. 
2 Touch [Tx PWR] to select the transmit power 
The transmission power is changed in the following 
sequence, each time [Tx PWP] is touched. 
“uP > “LO” > “MD” 
ee ee 
3 Press (ca) 
The transmit power is set and the display returns to 
the previous screen. 
Tips 


¢ The current setting will be displayed under [Tx PWR] in the 


display. 


* The default setting when shipped from the factory is “HI”. 


J Adjusting the sensitivity of the microphone 


The sensitivity (gain) of the microphone can be adjusted. 
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The set-up menu will be displayed. 


2 Touch [TX/RX] SETUP. MENU 


The menu list will be displayed. DISPLAY) a EOr 
SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


| RESET/“— CALLSIGN 


3 Touch [AUDIO] 
The menu list will be displayed. 


4 Touch [3 MIC GAIN] to select the sensitivity AUDIO 
The sensitivity will change in the following sequence - ay a panies 
each time the screen is touched. Pee maces aoe 
“MIN” > LOW” > “NORMAL” — “HIGH” —> “MAX” ee a) 


+ The sensitivity can also be selected by pressing GA. 
* Factory default value: NORMAL 


5 Press [28] for one second or longer 
The sensitivity is set and the display returns to the 
previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 


Communicating in the FM mode 


1 Choose the operating band 

2 Select “FM” as the modulation mode 

3 Tune the radio using & 

4 Press and hold the microphone [PTT] to talk 


Tip 
The Narrow FM mode can also be used. Set the mode to [NARROW FM] under [TX/RX] — [MODE] 
in the set-up menu. 
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Communicating using the repeater 
This radio includes an ARS (Automatic Repeater Shift) function which permits 
communication through the repeater automatically just by setting the receiver to the 
repeater frequency. 
1 Set the receive frequency to the repeater frequency 

“—” or “+” appears on top of the display. 
2 Press [PTT], to begin communicating through the repeater 


Tips 
¢ Press [ts] and touch [REV] to reverse the transmission and reception frequencies temporarily to 

check whether direct communication with the partner station is 7 

possible. / e O00 
« When reversing the frequencies, [REV] will turn orange. : 
« When [REV] is touched one more time, the reverse is cancelled. 7 
« When the settings are changed in the set-up menu, this radio can vy 

be used in even more convenient ways. z 

The ARS function can be turned off under “CONFIG” — “4 AUTO Q OP 

RPT SHIFT”. 

The repeater shift direction can be set under “CONFIG” — “5 RPT SHIFT”. 

The repeater shift width can be changed under “CONFIG” — “6 RPT SHIFT FREQ”. 


@ Repeater shift 

The FTM-400DR/DE has been configured, at the factory, for the repeater shifts 
customary in the country where it is sold. For the 144 MHz band, this usually will be 600 
kHz, while the 430 MHz shift will be 1.6 MHz or 7.6 MHz. 

Depending on the part of the band in which you are operating, the repeater shift may 
be either downward (-) or upward (+), and one of these icons will appear on the display 
when repeater shifts have been enabled. 


@ Automatic repeater shift (ARS) 

The FTM-400DR/DE ARS feature causes the appropriate repeater shift to be 
automatically applied whenever it is tuned into the designated repeater sub-bands. 

If the ARS feature does not appear to be working, you may have accidentally disabled it. 
To re-enable ARS: 


1 Press (28) for one second or longer 
The set-up menu will be displayed. 


a2 


2 Touch [CONFIG] SETUP MENU 


The menu list will be displayed. DISPLAY | TX/RX 
SIGNALING) SCAN 


MEMORY 


WIRES CONFIG DATA 
APRS sD “iro 


if | RESET/ 
CLONE CALLSIGN 


3 Turn A, or touch the screen to select [4 AUTO RPT _ 
SHIFT] Yq 4 ''AUTO RPT SHIFT 
4 Touch [4 AUTO RPT SHIFT] to select “ON” CZ 
The setting will switch between “ON” and “OFF” each 
time it is touched. 
5 Press [28] for one second or longer 
The automatic repeater shift will be set and the 
display will return to the previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 


@ Tone Calling (1750 Hz) 

Press and hold in the program key [P1] of the microphone (MH-48) to generates a 1750 
Hz burst tone to access the repeater. The transmitter will automatically be activated, and 
a 1750 Hz audio tone will be superimposed on the carrier. Once access to the repeater 
has been gained, you may release the [P1] key, and use the [PTT] for activating the 
transmitter thereafter. 
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Other Settings 


Changing the beep volume 


The volume of the confirmation beep that goes off when a key is pressed can be 


adjusted. 


1 Press for one second or longer 
The set-up menu will be displayed. 


2 Touch [CONFIG] 
The menu list will be displayed. 


3 Touch [8 BEEP] to select the volume 
The volume changes in the following sequence each 
time the screen is touched. 
“OFF” > “LOW” —> “HIGH” 
Factory default value: LOW 


4 Press (8%) for one second or longer 
The beep volume will be set and the display will 
return to the previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 
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SETUP MENU 
DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD cio 


! | RESET/“—= caLsiGn 


CLONE. 


CONFIG 
| 5 (RPT sHieT 
| 6 RPT SHIFT FREQ 


| 7 FM AM STEP 


8” BEEP 
{ | " 


Other Settings 


Locking the knobs and switches 
The knobs and switches etc. can be locked to avoid inadvertent changes and 
unintended operation. 


1. Press (3) quickly 
“LOCK” will appear in the display and the display will 
return to the previous screen. 
Press quickly one more time to cancel the lock. 
“UNLOCK” will appear in the display and the display 
will return to the previous screen. 


———sarer 
TOTTI 


level esau! ‘mute! ‘scope! 
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Other Settings 


Adjusting the date and time 


This radio has a built-in clock. Adjust the time before using. 


1 Press (2) for one second or longer 
The mode will change to the set-up mode. 


2 Touch [CONFIG] SETUP MENU 
The menu list will be displayed. OS al niall ENOL 


SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD a Wn 


{ ) RESET/= carision 


CLONE 
3 Touch [1 DATA & TIME ADJUST] De CONFIG. 
The screen for setting the date and time will be pom rorrenrywes nove 
displayed. 2 DATERTIME a) 
(SUTINENZONEN UTC +9:00) 
qe! AUTO RPT SHIFT 
4 Touch [SET] Wo SONEIG 
“Month’ will blink. vt [oave a Time AowsT 


JUL/12/2012 
14:30 


5 Touch [+] and [-] to set the month 


6 Touch [SET] 
“Day” will blink. 
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Other Settings 


7 Touch [+] and [-] to set the day 


8 Touch [SET] 
“Year” will blink. 


9 Touch [+] and [-] to set the year 


10 Touch [SET] Sear: 
‘ 4 AUG/ 20/2 
“Hour” will blink. 14:30 


= 


11 Touch [+] and [-] to set the hour 


12 Touch [SET] 
“Minute” will blink. 


13 Touch [+] and [-] to set the minute 
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Other Settings 


14 Touch [SET] 


awww 


AUG/ 20/2013 


15 Press (8) for one second or longer 
The date and time will be set and the display will 
return to the previous screen. 
* The time will be displayed at the top right of the display. 


« You can also return to the previous screen by touching 
[BACK] three times. 


Tips 
. accuracy of the clock is +30 seconds per month at normal temperature. The accuracy may 
differ depending on the operating conditions such as temperature. 
* The time is automatically set when signals are received from the GPS. 
* When using this radio for the first time, the accuracy of the clock may occasionally be lower. In this 
case, adjust the time again. 
* The calendar can display dates between Jan 1, 2000 and Dec 31, 2099. 


Adjusting the display brightness 


The brightness and contrast of the touch panel can be adjusted. 


1 Press for one second or longer 
The set-up menu will be displayed. 


2 Touch [DISPLAY] SETUP MENU 


The menu list will be displayed. NSPE MEMORY 
SIGNALIN ‘AN 


WIRES CONFIG TA 


APRS SD CARD OPTION 


CLONE, 


f | RESET/= caiisiGn 
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Other Settings 


3 Select [5 LCD BRIGHTNESS] and touch the screen DISPLAY 


The screen for selecting the level will be displayed. spe eee 


cal LCD BRIGHTNESS | 
me LeD covets) 

7 TIME/VDD } 
(agave 


4 Touch [+] and [-] to select the brightness level DISPLAY 
The setting changes by one level each time the © [Mab Bienes 
screen is touched. The brightness level can be 
selected from one of the following seven levels. — =a 
“MIN”, “2”, “3”, “4”, “5”, “6” and “MAX” .) 
Factory default value: MAX 

5 Touch [BACK] DISPLAY 


The brightness is set and the display returns to the [_5 [cp BRIGHTNESS 


previous screen. 


MIN 2 3 4 5 6 MAX 


WIN 2|)3 4 5 6 MAX 


6 Select [6 LCD CONTRAST] and touch the screen 


. ; ; fre LCD CONTRAST 
The screen for selecting the level will be displayed. ea 
7 'TIME/VDD 


] 


7 Touch [+] and [-] to select the contrast level DISPLAY 
The setting changes by one level each time the [6 [Lcp contrast 
screen is touched. The contrast level can be selected 
from one of the following seven levels. 
“3” 8-2", 8-1", “0, “41, “42”, “+3” 
Factory default value: +3 


3) |= 2) =i (00 || [2 EES 


8 Press [2] for one second or longer 
The contrast is set and the display returns to the 
previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 
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Other Settings 


Changing the background color of the frequency display area 


The background (shade) of the frequency display can be selected from five colors. 


1 Press (8) for one second or longer 
The set-up menu will be displayed. 


2 Touch [DISPLAY] SETUP. MENU 


The menu list will be displayed. GLP MEMORY 
SIGNALIN ‘AN 


WIRES CONFIG DATA 
APRS SD CARD OPTION 


| RESET/— caLLsiGN 


3 Touch [3 BACKGROUND COLOR] to select the DISPLAY 
color DISPLAY SELECT 
The setting changes in the following sequence each cuupng exaspirc 
time the screen is touched. BACKGROUND COLOR’ ORANGE 
“ORANGE” — “GREEN” => “BLUE” — “PURPLE” > oo pai 
“GRAY” 


Factory default value: ORANGE 


_» 
U 
x 
0) 
o 
n 
S 
s 
fe) 
=] 
(0) 
no 
(0) 
fe) 
fe) 
=| 
[ox 
fe) 
s 
o 
=} 
io} 
io) 
s 


The background color is set and the display returns 
to the previous screen. 


The display can also be returned to the previous screen 
by touching [BACK] twice. 
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Reconfiguring the Settings 


The settings and memory of this radio can be returned to be default factory settings 
when it was first shipped. 


1 Press for one second or longer 
The set-up menu will be displayed. 


2 Touch [RESET/CLONE] SETUP. MENU 

The menu list will be displayed. DE el nieces WEMORL 

The following resets can be selected. 

[1 FACTORY RESET]: This restores all settings to 
the default settings when 
shipped from the factory. —_acs) ND es 

[4 MEM CH RESET]: This erases only the registered 

memory channels. 
*Settings in the set-up menu 
will not be erased. 
[6 APRS RESET]: This restores the APRS settings 
to the default value when shipped 
from the factory. 
3 Touch the item to be reset RESET/CLONE 


The reset confirmation screen will be displayed. [1 FACTORY RESET 
2° 'PRESET 


SIGNALING) SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 


3 'RECALL PRESET 
4° 'MEM CH RESET 
{ | 


4 Touch [OK?] 


| OK? Cancel 
The settings and memory will be reset and restored ee 
| 


to the default status when shipped from the factory 
Touch [Cancel] to stop the resetting. 
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Using the Memory 


Frequently used frequencies and settings can be saved in the memory so that you can 
quickly and conveniently operate on present channel. The radio is also equipped with 
the following memory functions: 
- Skips memory channels that you do not wish to receive during scanning (t&P.77) 
- Scans only the specified memory channels (tP.76) 
- “Programmable Memory Scan (PMS)’ that scans only the specified frequency range 
(in the same frequency band) (t&P.79) 


The operating frequency and other operational information can be registered to each 
regular memory channel, home channel, or PMS memory channel: 


* Operating frequency * Memory tag * Repeater information 
* Tone information * DCS information * Transmission power 
* Memory skip information 

(The operating mode information is not registered to the memory channels) 


Writing to the memory 
Tip 


The information saved in the memory may be lost due to incorrect operation, static electricity or 
electrical noise. Data may also be lost due to component failures and repairs. Make sure to write 
down the information registered in the memories on a piece of paper or by using a micro-SD card. 


A total of 500 channel memories each, can be used for Band A and Band B. 


1 Switch to the VFO mode 

2 Use to adjust the frequency to be written in the 
memory 

3 Press for one second or longer oe 
The memory writing screen will be displayed. O01 145.000 
The frequency will be automatically displayed in the 002145. 160 


00s 
004 


next empty memory channel. 
Refer to Steps 3 to 12 in “Naming a memory channel” 
(t=P.66) when assigning a name to a memory channel. 
4 Turn A to select a different (if desired) memory 
channel 
The memory channel can also be selected by touching it 
directly. 
5 Press [&] to save the data to memory 55 


When the memory writing is completed, the ' 4 oe 
frequency and memory channel number will be - 
shown in the display. 4 860 
* The frequency that is already written in the memory can : 
also be overwritten by a new frequency. Q OP 
* Touch [V/M] to return to the VFO mode. 


(appl | SKIP/SEL.. 


Using the Memory 


Tips 


« When shipped from the factory, the frequency in memory channel 1 of Band Ais set to 144.000 MHz 
while the frequency in memory channel 1 of Band B is set to 430.000 MHz. These can be changed 
to other frequencies but cannot be erased. 

* Names can also be assigned to the memory channels (P.66). 

* 9 pairs of PMS memory channels can be written for Band A and Band B each (s=P.79). 


Recalling the memory 


1 Touch [V/M] to switch the mode ; 
The memory channel last used will be shown in the » 149.000 
display. —=s 
14 860 
ll 


: q 560 
Q 0 
2 Turn & to select the memory channel a8 ; 
Touch [V/M] again to return to the VFO mode. 6 4 00 
Tip 00 O ms 
4 560 
| Non-registered memory channels will be skipped. : 
" Q 0 
Recalling the home channel 
1 Press 0 
a 5 O 


The function menu will be displayed. a 
2 Switch the menu using [BACK] and [FWD] “yee 
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Using the Memory 


3 Touch [HOME] 0 


The home channel will be shown in the display. — oe 


Change the frequency using <A to return to the VFO 
mode. 


Touch [HOME] again to return to the VFO mode and Nl 
display the frequency that was selected before the d OOO 
home channel was recalled. 


Tip 
| When shipped from the factory, the frequency in the home channel of Band Ais set to 144.000 MHz 


while the frequency in the home channel of Band B is set to 430.000 MHz. 


| Changing the frequency of the home channel 


The default frequency setting of the home channel when shipped from the factory can 
be changed. 

1 Switch to the VFO mode 

2 Adjust the frequency using 


3 Press {d] for one second or longer Es 
HOME 145-000 
The memory writing screen will be displayed. 01 145.000 


002 "145.160 
003 145. 360 
004 
SKIP/SEL 
appeal arse 


Turn A to select [HOME] ae 
HOME 145.360 


Press 001 145.000 


The overwrite confirmation screen will be displayed. oo2 145.160 
OOS riers 


004 


a 


ey 2 ee SKIP/SEL._| 


Using the Memory 


6 Touch [OK7] to confirm and store the home channel 
frequency 
When the writing to the home channel is completed, 
the updated home channel frequency will be 
displayed. 
Touch [Cancel] to stop writing. 0 


OVER WRITE 


l T 
onl 860 
il l 
Q 0 
Erasing the memory 
1 Touch [V/M] for 2 to 3 seconds j 
The memory list will be displayed. 0 4 YOO 
2 Turn -&A to select the memory to be erased a = 
a 860 


3 Touch [DEL] eee 


[HoMe”"7"45""000 
The erase confirmation screen will be displayed. [oor 145" 000 


foo2 "145.160 


AIOWS/\| 8y} Buisq 


4 Touch [OK?] to confirm and delete the data 
The memory will be erased, and the display will 
become an empty field. 
* Touch [Cancel] to cancel the memory deletion. 
* Repeat Steps 2 to 4 to erase additional memories. 


MEMORY CH LIST 


[Hone""7"45""000 


Caution — 
oom "Tasroo0"™ 
Memory channel 1 and the home channel cannot be erased. foo2 LL EE | 
foos"™ ; 
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Naming the memory 


Names (memory tags) such as call signs and the names of the broadcasting stations 
can be assigned to the memory channels and home channel. 

Up to eight of the following characters can be entered as a memory tag. 

¢ English letters (capital/small letters), numbers, symbols 


Example: Assigning a name like “YM Grp01” 


1 Touch [V/M] for 2 to 3 seconds : 
The memory list will be displayed. 4 YOO 
00 0 
q 860 
2 Select the memory channel the name is going to be a 
assigned to Tela ERT 
Select the home channel when assigning a name to the 002 145.160 
home channel. 003 
3 Press (é] for one second or longer 
The character input screen will be displayed. 
Touch the memory channel or press “A for one second 
or longer to display the character input screen. 
4 Touch [Caps] first, and then touch [Y] and [M] aes 
[Caps] will turn orange, enabling capital letters to be 
entered. 
* ZX CV BN \M BACKS 
13 I | Space | >I ENT 
5 Touch [Space] MEMORY CH TAG. 
002 145.160 
6 Touch [G] QWERT YU,1,0,P 
a 
A SD F\G\H J KL 
7 Touch [Caps] first, and then touch [R] and [P] TETHER TEE 


[Caps] will turn white, enabling lower case letters to 
be entered. 


002 145.160 


I Space >I ENT 


Using the Memory 


8 Touch [123] 
The number and symbols input screen will be 
displayed. 

9 Touch [0] and then [1] 


10 Touch [ENT] 
The name will be stored in memory and displayed on 
the right side of the frequency. 


11 Touch [BACK] 
The display will return to the previous screen. 


| Changing the method of the memory tag display 


The method of displaying the frequency and name assigned to the memory can be 


selected for each channel. 
1 Switch to the memory mode 


2 Select the memory channel that you want to change the memory tag display method 


on 
3 Press [28] for one second or longer 

The set-up menu will be displayed. 
4 Touch [MEMORY] 

The menu list will be displayed. 


MEMORY CH TAG 


002 145.160 ou TIN 


QWERTY u 1 of 


Cas A S\D F GH J KL 


i a MM adhd hl ad 


* ZX CV BN \M BACKS 


tee I | Space >I ENT 


MEMORY CH TAG 


002 145.160 Tell 
ie 34567 8 9 @ 


MEMORY CH LIST 


Home” 7'45""000 
[Oor""F45"000 
foo2 145.160 
[008 

form 


| Ve ppl fe SKiP/SEL] 
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SETUP MENU 
DISPLAY TX/RX MEMORY 
SIGNALING), SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 


i =| RESET/ 
CLONE CALLSIGN 
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Using the Memory 


5 Touch [1 ALPHA TAG SIZE] to select the memory MEMORY 
tag display size [a ALPHA TAG Size 
The setting will switch between “SMALL” and | 2 MEM scaN a") 


“LARGE” each time it is touched. 

“SMALL”: Display the memory tag in small-sized 
characters and the frequency in large- 
sized characters. 

“LARGE”: Display the memory tag in large-sized 
characters and the frequency in small- 
sized characters. 

Factory default value: LARGE 

6 Press [88] for one second or longer 

The size of the memory tag display will be set and the display will return to the 

previous screen. 


The display method can also be changed by pressing «GA for one second or longer in the 
memory mode. 


LARGE SMALL 


Split memory 


Separate frequencies for transmit and receive can be registered for each memory 
channel. 


@ Simultaneous registration 
1 Select the receive frequency in the VFO mode 


2 Press (ts) for one second or longer =a 
HOME 145-000 
The memory writing screen will be displayed. 01 145.000 
3 Press (] for one second or longer 002" "445"160 


The character input screen will be displayed. 
Refer to Steps 4 to 11 in “Naming a memory channel” (c= 
P.66) when assigning a name to a memory channel. 


AOU a 
The number input screen will be displayed. Pa esd cd nd nde ws Am) 


Cp AS DF GH J KL 
—_ 


* ZX C V BN M BACKS 


{23 ABC 1 | Space | 1 ENT 


Using the Memory 


5 


Enter the transmit frequency 
The entered frequency will be displayed on the right 
side of [T] at the top of the screen. 


Touch [ENT] 
The display will return to the memory writing screen. 


Turn «A to select the memory channel 

The memory channel can also be selected by touching it directly. 
Press to save the transmit frequency 

When the memory writing is completed, the receive frequen 
display. 


@ Registering transmit frequency at a later time 


1 


Touch [V/M] for 2 to 3 seconds 
The memory list will be displayed. 


Select the memory channel whose transmit 
frequency is to be registered 

Press |] for one second or longer 

The character input screen will be displayed. 


* Touch the memory channel or press “GA for a second or 
longer to display the character input screen. 


« Refer to Steps 3 to 12 in “Naming a memory channel” 
(c=P.66) when assigning a name to a memory channel. 


MEMORY CH TAG 


MEMORY CH TAG 


R145. 160 
002 7145. 360: | 


cy will be shown in the 


4 otere 


~ 
ee 
e 
© 
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MEMORY CH LIST 


[HoMe”"7'45""000 
[oor "745""000 


foo2 "145.160 
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Using the Memory 


4 Touch [TX IN] 
The number input screen will be displayed. 


5 Enter the transmit frequency 
The entered frequency will be displayed on the right 
side of [T] at the top of the screen. 


6 Touch [ENT] 
The display will return to the memory list. 


7 Press (da) to save the transmit frequency 


MEMORY CH TAG 


002 145.160 porriiie TAN 


Acar uo NM 
hl in 
cos A\S DF GH J KL 


* ZX C\V BN. M BACKS 


Lal a Ll 


123 ABC I | Space | 1 ENT 


MEMORY CH TAG 


MEMORY CH TAG 


R145. 160 
002 7145. 360: | 


When memory writing is complete, the receive frequency will be shown in the 


display. 


Receiving Weather Broadcast Channels (USA version only) 


This radio includes the preprogrammed VHF Weather Broadcast Station Memory 
Channel Bank, and can receive the broadcast or the weather alert by recalling or 


scanning a desired channel. 


The following channels are stored in the weather station memory bank of this radio. 


162.550 MHz 


162.500 MHz 


162.400 MHz 


162.525 MHz 


162.475 MHz 


161.650 MHz 


162.425 MHz 


161.775 MHz 


162.450 MHz 


163.275 MHz 


This “WX” function can only be used through the programmable keys [P1] to [P4] on the 


microphone. 
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§f Assigning the “WX” function to a programmable key on the microphone 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Select and touch [CONFIG] 
The menu list will be displayed. 
3 Select and touch [10 MIC PROGRAM KEY] 
The setting screen for programmable keys on the microphone will be displayed. 
4 Touch the key name (P1 to P4) where the WX function is going to be assigned 
The functions that can be assigned will be displayed. 
When the [WX] is not displayed, turn A to scroll the display. 
Select and touch [WX] 
Touch [BACK] 
The display will return to the setting screen for programmable keys. 


ou 


i Recalling the weather channels 
Example: When “WX” is assigned to [P1] 


1 Press [P1] on the microphone 
The WX function is activated, and the weather channel selected last time the WX 
function was activated will be displayed on the screen. 


Ls) 


Turn 24 to select the other channels 

3 Press the [PTT] button on the microphone to search for louder stations 

Scanning of the channels stored in the weather station memory bank will start. 

When the scanning pauses on a station, press the [PTT] button once to halt the 
scan, or press it twice to restart the scan. 

Press the [PTT] button to finish the scan 

Press [P1] 

The WX function will be inactivated and the display will return to the previous screen. 


an 


fj Listening the weather alert 


In the event of extreme weather disturbances, such as storms and hurricanes, the 
NOAA (National Oceanic and Atmospheric Administration) sends a weather alert 
accompanied by a 1050 Hz tone and subsequent weather report on one of the 
NOAA weather channels. You may disable to receive the weather alert tone using 
[SIGNALING]—[9 WX ALERT] in the set-up menu. 
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Signal Search 


The FTM-400DR/DE transceiver is equipped with a scanning function to search for 
memory channels and VFO frequencies for active signals. 
Scanning can be performed using the following four methods: 


VFO scan 
Scan for all memory channels 
Scan for specified memory channels 


Scanning the programmable memories 


Tip 
The band scope function can be used to search for active channels and show a graph. 
When [SCOPE] in the screen is touched, the strengths of the channels will be displayed in a graph, 
with the current frequency located in the center of the screen (1=P.47). 


VFO scan 


1 Select the band to be scanned, and switch to the VFO mode 
2 Press (cs) briefly 
The function menu will be displayed. 


3 Touch [SCAN] 5 
aia) §=When [SCAN] is not displayed in the function menu, 4 orere 


touch [BACK] and [FWD] to switch the menu. F 
The scan will start from low to high frequency. 3 i 
D 


During scanning, the decimal point of the frequency j 
display will blink. 4 orere 
When a signal is received, the scan will stop for three 
seconds before starting to scan again. 

+ The scan can also be started by pressing the [UP] or 


[DWN] button on the microphone for one second or Q OP 
longer. 

* The scanning direction (UP/DOWN) can be set using [SCAN]—[2 SCAN DIRECTION] in the 
set-up menu. 

* The scanning direction can also be changed by pressing the [UP] or [DWN] button on the 
microphone or turning #4 during scanning. 

* The action used to stop the scanning may be set using [SCAN]—[3 SCAN RESUME] in the 
set-up menu (refer to the next page). 

* The squelch level may be adjusted using the following procedure during scanning. 
Touch [SQL] > Turn @>. 


Signal Search 


@To stop the scanning 
To stop the scanning, either touch [SCAN] or press the microphone [PTT] button (the 
radio will not transmit in this case). 


| Setting the receive operation when the scanning stops 


Any of the following three methods can be selected as the action to be taken after the 
scanning stops. 


(1) Restarts the scanning after receiving for the set amount of time. Select from one, 
three or five seconds. 

(2) Continues receiving until the signal disappears and then restart the scanning two 
seconds after the signal disappears (BUSY). 


(3) Stops the scanning to receive at that frequency (HOLD). 


1 Press 28) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SCAN] SETUP MENU 
The menu list will be displayed. DEST: A AE SSR 
SIGNALING), SCAN 
WIRES CONFIG Ww... 


APRS SD CARD OPTION 


( | RESET/= caiisian 


CLONE. 


3 Touch [3 SCAN RESUME] to select the reception SCAN 
method 1 DUAL WATCH STOP 
The reception method will change in the following [feed ercuieacrsares 
order each time the screen is touched. [8 'SCAN RESUME 
“BUSY” — “HOLD” — “1sec” —> “3sec” — “Ssec” } 


{ 


+ The reception method can also be selected by pressing 


* Factory default value: 3 sec 
4 Press [2%] for one second or longer 
The reception method when the scanning stops will be set and the display will return 
to the previous screen. 


Tip 


| The settings here are applicable to “VFO Scan’, “Memory Scan” and “Programmable Memory Scan’. 
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Memory scan 


The FTM-400DR/DE transceiver will scan the frequencies registered in the memories in 
the order of the memory channel number. 


1 Switch to the memory mode 
2 Press (cs briefly 
The function menu will be displayed. 


3 Touch [SCAN] 55 FORYS 
aif) §=When [SCAN] is not displayed in the function menu, 4 560 
touch [BACK] or [FWD] to switch the menu. T 


The scanning will start from the lowest to the highest 
memory channel number. CZ 


During scanning, the decimal point of the frequency a HTT " 
display will blink. d 5 60 
When a signal is received, the scan will stop for three 
seconds before starting to scan again. 

* The scan can also be started by pressing the [UP] or 


[DWN] button on the microphone for one second or Q OP 
longer. 

* The scanning direction (UP/DOWN) can be set using [SCAN]—[2 SCAN DIRECTION] in the 
set-up menu. 

* The action to be taken when scanning is stopped can be set using [SCAN]->[3 SCAN 
RESUME] in the set-up menu (refer to the previous page). 

* The squelch level may be adjusted using the following procedure during scanning. 
Touch [SQL] > Turn 


@To stop the scanning 
To stop the scanning, either touch [SCAN] or press the microphone [PTT] button (the 
radio will not transmit in this case). 
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§j Selecting the scanning method 
The scanning may be set for all memories or only specified memories. 


1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [MEMORY] SETUP. MENU 


The menu list will be displayed. OE ee ae 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS SD CARD OPTION 


( | RESET/“—= caLtsiGn 


CLONE 
3 Touch [2 MEM SCAN TYPE] to select the scanning ee 
method ® 
The setting will switch between “ALL MEM” and 
“SELECT MEM” each time it is touched. i 


ALL MEM: Scan all memories. 


SELECT MEM: Scan only specified memories. 
+ The scanning method can also be selected by pressing “GA. 
¢ Factory default value: ALL MEM 


The scanning method will be set and the display will return to the previous screen. 


| Setting the specified memories 


Specify the memories to be scanned when “2 MEM SCAN TYPE?’ is set to “SELECT 
MEM” in the set-up menu. 


The memory can be specified using either of the following two methods: 
(1) Selects channels using the memory list screen 
(2) Specifies individual channels using the function menu screen 


(1) Specify memory channels using the memory list screen 


1 Touch [V/M] for 2 to 3 seconds (until the beep 8 YOKOHAMA & 
sounds) d 5OO 
The memory list screen will be displayed. 
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2 


Select the memory channel to be specified by turning 
aN 


The memory channel may also be selected by touching it 
on the screen. 


Touch [SKIP/SEL] to display “SELECT” 

The setting displayed under [SKIP/SEL] will change 
in the following order each time it is touched. 

“OFF” > “SKIP” > “SELECT” 

Repeat Steps 2 and 3 to specify the other memories next. 
Touch [BACK] 

Return to the previous screen, and “>” will be displayed on the left side of the 
memory channel number. 


002 145.160 
os 
00a 


pee SKIPZSEL 


(2) Specify individually using the function menu screen 


1 


2 


Switch to the memory mode, and recall the memory channel to be set as the 
specified channel 


Press (dal 

The function menu will be displayed. 

Touch [SKIP/SEL] to display “SELECT” 00 TOKYO 

“p” will be displayed on the left side of the memory — 560 


channel number. 

aie} §=When [SKIP/SEL] is not displayed in the function menu, - 
touch [BACK] or [FWD] to change the menu. D 

The setting displayed under [SKIP/SEL] will change 2 Q 

in the following order each time it is touched. 

“OFF” — “SKIP” > “SELECT” 


J Scan only the specified memory channels 


1 
2 


3 


First, select the band to be scanned, before switch to the memory mode 


Press [es] for one second or longer 
The set-up menu will be displayed. 
Touch [MEMORY] SETUP MENU 


The menu list will be displayed. ae eee 
SIGNALING, SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


| RESET/ caLisi@N 


Signal Search 
=a MEM SCAN mi 


4 Touch [2 MEM SCAN TYPE] and select “SELECT 
MEM” 
The setting will switch between“ALL MEM” and 
“SELECT MEM” each time it is touched. 


The display will return to the previous screen. 
6 Press 

The function menu will be displayed. — 560 
7 Touch [SCAN] “i : 

The scan only those memory channels that have CZ 

been set to “SELECT” will be started. 

* The scan can also be started by pressing the [UP] or 


[DWN] button on the microphone for one second or 
longer. 


* The scan will be performed in increasing order of the memory channel number. 

¢ When a signal is received, the scanning stops for three seconds and then the scanning starts 
again. 

* To stop the scanning, either touch [SCAN] or press the microphone [PTT] button (the radio 
will not transmit in this case). 


| Setting the memories to be skipped 


Memory channels which you do not wish to receive can be skipped during scanning. 
The channels to be skipped can be set using the following two methods: 

(1) Designate channels using the memory list screen 

(2) Sets channels individually using the function menu screen 


(1) Designating channels to be skipped using the memory list screen 


1 Touch [V/M] for two to three seconds (until the beep 8 YOKOHAMA @ 
sounds) . 49.600 


The memory list screen will be displayed. 


2 Turn A to select the memory to be skipped 
aie} ~=The memory can also be selected by touching it directly. 
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3 Touch [SKIP/SEL] to display “SKIP” 
The setting displayed under [SKIP/SEL] will change 
in the following order each time it is touched. 


“OFF’ > “SKIP* = “SELECT er) 
Repeat Steps 2 and 3 to specify the other memories 


next. 
4 Touch [BACK] 


Return to the previous screen, and a blinking “P” will be displayed on the left side of 
the memory channel number. 


(2) Setting channels to be skipped individually using the function menu screen 


1 Switch to the memory mode, and recall the memory channels that have been set to 
be skipped 


2 Press 
The function menu will be displayed. 

3 Touch [SKIP/SEL] to display “SKIP” 00 TOKYO ; 
A blinking “b>” will be displayed on the left side of the ova 560 


memory channel number. 

aifey §=©When [SKIP/SEL] is not displayed in the function menu, - 
touch [BACK] or [FWD] to change the menu. D 

The setting displayed under [SKIP/SEL] will change @ Q 

in the following order each time it is touched. 

“OFF” — “SKIP” > “SELECT” 
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Scanning the programmable memories (PMS) 


Using the dedicated memory channel, only the frequencies within the specified 
frequency range will be scanned. 
The frequency range is registered beforehand in the PMS memory channel. 


§ Writing into the programmable memory 


Nine pairs (P1L/P1U through P9L/P9U) of frequency ranges can be set up in the PMS 
memory channels. 

Register the lower limit of the frequency range to be scanned into the memory channel 
“P>KL” and the upper limit into the memory channel “P>U”. 

Memories with the same channel number “>” (a number from 1 to 9) are handled as 
one pair of PMS channel “P>”. 


Example: Set up a PMS channel by registering a lower frequency of 433.200 MHz 
and an upper frequency of 433.700 MHz in the P1 memory channel 


1 Switch to the VFO mode 
2 Select the frequency (433.200) to be set for the lower 


limit, using &4? . 4 500 7 
The frequency to be set as the lower limit (P1L) ii 
must be lower than the upper limit (P1U). 0 
3 Press for one second or longer ° = YO 
The memory writing screen will be displayed. Q op 


4 Turn -€A to select [P1L] ET 
The memory channel can also be selected by [PT 
touching it directly. | Il peg lI SKIP/seL | 
aie} §=The memory channel can be assigned with an alpha-tag 
name (s=P.66). 


5 Press 
The display will return to the previous screen, and the memorized frequency and 
memory channel number will be displayed. 


6 Switch to the VFO mode 
7 Select the frequency (433.700) to be set for the 


upper limit, using & 45 600 
8 Press (ga] for one second or longer 
ge . . 0 
The memory writing screen will be displayed. I, ere 
I 


9 Turn A to select [P1U] [FATES 
The memory channel can also be selected by [piv 433. 700 
touching it directly. { peg) [SKirZset | 
The memory channel can be assigned with an alpha-tag 
name (seP.66). 
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10 Press 


The display will return to the previous screen, and the memorized frequency and 
memory channel number will be displayed. 


Lower frequency P1L Upper frequency P1U 
O B : O $ ¥ 
. 4 5OQO ' f| 500 
cole ore male ore 


§j Scanning the programmable memory 


1 Switch to the memory mode 
2 Recall the PMS memory of the upper frequency or lower frequency 
3 Press (gal briefly 
The function menu will be displayed. 
4 Touch [SCAN] p ; 
When [SCAN] is not displayed in the function menu, f ore 
touch [BACK] or [FWD] to switch the menu. T MITT 
The programmable memory scan will be started. 
* The scan can also be started by pressing the [UP] or (FZ 
[DWN] button on the microphone for one second or 
longer. 
« When a signal is received, the scanning stops for three seconds and then the scanning starts 
again. 
* To stop the scanning, either touch [SCAN] or press the microphone [PTT] button (the radio 
will not transmit in this case). 


* The squelch level may be adjusted using the following procedure during scanning. 
Touch [SQL] — Turn 


Caution 
When the upper and lower frequencies are not set correctly, the programmable memory scan will not 


work. 


Monitoring the Home Channel 


This radio is equipped with a dual receive function (also known as dual watch (DW)) 
which checks for a signal on the home channel approximately every three seconds 
while monitoring or scanning. If a signal is detected, the home channel is received for 
five seconds, and then monitoring or scanning with dual receive is resumed. 


Example: When checking the home channel while receiving “145.500 MHz” 


4 UO 4 YOO 


le == la 


_ 
00 © 


Reception frequency 
Monitor the home channel at When the home channel is busy, 
intervals of about three seconds. the radio receives the signal for 
five seconds and then starts the 
dual receive again. 


Caution 
When shipped from the factory, the default frequency in the home channel of 144 MHz Band is set 
to 144.000 MHz while the default frequency in the home channel of 430 MHz Band is set to 430.000 


MHz. These channels may be changed to a favorite operating frequency (1P.64). 


J Using the dual receive 


1 Tune in to the memory channel or a desired VFO receive frequency using £4 
2 Press (cs) briefly 
The function menu will be displayed. 
3 Touch [DW] ; 
if) §=When [DW] is not displayed in the function menu, touch 4 OO 
[BACK] or [FWD] to switch the menu. 
Dual receive will start, and the home channel 
frequency will be received approximately every three p 
seconds. Q W; 


When a signal is detected on the home channel, it will continue to be received until 
the signal disappears. 


@To cancel the dual receive 
Touch [DW] again. 
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§j Setting the restart condition of dual receive 


The dual receive restart condition when the home channel signal is detected can be 
selected from the following two ways. 


(1) Restarts dual receive after five seconds have passed (AUTO). 
(2) Stops dual receive and continue to receive the home channel (HOLD). 


1 Press for one second or longer 
The set-up menu will be displayed. 
2 Touch [SCAN] SETUP MENU 
The menu list will be displayed. IA SSC EM 
SIGNALING), (SCAN 
WIRES CONFIG w.. 


APRS SD CARD OPTION 


( =.) RESET/= caLtsian 


CLONE 


3 Touch [1 DUAL WATCH STOP] to select the restart SCAN 
condition [4 "buat watcw stop 
The setting switches between “AUTO” and “HOLD” ja cesar ."} 


each time it is touched. 3 ‘SCAN RESUME 
Factory default value: AUTO 


4 Press (8%) for one second or longer 


The dual receive restart condition will be set and the display will return to the 
previous screen. 


Using the GPS Function 


This radio is equipped with an internal GPS reception unit to receive and display the 
position information at all times. The position information can be used as in the following 
example. 


Save the position information in the memory and use it for navigation purposes 
t= Refer to “Using the backtrack function” (Page 95) 
Save the stations with frequent communications and checks whether they are 
within the sphere of communications 
t= Refer to the separate “Operating Manual GM Edition” 
Exchange position information and messages through data communications with 
other stations 
t= Refer to the separate “Operating Manual APRS Edition” 


What is GPS? 


GPS or Global Positioning System is a satellite location system to determine the current 
position on earth. Itis a military system developed by the US Department of Defense 
with approximately 30 GPS satellites circumnavigating the earth at an altitude of about 
20,000 km, When signals from three or more satellites in space are received, the 
current position information (longitude, latitude, altitude etc.) may be determined within 
an accuracy of several meters. The accurate time can also be received from the atomic 
clock built into the GPS satellite. 


Positioning Using GPS 


1 Press for one second or longer to switch on the 
power 
The satellite search will begin and the “%” icon will 
be displayed at the top right of the screen. 
+ It may take several minutes to capture the satellites. 
¢ When three or more satellites cannot be captured, the 
icon display will disappear. In this case, positioning is 
not possible and the position information cannot be 
used. 
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Positioning Using GPS 


About GPS positioning 
Positioning refers to the calculation of one’s own position from the satellites orbit information and 
the transmission time of the radio waves. Positioning requires that three or more satellites be 
acquired. When positioning cannot be carried out properly, move to an open space as far away 
from buildings as possible and where there are fewer obstructions. 


eAbout the error 

Depending on the surrounding environment of the receiver location, an error of several hundred 

meters may occur. Although positioning is possible using only three satellites, depending on the 

positioning conditions, the positioning accuracy may become worse, or may no longer be possible 
under the following conditions: 

* Between high rise buildings, narrow roads between buildings, indoors and under the shade of 
buildings, below high voltage lines and underneath overhead structures, between trees and 
shrubs such as in forests and woods, inside tunnels and underground, when used behind a solar- 
energy reflecting glass, locations where a strong magnetic field occurs 


eWhen not using the radio for a long period of time 
When using the GPS function for the first time after purchasing the FTM-400DR/DE transceiver, 
and when turning it on after It has not been used for a long period time, positioning may take 
several minutes in order to search for the satellites. Also, when using the device again several 
hours after switching off the power, positioning may take several minutes in order to search for the 
satellites. 


§j Positioning using an external GPS device 


Commercial GPS receive devices can also be connected to the [EXT GPS] jack on the 
side of the controller. 
The [EXT GPS] plug connector is illustrated below. 
7 re) 
4 cE @ 1 
| 
@ 


A 
pa 


@ TXD (serial data output [transceiver > external device]) 
@ RXD (serial data input [transceiver — external device]) 
@ GND 


Positioning Using GPS 


1 Switch off the power to the radio 
Plug the connector of the external device into the 
[EXT GPS] jack on the side of the controller unit. 


Switch on the power to the radio 

Press for one second or longer 

The set-up menu will be displayed. 

5 Touch [CONFIG] SETUP. MENU 


The menu list will be displayed. Oe meals MEMO RL 
SIGNALING), SCAN 


kh ow 


WIRES CONFIG DATA 


APRS SD CARD TION 


) RESET/ 
CLONE CALLSIGN 


6 Touch [17 GPS DEVICE] to select “EXTERNAL” 
Each time this symbol is touched, the setting will 
switch between “INTERNAL” and “EXTERNAL”. 

7 Press [8%] for one second or longer 
Return to the previous screen. 

When the external device captures three or more satellites, the “%&%” icon will be 
displayed on the top right of the screen. 


Tips 
* When connecting to an external GPS device, refer to the operating manual of the connected device 
as well. 
« When using an external GPS device, keep the radio away from the external GPS device. 
« When using an external GPS device, the data from the in-built GPS will become invalid. 
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Positioning Using GPS 


i Checking the satellite capture status 
The satellites acquired at the current location and the strengths of the signals can be 
observed on the radar-like screen. 
1 Press 2) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] SETUP MENU 


The menu list will be displayed. NSP XE MEMORY 
SIGNALIN ‘AN 


WIRES CONFIG 


APRS SD CARD OPTION 


f | RESET/ calision 


CLONE 


3 Touch [1 DISPLAY SELECT] LL DISPLAY, 
The screen for setting the various screens on and off Joe eens cece 
will be displayed. 2 a 


3 'BACKGROUND COLOR ORANGE 
4 "BAND SCOPE 
| 


4 Touch [GPS INFO] to select “ON” DISPLAY 
Each time this symbol is touched, the setting will [1 |piseuay setect 
switch between “OFF” and “ON”. [ALTITUDE TIMER/CLOCK 


] 


5 Press (8%) for one second or longer 
The display will return to the previous screen. 


6 Press 8] twice briefly VFO 
The radar-shaped GPS screen will be displayed GPS INFO, 


and the acquired GPS satellite number and signal 
strength icon will be displayed. 


The brighter the color of the icon, the stronger is the 

signal strength. 

* When the Altitude display screen and Timer/Clock 
screen are both “ON”, the screen will change in the 
following order each time 5) is pressed. 

Normal frequency display - Compass/Lat&Lon display 
screen — Altitude display screen — Timer/Clock screen 
— GPS screen 

« When connecting an external GPS device, satellite 
information may not be output depending on the GPS 
device (in this case, the icon will not be displayed). 


Positioning Using GPS 


Displaying the position information 
| Displaying the current position information of your station 


1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] SETUP MENU 


The menu list will be displayed. LOE 
SIGNALIN ‘AN 


WIRES CONFIG DATA 
APRS SD CARD OPTION 


( |, RESET/ 
CLONE CALLSIGN 


3 Touch [2 TARGET LOCATION] to select “NUMERIC” 


= TARGET LOCATION 
Each time this is touched, the setting will switch ; oetonor ADaa 


between “COMPASS” and “NUMERIC”. mplRRGR 


{ 


The display will return to the previous screen. 
5 Press (88) briefly 
The latitude and longitude display screen will be 
displayed. 
6 Touch [MY] VFO 145.000 Fn®2 
: F F , VFO 433.000 _ ft 
The latitude and longitude of your station will be LAT & LON DISTANCE 
displayed in numerical figures. 3 : — — 
aie) §=When the Altitude display screen and Timer/Clock screen N 35" 37 . 23° 
are both “ON”, the screen will change in the following E 1 39 45 02 
sequence each time [2&5] is pressed. | ) Rata) (ee papal | | 
Normal frequency display - Compass/Lat&Lon display 
screen — Altitude display screen — Timer/Clock screen 
— GPS screen 


| Displaying the position information of the partner station in the digital mode 


In the C4FM digital V/D mode, the position and direction to the partner station can be 
displayed in real time during the communication. The position information obtained from 
the GPS is transmitted at the same time as the voice signal. 


1 Switch the communication mode to AMS (auto mode select function) or digital mode, 
or activate the GM function 

aie} §=Refer to “Using the GM function” (t=P.99) on the basic method of using the GM function. 
Switch to the latitude and longitude display screen 

Touch [YR] 

The latitude and longitude of the partner station will be displayed in numerical 
figures. 


whd 
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Positioning Using GPS 


| Explanation of the position information screen 


Example of a display of your 
own station position 


VFO 433.000 fH 
LAT & LON DISTANCE 


(llsuines 


23° 
E 139° 45’ 02s 


a siersiers 


® Latitude 
Displayed as “X DD°MM’SS” 
X: N (north latitude) / S (south latitude) 
DD: 0 - 90 (degrees) 
MM: 0 - 59 (minutes) 
SS: 0 - 59 (seconds) 
Example: N 35°37’ 23” (latitude 35 degrees 
37 minutes & 23 seconds) 
The “DD°MM’SS” and “DD°MM. 
MM’ will switch each time the number 
section is touched. 


@ Longitude 
Displayed as “X DDD°MM’SS” 
X: E (east longitude) / W (west longitude) 
DDD: 0 - 180 (degrees) 
MM: 0 - 59 (minutes) 
SS: 0 - 59 (seconds) 
Example: E 139°45’ 02” (east longitude 139 
degrees 45 minutes 02 seconds) 
The “DDD°MM’SS” and “DDD°MM. 
MM’ will switch each time the number 
section is touched. 


Example of a display of a 
partner station position 


43 
N 35°38 10° 
E 139° 42’ 21° 


Capp (as (gua | 


Position information status display 

The status display will indicate that the 

data received contains position information. 

The status display will blink when the GM 

function is activated. 

aii} ~=Refer to the separate Operating 
Manual GM Edition for the details 
on the GM function (download the 
manual from the YAESU website). 


Partner station call sign and time of 
receipt 


Distance to a partner station 


Tip 


| Use [APRS] — [12 APRS UNITS] in the set-up menu to change the display units of the various data. 


Positioning Using GPS 


Recording the position information (GPS log function) 


The position information of your own station can be recorded (saved) in a micro-SD card 
on a regular basis. 


1 Press for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] SETUP MENU 


The menu list will be displayed. DEAE I ASSURE 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS cain 


|, RESET/ 
CLONE CALLSIGN 


3 Select [18 GPS LOG] and touch the screen 


The screen for selecting the recording interval and 
switching the GPS log function ON and OFF will be 
displayed. 


LOG 


4 Touch [ON] CONFIG 
The interval timing will be displayed in green [ 18 | GPs Loc 


characters. 


* The position information will not be recorded when 
“OFF” is selected. 


* Factory default value: OFF 


= 


5 Touch [+] and [-] to select the interval timing 
Each time the screen is touched, the interval timing will change in the following 
sequence. The interval timing can be selected from the following six levels. 
“1 sec” “2 sec” “5 sec” “10 sec” “30 sec” “60 sec” 
Factory default value: 10 sec 
6 Press for one second or longer 
The interval timing for recording the position information will be set and the display 
will return to the previous screen. 
The recording of the position information at the set interval will also be started. 


Tips 
* The position information will continue to be recorded until the power to the radio is switched off or 
when “OFF” is selected in Step 4. 
Recording will be restarted under the same file name when the power to the radio is turned on 
again, or when the recording interval is selected one more time in Step 5. 
* The position data will be saved under the filename “GPSyymmdd.log’. 
“yymmdd” shows the record start time in “yy” (year), “mm” (month) and “dd” (day) format. 
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Positioning Using GPS 


i Checking the route using a personal computer 


The route can also be displayed with commercial map software using the log data of the 
saved position information. 


akhwhDh = 


Tips 
¢ Refer to the operating manual of the map software that you are for instructions to import and display 
the route data on the map. 
* The position information can also be used by connecting the radio directly to a computer 


Switch off the power to the radio 

Remove the micro-SD card 

Insert the micro-SD card into the personal computer card reader. 

Open the “FTM400D” folder contained on the micro-SD card 

Open the “GPSLOG” folder 

The data is saved under the file name “GPSyymmdd.log’. 

“yymmdd?’ refers to the recording start year (yy), month (mm), and day (dd). 
Import the data into the commercial map software 

The route will be displayed on the map. 


(“Connecting to an external device” isP.155)). 


Measuring the altitude 


The changes in the altitude depending on the altitude of the current position and 
distance travelled can also be displayed in a graph. 


1 


2 


Press for one second or longer 
The set-up menu will be displayed. 
Touch [DISPLAY] SETUP MENU 
The menu list will be displayed. ee Me 
SIGNALIN' ‘AN 
WIRES CONFIG DATA 
APRS SD CARD OPTION 
| RESET/—> CALLSIGN 
Touch [1 DISPLAY SELECT] DISPLAY 


A list of the various screen setting selections will be esa femmzaitanory 
displayed. 2 TARGET LOCATIO 
3 


BACKGROUND COLOR ORANGE 


] 


Positioning Using GPS 


4 Touch [ALTITUDE] to select “ON” 
Each time this symbol is touched, the setting will 
switch between “OFF” and “ON”. 


5 Press [28] for one second or longer 
The display will return to the previous screen. 
6 Press [28] twice briefly 
The altitude graph will be displayed on the screen. 


@ Changing the altitude scale 

1 Touch [SCALE] 
Each time this symbol is touched, the scale value will 
change in the following order. 
“Bm” — “20 m” > “40 m” > “80 m” 


aii} §=The maximum altitude scale will be automatically set 
based on the present altitude values. 


@ Erasing the previous altitude changes 
1 Touch [CLEAR] 


The graph on the left side will disappear and the 
current altitude display will shift to the left end. 


DISPLAY 


| 1 | DISPLAY SELECT 


[acti Tuo TIMER/CLOCK 
[ers inro 


oc | 


VFO 145.000 


ALTITUDE 258m 


VFO 145.000 
VFC 433.000 


ALTITUDE §=958 m 
5 km 


ALTITUDE 


5 kn 
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Positioning Using GPS 


Other settings 


@ Changing the geodetic reference system 
Select using [CONFIG] — [16 GPS DATUM] in the set-up menu. 
Select the geodetic reference system which is the positioning standard. 
“WGS-84”: Using the global geodetic reference system for positioning. This is being 
used as a standard all around the world. 
“TOKYO MEAN”: Using the Japanese geodetic reference system for positioning. 
When positioning in Japan (Tokyo), the error can be lowered. 


Tips 
« When the geodetic reference system is changed, the position information will deviate by about 
400 m. 
* Set to “WGS-84” normally. 


@ Changing the time zone 

Select using [CONFIG] — [3 TIME ZONE] in the set-up menu. 

The time difference with the UTC (Coordinated Universal Time) can be changed in steps 
of 30 minutes. 


Using the Smart Navigation Function 


Two navigation methods may be used in the smart navigation function. 
(1) Real-time navigation function 


In the C4FM digital V/D mode, the position and direction of the received partner 
station can be displayed in real time during the communication because the position 
information obtained from the GPS is transmitted at the same time as the voice signal. 


(2) Backtrack function 


By registering the departure or other points in advance, the distance and direction 
from the current position to the registered location can be displayed in real time. 


i Displaying the Compass screen 


When using the navigation function, use the “Compass Screen” to display the direction 
of your station and the partner station on a compass. 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] 
The menu list will be displayed. 


SETUP MENU 
DISPLAY X/RX MEMORY 
SIGNALIN ‘AN 
WIRES 


CONFIG DATA 


APRS SD CARD OPTION 


( |, RESET/ 
CLONE. 


CALLSIGN 


3 Touch [2 TARGET LOCATION] to select 


“COMPASS” 
Each time this symbol is touched, the setting will 
switch between “COMPASS” and “NUMERIC”. 


| 2°!TARGET LOCATION 
3° 'BACKGROUND ND) vc: 
| 4° 'BAND SCOPE 
{ 


4 Press [2%] for one second or longer 
The display will return to the previous screen. 

5 Press (88) briefly 125 145.620 ii@% 
The screen with the compass panel in the center will OSE | wee 
be displayed. — 
The direction from your station to the partner station 
will also be displayed using a compass needle. 
aie} ~The compass needle will not be displayed when there is 

no position information. 
6 Press 2] briefly 


The display will return to the normal frequency display screen from the Compass screen. 


Tip 


change in the following order each time [2&5] is pressed. 


When the Altitude display screen and Timer/Clock screen are both “ON”, the screen will 


Normal frequency display — Compass/Lat&Lon display screen — Altitude display screen > 


Timer/Clock screen — GPS screen 
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Using the Smart Navigation Function 


@ Changing the direction of the compass panel 
The compass panel can be selected from “Heading UP” where the direction of your 

travel is always displayed at the top, or “North UP” where north is always displayed at 
the top. 


1 


Tip 


Touch the compass needle 

The compass panel will switch between “Heading 
UP” and “North UP” each time the compass needle is 
touched. 

The direction of the current compass panel will be 
Indicated near the top left of the screen. 


Although the scale on the compass panel has 16 directions, the 
compass needle can point in 32 directions. 


Using the real-time navigation function 


1 


Switch to the Compass screen 


2 Touch [YR] 


During transmission in the V/D mode, the distance 
and direction of the received partner station is 
displayed. 

aie} §=©When a partner station is selected using the GM function 
and displayed on the compass screen, the “e” on the left 
hand side of the partner station call sign will blink. 

When “e” is blinking, the compass display will not 

be updated even when signals containing position 
information from stations other than that displayed are 
received. 


on 


125 145.620 2, 


JAIZRL-123 


[COMPASS | DISTANCE 
E 999.0in 
- | | 


DISTANCE 


125 145.620 B, 


JAIZRL-123 
COMPASS ‘ ’ 


DISTANCE 
7 999.0 in 
“| ] 


2%, 
FN 
DISTANCE 


125 145.620 


(COMPASS, | DISTANCE 


Headins 
uP 


When [YR] is touched, “e” will light up and the compass display will be updated when signals 
containing position information from stations other than that displayed are received. 


125 145.620 BY. 


JAIZRL-123 
, DISTANCE 


Direction of partner station 


Partner station information 
in display 


Distance to partner station 


Using the Smart Navigation Function 


When a partner station comes within 50 meters of your location, a beep will sound, the 
compass needle display will disappear, and the scope scale will appear in green 


125 145.620 **. 
JAIZRL-123 


125 145.620 2, 
JAIZRL-123 
1 DISTANCE 


DISTANCE 


Using the backtrack function 


| Saving the destination 


A maximum of three locations can be saved in the memory. 


@ Registering the current location (departure point) 
1 Switch to the Compass screen 
2 Touch [MY] 125 145.620 ii% 


: . f JAIZRL-123 
The display will turn orange in color. COMPASS. 1 , DISTANCE 
E 999.0kn 


> pe 


3 Touch [MEMORY] 


ai) §=This symbol is not active be touched when there is no oss | TNE 
position information. er 


[x], [L1] and [L2] will blink. 
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Using the Smart Navigation Function 


4 Touch [x], [L1] or [L2] 
The position information will be saved in the memory DISTANCE 


and the touched location will turn orange in color. 


Tip 
When position information is already registered in [x], [L1] and 
[L2], the text will be displayed in green color. 


DISTANCE 
tht kp 


@ Registering the locations of other stations 
When position information is included in the data of other stations received through 
digital communications, it can be saved in the memory. 


1 Switch to the Compass screen 
2 Touch [YR] VFO 145.620 2 


The display will turn orange in color. COMPASS. | , DISTANCE 


3 Touch [MEMORY] VFO 145.620 ”, 
JAIZRL-123 


[x], [L1] and [L2] will blink. COMPASS. | , DISTANCE 


Using the Smart Navigation Function 


4 Touch [x], [L1] or [L2] 


Tip 


The position information will be saved in the memory 
and the touched location will turn orange in color. 


When position information is already registered in [*], [L1] and 
[L2], the text will be displayed in green color. 


VFO 145.620 * 


JAIZRL-123 


|, DISTANCE 


VFO 145.620 * 


JAIZRL-123 
17. DISTANCE 
E 999.0im 


§[ Displaying the position of the destination in real time 


1 
2 


Switch to the Compass screen 

Touch [x], [L1] or [L2] 

aie} = This symbol is not active when position information has 
not been saved in the memory. 

The direction of the compass needle will change 

following the position information that has been 

saved in the memory and a green circle will be 

displayed at the tip to show the direction of the 

destination. 

The distance to the destination will also be displayed. 

Move while keeping the tip of the compass needle to 

point towards the top 


aiiey §=When the destination registered after touching [MY] is 
selected, the date and time of the registration will also be 
displayed. 


125 145.620 B, 


FA 


COMPASS + | «DISTANCE 
Headins Engg 


125 145.620 BA 


2013/08/11 16:34 
I , DISTANCE 
E 999.0 in 
= | * 1 


lopegel 
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Using the APRS Function 


What is the APRS Function? 


There is a verity of methods to display GPS position information using amateur radios. 
APRS (Automatic Packet Reporting System) uses a format that is advocated by Bob 
Bruninga WB4APR. This system performs data communications for messages and 
position information. 

When an APRS signal is received from a partner station, the direction, distance, speed 
etc. of the partner station in relation to your own station will be shown in the display of 
this radio. 


mal JQ1YBF- g-scon 


Speed =: 50km/h 
Course : 225° 


altitude : 50m 
si Latitude : N 35°38, 29° 
4.3km Longitude: E 139 : 


lence! epee! egy! 


When using the APRS function, the call sign and symbol etc. of your own station need to 
be set (initial settings). 

Refer to the separate Operating Manual APRS Edition for details (download the manual 
from our YAESU website). 


Using the GM Function 


What is the GM Function? 


The GM (group monitor) function automatically checks to find if there are any stations with 
the GM function in operation on the same frequency within communication range. 
The FTM-400DR/DE can then display the position and distance and other information for 
each group member call sign on the screen. 
Besides letting you know who is within your sphere of communication, this function is also 
convenient for instantly checking the relative positions of all the members in the group 
Furthermore, this function can also be used to send data such as messages and images 
among the group members. 

VFO 145.620 


Touring 
JHIYPC-123) | JQ1YBF-01  JA1ZRL-001 


!-group-!!-sync—!!toe— 


JHTYPCTARO 
JAIZRL-123 
JH1YPCTARO 
VIEW POINT 
JAIZRL-123 
JQ1YBG 


(pee! top !lay iif -y- | 


Tips 
* The GM function operates only on Band A. 
* The GM function does not work in the analog mode. When the GM function is activated, Band A will 
automatically switch to the DN mode. 
* When sending image data with the GM function in operation, the mode will automatically switch to 
the FR mode (high speed data communication mode). At the end of the data transmission, the mode 
will automatically revert to the original V/D mode (simultaneous voice/data communication mode). 
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Basic Methods to use the GM function 


There are two ways to use the GM function: 

(1) Displays all stations where the GM function is in operation in communications range 
(maximum of 24 stations can be displayed) 

(2) Registers the ID of partners in the group and displays only the partners 


An explanation of the two methods of starting the GM operation will be given. 
Refer to the separate Operating Manual GM Edition for other details on how to use the 
function (download the manual from our YAESU website). 


@ Displaying all the stations where the GM function is in operation 
Tune the frequency in BandA 
2 Press (uy) 
Up to 24 stations operating within the sphere 
of communication where the GM function is in 
operation. 
* Stations within the sphere of communications are 
displayed in green. 
* Stations outside the sphere of communications are 
displayed in grey. 
VFO 145.620 A 


ALL 
JHIYPC-123 JQ1YBF-O1 ) JAIZRL-001 


(-group-|/-sync— —Loe— 


@ Displaying only partners registered in the group 

When a group that has been created beforehand is selected from the group list and the 
screen is touched, the status of the members registered in that group will be displayed. 
A total of up to 16 groups can be created. Names such as “Touring”, “Camp” etc. can be 
assigned to the groups. Up to 24 stations can be registered as members in each group. 
1 Tune in the frequency of BandA 

2 Press [Sy] 
3 Touch [GROUP] VFO 145.620 wN % 


ALL 
JHIYPC-123 | JQ1YBF-O1 | JAIZRL-001 


l@roups| sync —Loe— 
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Basic Methods of Use 


4 
5 


Turn «A or touch the screen to select a group i 
Touch the screen to select the group @1:Touring 
Up to 24 group members with the GM function in oe snore 2! 


GROUP 03 
operation at the same frequency will be displayed. 


pen epet 


Touch [GROUP] 
The display will return to the group list. 
Press (u) 


The GM function will be turned off and the display will return to the previous screen. 
The communications mode will automatically switch to the DN mode of the AMS. 


101 


uojouny WD eu} Buisj 


suonoun JuslusAUOD 


Convenient Functions 


Communicating with Specified Partner Stations 


Using the tone squelch 


This radio is equipped with the CTCSS (Continuous Tone-coded Squelch System) which 
allows audio to be heard only when receiving signals containing the same frequency 
tone as the tone that has been set in the tone squelch menu. By matching the tone 
frequency with the partner station in advance, a quiet standby is possible. 


Caution 
CTCSS does not work in the digital mode. Use the [&) key at the beginning to switch the 


communication mode to the auto-mode select function (AMS), or to the analog mode. 


[] Setting the tone frequency 
The tone can be selected from 50 frequencies between 67.0 Hz and 254.1 Hz. 


1 Press @§) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 
The menu list will be displayed. UST RGEC AL 


IGNALING | SCAN 


CONFIG DATA 
SD CARD OPTION 


| RESET/— CALLSIGN 


3 Turn A or touch the screen to select [1 TONE SQL FREQ] 

4 Touch [1 TONE SQL FREQ] ‘iy. SIGNALING 
The characters of the set value will turn orange in [7 "Tone” sat "FREQ 
color. | 2 ves cove @ 

ial AUTO DIALER 
| 4 DTMF MEMORY 
if =.) 

5 Turn A to select the frequency SIGNALING 
Factory default value: 88.5 Hz ["F"FoNE Sat FREG 

eal DCS CODE 

6 Touch [1 TONE SQL FREQ] SIGNALING 


The characters of the set value will turn green in pears fanteeactosusitay 
color. 2 DCS CODE @ 


SIGNALING 
[ 1 'TONE sal FREQ 


| 2 ves cove 
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Communicating with Specified Partner Stations 


7 Press (&8] for one second or longer 


The tone frequency will be set and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


J Using the tone squelch 


1 Press 
The function menu will be displayed. 


2 Touch [SQL] to display “T-TRX” ae aN ‘ 
* When [SQL] is not displayed in the menu, use [BACK] a4 860 


or [FWD] to change the menu. 

* The squelch type changes in the following sequence 
each time it is touched. Q D 
“NOISE” “T-TX” “T-TRX” “T-REV” “D-TRX” “PRGM” <) 
“PAGER” “D-TX”* “TT/DR”™ “DT/TR”™* : 
*These squelch types will be displayed when 

[SIGNALING] — [8 SQL EXPANSION] is set to “ON” 
in the set-up menu. 


The squelch will open only when receiving a tone Me Ore A 
signal of the set frequency. d 560 


Tip 


| A bell can be rung (beep) when signals containing the same tone code are received (sP.110). 


i Transmitting the tone signal 


1 Press 
The function menu will be displayed. 


2 Touch [SQL] to display “T-TX” 500 TOKYO-23 #2 
3.860 fH 


VO 


SQL DTMF 


ley 7ve! -gaquN@Byte! ‘score! 
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Communicating with Specified Partner Stations 


3 Press the microphone [PTT] 00 TOKYO 
Radio waves including the tone signal will be ced 560 
transmitted while [PTT] is being pressed. 5 


Tip 
| When alternating between transmit and receive repeatedly, set [SQL] in the function menu to 
“T-TRX”. 


Using digital code squelch 


This radio is equipped with a DCS (Digital Coded Squelch) function that allows audio to 
be heard only when signals containing the same DCS code are received. By matching 
the DCS code with the partner station beforehand, a quiet receive standby is possible. 


Caution 
DCS does not work in the digital mode. Use the key at the beginning to switch the communication 


mode to the auto-mode select function (AMS) or analog mode. 


§j Setting the DCS code 
The DCS code can be selected from 104 digital codes 023 to 754. 


1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 
The menu list will be displayed. DISPLAY | UXZBX NG MEMOR]. 


IGNALING | SCAN 


CONFIG DATA 


SD CARD OPTION 


| RESET/— CALLSIGN 
Turn -GA, or touch the screen to select [2 DCS CODE] 
Touch [2 DCS CODE] SIGNALING 


The characters of the set value will turn orange in 
color. 


kh © 


TONE SQL FREQ 


1 
[2 DCS CODE I 
3 AUTO we") 
[as DTMF MEMORY 

] 
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Communicating with Specified Partner Stations 


5 Turn «GA to select the DSC code SIGNALING 


Factory default value: 023 1 TONE SQL FREQ 


| 2°'DCS CODE 


3 AUTO DIALER 


6 Touch [2 DCS CODE] SIGNALING 
The characters of the set value will turn green in pened caste ae 
color. [-2"'bes cone 
3 AUTO re) 


SIGNALING 


1 TONE SQL FREQ 


| 2°'DCS CODE 


3 AUTO DIALER 


7 Press [&#] for one second or longer 


The DCS code will be set and the display will return to the previous screen. 
aie} §=The display can also be returned to the previous screen by touching [BACK] twice. 


| Using DCS 


1 Press 


The function menu will be displayed. 


2 Touch [SQL] to display “D-TRX” 00 TOKYO 
* When [SQL] is not displayed in the menu, use [BACK] 4 860 


or [FWD] to change the menu. 

* The squelch type changes in the following sequence 
each time it is touched. Q D 
“NOISE” “T-TX” “T-TRX” “T-REV” “D-TRX” “PRGM” <1) 
“PAGER” “D-TX”* “TT/DR”™ “DT/TR”™* : 
*These squelch types will be displayed when 

[SIGNALING] — [8 SQL EXPANSION] is set to “ON” 
in the set-up menu. 


The squelch will open only when the set DCS code is 50 —FORVD y 
received. q 860 


Tip 


| A bell can be rung (beep) when signals containing the same DCS code are received (t&P.110). 
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Communicating with Specified Partner Stations 


Using the pager function 


Use this function to call specified stations only by using a pager code that combines two 
CTCSS tones. 


Caution 
The pager function does not work in the digital mode. Use the 


Ij Setting the receive station code 


1 


2 


kh 
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Press for one second or longer 
The set-up menu will be displayed. 
Touch [SIGNALING] 

The menu list will be displayed. 


Turn “A, or touch the screen to select [5 PAGER CODE] 


Touch [5 PAGER CODE] 
The code setting screen will be displayed. 


Touch [RX CODE 1] twice 


The characters of the set value will turn orange in 
color. 


Turn A to select the code 


Select the first code from 01 to 50. 
Factory default value: 05 


Touch [RX CODE 1] 
The characters of the set value will turn green in 
color. 


key when beginning operations to 


switch the communications to the auto-mode select function (AMS) or analog mode. 


SETUP MENU 
DISPLAY TX/RX 


MEMORY 
IGNALING | SCAN 
CONFIG DATA 


SD CARD 


] RESET/ 
CLONE. 


OPTION: 


CALLSIGN 


SIGNALING 
Par DTMF MEMORY 
[5 PAGER CODE 

6 PRG REV TONE 
| 7 BELL RINGER 


SIGNALING 


[ 5 | PAGER cove | 


[Rx cove 2 


[tx CODE 2 


SIGNALING 


[ 5 | PAGER cove 


[Rx cove 1 


RX CODE 2 
TX CODE 2 


[rx CODE 1 


SIGNALING 
[ 5 | PAGER cove | 
R Wis | (axvcove' 


[rx CODE 2 


Communicating with Specified Partner 


SIGNALING 


| 5 | PAGER CODE 
[rx cone 4 RX CODE 2 


[rx CODE 1 [1x CODE 2 
8 Touch [RX CODE 2] twice SIGNALING 
The characters of the set value will turn orange in [5 |PaGeR cove 


color. [Rx cove 1 [rx CODE 2 


TX CODE 1 [rx CODE 2 


9 Turn GA to select the code SIGNALING 


Select the second code from 01 to 50. [ 5|Pacer coe =i 
Factory default value: 47 RX CODE 1 [Rx CODE 2 
[tx CODE 1 [rx CODE 2 


10 Touch [RX CODE 2] SIGNALING 


The characters of the set value will turn green in 5 | PAGER CODE 
color. RX CODE 1 [Rx cove 2 


[1x CODE 1 [rx CODE 2 


SIGNALING 


| 5 | PAGER CODE 


[rx CODE 1 [Rx CODE 2 


[Tx cove 1 [Tx coe 2 


11 Press [2] for one second or longer 


Your own station code will be set and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


Tips 


« The two codes “05 47” and “47 05” will be recognized as the same code even if the order is 
different. 


* Three or more stations with the same code can be set (group code) to call all group members at the 
same time. 
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Communicating with Specified Partner Stations 


J Activating the pager function 


1 Press 
The function menu will be displayed. 


2 Touch [SQL] to display “PAGER” 00 TOKYO ; 
* When [SQL] is not displayed in the menu, use [BACK] wu 4 860 


or [FWD] to change the menu. 

* The squelch type changes in the following sequence 
each time it is touched. . D 
“NOISE” “T-TX” “T-TRX” “T-REV” “D-TRX” “PRGM” <) 
“PAGER” “D-TX” “TT/DR”™ “DT/TR™ : 
*These squelch types will be displayed when 

[SIGNALING] — [8 SQL EXPANSION] is set to “ON” 
in the set-up menu. 


The operating band will standby to receive in the xO Tree A 
pager mode. d 560 


| Recalling a specified station 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 
The menu list will be displayed. DS A nl anennaieed MENOnLL 


IGNALING | SCAN 


CONFIG DATA 
SD CARD OPTION 


| RESET/— cALLSIGN 


Turn A, or touch the screen to select [5 PAGER CODE] 
Touch [5 PAGER CODE] SIGNALING 


The code setting screen will be displayed. = eos seis 
5 PAGER CODE 


hk 


6 'PRG REV TONE 


| 7 BELL RINGER 
] 
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Communicating with Specified Partner Stations 


5 Touch [TX CODE 1] twice 
The characters of the set value will turn orange in 
color. 


6 Turn «A to select the code 


Select the first code from 01 to 50. 
Factory default value: 05 


7 Touch [TX CODE 1] 
The characters of the set value will turn green in 
color. 


8 Touch [TX CODE 2] twice 
The characters of the set value will turn orange in 
color. 


9 Turn “GA to select the code 


Select the second code from 01 to 50. 
Factory default value: 47 


10 Touch [TX CODE 2] 


The characters of the set value will turn green in 
color. 


11 Press 8) for one second or longer 


SIGNALING 


| 5 | PAGER CODE 
[Rx cove 1 RX CODE 2 


[rx CODE 2 


TX CODE 2 


TX CODE 1 [1x CODE 2 


TX CODE 1 [tx CODE'2 


TX CODE 1 [tx CODE 2 


TX CODE 1 [Tx CODE 2 c 


TX CODE 1 [tx CODE 2 


The partner station code will be set and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


12 Activate the pager function 
13 Press the microphone [PTT] 
The partner station will be called. 
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Communicating with Specified Partner Stations 


Notification of an incoming call from a partner station using the bell 


When communicating using the tone squelch, DCS or pager, a bell (beep) can be 
sounded to provide notification that a signal has been received from a partner station. 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 


The menu list will be displayed. OSE ANBAR SN 
IGNALING | SCAN 
CONFIG DATA 


SD CARD OPTION 


| RESET/¢— caLusian 


CLONE. 


3 Touch [7 BELL RINGER] to select the length of the SIGNALING 
bell ring [ 4 DTMF MEMORY 
The bell ring changes as follows each time it is nial pepe) we 
touched. | 6 PRG REV TONE 


“OFF” “1 time” “3 times” “5 times” “8 times” sc iat 
“CONTINUOUS” w 
Factory default value: OFF 


4 Press (2%) for one second or longer 


The bell ring will be set and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


Other squelch functions 


@ Reverse tone 

Touch [SQL] in the function menu to display “T-REV”. 

This is a communication method whereby a tone signal is sent out when there is no 
sound. When there is a sound, the tone signal will disappear. 


@ User Programmed Reverse CTCSS Decoder 

Touch [SQL] in the function menu to display “PRGM”. 

The user programmable Reverse CTCSS Decoder will mute your FTM-400DR/DE 
receiver when it receives a signal containing a CTCSS tone matching your programmed 
tone. The tone signal frequency can be set at 100 Hz intervals between 300 Hz and 
3000 Hz using [SIGNALING] — [6 PRG REV TONE] in the set-up menu. 
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Communicating with Specified Partner Stations 


@DCS transmission 

Touch [SQL] in the function menu to display “D-TX”. 

The radio sends out the DCS code during transmit. 

This can be used only when [SIGNALING] — [8 SQL EXPANSION] is set to “ON” in the 
set-up menu. 


@ Tone transmission / DCS reception 

Touch [SQL] in the function menu to display “TT/DR”. 

The radio sends out a tone signal during transmit and goes into receive standby for the 
previously set DCS codes. 

This can be used only when [SIGNALING] — [8 SQL EXPANSION] is set to “ON” in the 
set-up menu. 


@DCS transmission / tone reception 

Touch [SQL] in the function menu to display “DT/TR’. 

The radio sends out the DCS code during transmit and goes into receive standby for the 
previously set squelch tone. 

This can be used only when [SIGNALING] — [8 SQL EXPANSION] is set to “ON” in the 
set-up menu. 
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Using the DTMF Function 


The DTMF (Dual Tone Multi Frequencies) is a “peepoppa” sound heard from a 
telephone receiver when a call is made on a push phone line. This radio can send out 
the DTMF code by using the microphone keys or recalling a memory. 

A DTMF code with a maximum of 16 digits can be registered in up to 9 channels in the 
memory. It is convenient to register beforehand telephone numbers that are used for 
connecting to a public line from a phone patch. 


Tip 


The DTMF code is issued based on a combination of the following frequencies. 


|_| 1209 Hz | 1336 Hz 1633 Hz 
P77oHz | 4 | 5 | 6 | Bf 


Ea 
g4iHz | * | o | # | OD | 


i Registering the DTMF code 


1 Press 28) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP. MENU 
The menu list will be displayed. OS al lanes SOL 


IGNALING | SCAN 


CONFIG DATA 
SD CARD OPTION 


| RESET/"— CALLSIGN 


3 Turn GA, or touch the screen to select [4 DTMF MEMORY] 
4 Touch [4 DTMF MEMORY] SIGNALING 
The DTMF memory screen will be displayed. octets “coe WW 
5 ‘PAGER CODE 
6. PRG REV TONE 
[7 BELL RINGER 
SS 
5 Turn A or touch the screen to select the channel to SIGNALING 


be registered [ 4 | DTMF Memory 


6 Touch the selected channel 


[4 
The character input screen will be displayed. | si ." 
6 
| ] 
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Using the DTMF Function 


7 


Touch the character keys to input the DTMF code ne 


The DTMF code can also be input using the character 
keys on the microphone. 


Touch [ENT] 


The DTMF code will be set. 


aie} ~=Repeat Steps 5 to 8 when registering additional numbers 
in the other channels.. 


Press [8%] for one second or longer 


The DTMF code will be set and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


§j Transmitting the registered DTMF code 


1 


2 


kh © 


Press |ss] for one second or longer 
The set-up menu will be displayed. 
Touch [SIGNALING] SETUP. MENU 


The menu list will be displayed. DUST A AE SSR 


IGNALING) SCAN 


CONFIG DATA 


CARD OPTION 


ESET/- 
CLONE CALLSIGN 


Turn “@A, or touch the screen to select [3 AUTO DIALER] 
Touch [3 AUTO DIALER] to select “ON” SIGNALING 


The auto dialer will switch between “ON” and “OFF” oye wate aes 
each time it is touched. 2 ‘DCS CODE 


Press [8] for one second or longer 


The display will return to the previous screen. 


aie} §=The display can also be returned to the previous screen 
by touching [BACK] twice. 


Press 

The function menu will be displayed. 

Touch [DTMF] 00 TO 

The character will turn orange in color. — 560 


aie} §=\When [DTMF] is not displayed in the menu, use [BACK] 
or [FWD] to switch the menu. 


| 3'AUTO DIALER 
4° 'DTMF MEMORY ") 
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Using the DTMF Function 


8 Turn <A to select the DTMF code 00° TOKYO A 
9 Press the microphone [PTT] sua 860 


The DTMF code will be sent out automatically. 


10 Release the microphone [PTT] 
The transmission will continue until the DTMF signal is sent out. 


J Sending out the DTMF code manually 


1 Press and hold down the microphone [PTT] and press [0] to [9], [**], [#], [A] to [D] 
2 Release the microphone [PTT] 
The transmission will continue until the DTMF signal is sent out. 
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Using the Timer Function 


Using the stopwatch function 


This radio is equipped with a lap timer and countdown timer. These can be used by 
switching to the timer / clock screen. 


fj Displaying the timer / clock screen 


1 


2 


Eo 


The set-up menu will be displayed. 
Touch [DISPLAY] 
The menu list will be displayed. 


SETUP MENU 
DISPLAY X/RX MEMORY 


SIGNALIN ‘AN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


( | RESET/ 


CLONE CALLSIGN 


Turn “@A, or touch the screen to select [1 DISPLAY SELECT] 


Touch [1 DISPLAY SELECT] 


The screen for setting the various screens on or off 
will be displayed. 


Touch [TIMER/CLOCK] to select “ON” 


Each time this is touched, the setting will switch 
between “OFF” and “ON”. 

Press [85] for one second or longer 

The display will return to the previous screen. 


aie} §=The display can also be returned to the previous screen 
by touching [BACK] twice. 


The timer/clock screen will be displayed. 

The screen will change in the following sequence each 
time is pressed when both the altitude display screen 
and GPS screen are “ON”. 

Normal frequency display - Compass/Lat&Lon display 
screen — Altitude display screen — Timer/Clock screen 
— GPS screen 


DISPLAY 


1 'DISPLAY SELECT 
2 ‘TARGET co ND 


3 'BACKGROUND COLOR ORANGE 


4° 'BAND SCOPE 
{ 


DISPLAY 


1 | DISPLAY SELECT | 


ALTITUDE [TIWER/cLoe 


GPS INFO 


VFO 145.600 
FH 


ste 


10:09 


lemope=| 2013 
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Using the Timer Function 


J Using the lap timer 


1 Display the timer / clock screen 
2 Touch [MODE] 
The lap timer will be displayed. 


3 Touch [START] 
The timer will start. 


4 Touch [LAP] 


The lap time will be saved in the memory each time it 
is touched. 
Up to 99 lap times can be saved in the memory. 


5 Touch [STOP] 
The timer will stop. 


The lap times and split times will be erased when 
[RESET] is touched. 
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VFO 145.600 


VFO 145.600 Ei 
) FW 


& TIMER RECHE 


i- 00:0 0' 0 0 


CURRENT 00:00'°00" 


(Move SSTART! RESET! 


VFO 145.600 a 


FA 


& TIMER EERE 


iw-0 00:00 00° 


pel 00:00 ‘0 37 


Mode! srop— | 


VFO 145.600 Ei 


FM 
& TIMER (REGAL 


=500:03 21" 
CURRENT ) ) 0 0°0 3 


| MopE | espops! Lap! 


VFO 145.600 9 
@ 900 _ ~=2433.860 FH 
# TIMER (RECA 


inet 00:02 59° 
(SPLIT 00: 1 3 5 hy 


'_mope | START! RESET | 


Using the Timer Function 


The lap time measured in the past will be displayed VFO 145.600 * 
when [RECALL] is touched. When there are multiple eed 


@ TIMER FECAL 
lap times, touch [A] or [WV] to switch between the lap RECALL 00:02’ 5 ow 


times. EAREGS 


6 Touch &] briefly twice 
The display will return to the previous screen. 
* Touch [RECALL] when the previous lap times are being displayed and then turn twice. 
* The screen will change in the following sequence each time [85] is pressed when both the 
altitude display screen and GPS screen are “ON”. 


Normal frequency display — Compass/Lat&Lon display screen — Altitude display screen > 
Timer/Clock screen — GPS screen 


J Using the countdown timer 


1 Display the timer / clock screen 
2 Touch [MODE] twice VFO 145.600 ii 
The countdown timer will be displayed. = 


vie 


“NZ 


3 Touch [SETUP] VFO 145.600 ij 2% | 
The “Hour” of the start time will blink. ‘© COUNT DOWN TIMER 

4 Turn &&A to set the hour 90:15°00" 
* The hour can be set between 00 and 99. 00:15 00° | hy 00° 


* The time can also be set by touching [+] or [-]. 


!Mope-| (START! | eeeer 


5 Touch [SETUP] VFO 145.600 ii # 
The “Hour” will be set, and “Minute” will blink. 


6 Turn GA to set the minute 
aie} = The time can also be set by touching [+] or [-]. 


VA 
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Using the Timer Function 


7 Touch [SETUP] VFO 145.600 iii ’ 
The “Minute” will be set and the set time will be 
displayed in the counter. 


8 Touch [START] VFO 145.600 
The countdown timer will start. 


(ETWF 
Th 


01:00 00 


move | @START! Reset! 


When the set time has passed, a beep will sound VFO 145.600 
and the time will be displayed as “00:00’00” in green a 
characters. 00" --- 0 SEMF 


Touch [STOP] to pause the timer in between. 
Touch [START] to restart the countdown and touch 


[RESET] to measure from the start again. ‘<mope~! (START! ‘RESET’ 


9 Press 28) briefly twice 
The display will return to the previous screen. 
aie} §=The screen will change in the following sequence each time is pressed when both the 
altitude display screen and GPS screen are “ON”. 
Normal frequency display + Compass/Lat&Lon display screen — Altitude display screen > 
Timer/Clock screen — GPS screen 
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Using the Timer Function 


Using the APO function 


When the APO (Automatic Power-off) function is set to ON, the power supply to the 
radio will be automatically switched off when there has been no operation for a preset 
period of time. A notification beep will sound one minute before the power is turned off. 
This helps to prevent the battery from being used up when you forget to switch the radio 
off when connected to a car battery. 


1 


2 


Sd 


ou 


Press |&ss] for one second or longer 
The set-up menu will be displayed. 
Touch [CONFIG] 

The menu list will be displayed. 


Turn oA, or touch the screen to select [13 APO] 
Touch [13 APO] 

The screen for selecting “ON”, “OFF” and the time 
until the power is turned off after operations will be 
displayed. 


Touch [ON] 

Touch [+] or [-] to select the time until the power 
supply is switched off 

The time will change by one step each time it is 
touched. The time step can be selected from the 
following 14 steps. 

“O.5hour” “1.0hour” “1.5hour” “2.0hour” “3.0hour” 
“A.Ohour” “5.0hour” “6.0hour” “7.Ohour’” “8.0hour” 
“9.O0hour” “10.0hour” “11.0hour” “12.0hour” 
Press [83] twice briefly 


SETUP MENU 
DISPLAY TX/RX MEMORY 


SIGNALING) SCAN 


WIRES CONFIG DATA 
APRS sD cin 


[ | RESET/ 
CLONE CALLSIGN 


CONFIG 
11°'RX COVERAGE 


12° 'UNIT 


[13 APO 
14 TOT 


CONFIG 


| 13 | apo 


The APO function will be switched on and the display will return to the previous 


screen. 


aie} §=The display can also be returned to the previous screen by touching [BACK] twice. 
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Using the Timer Function 


Using the TOT function 


When the TOT (Timeout Timer) function is switched on, the radio will automatically return 
to the reception mode after a prescribed time has passed in the transmission mode. A 
notification beep will sound about 10 seconds before the radio returns to the reception 
mode%. This can help to prevent unintended radio waves from being sent out by mistake 
and the battery from being used up. 

* Beep sound does not function in the digital mode. 


1 Press @§) for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] SETUP MENU 


The menu list will be displayed. DIE RIALS IE TN 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD cat Dron 
if | RESET/ 

CLONE CALLSIGN, 


3 Turn @A, or touch the screen to select [14 TOT] 

4 Touch [14 TOT] CONFIG 
The characters of the set value will turn orange in [1K pscnasiat 
color. (2 unit 


fas" APO 


| 14 TOT 
if 


if | 

a 
if | 

7 Press (] twice briefly 


The TOT function will be switched on and the display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


5 Turn &A to select the time 
The time will change in the following sequence. 
“OFF” “1 min” “3 min” “5 min” “10 min” “15 min” 
“20 min” “30 min” 
6 Touch [14 TOT] 
The characters of the set value will turn green in color. 
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Changing the Touch Key Function 


Frequently used functions in the function menu can be assigned to the touch keys at the 


bottom of the screen. 


Example: Changing [MUTE] to [SCAN] 


1 Touch [MUTE] for 4 or more seconds 
A list of the function keys will be displayed. 


iil = The list of function keys can be scrolled by turning A. 


2 Touch [SCAN] 
The touch key [MUTE] will change to [SCAN]. 


3 Touch the touch key [SCAN] 
The display will return to the previous screen. 


[MUTE] will become operable in the function menu 
displayed when is pressed. 


Tip 


a 5 OQ 


~~ 
U0 
e 
© 


LOG 


See eS TST 
Tx PWR DTMF MSG 


level gave! (TITEFal ‘score! 


SKIP/SEL HOME 


Sere Ss LIST 
Tx PWR DTMF MSG 


level gqu- ERIM ‘score! 


The assignment of functions to the other touch keys can also be changed using Step 2. After the 
touch key display is changed, touch another touch key first before touching the function key. To return 
to the previous screen, touch the key whose assignment was changed last (displayed in orange 


color). 
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Sending and Receiving Messages and Pictures 


When operating in the digital mode, messages (text) and pictures can be sent and 
received. 
Messages and pictures sent or received will be saved in the common list in the memory. 


Cautions 

@ When sending or receiving messages and pictures, use the [&] key before beginning to switch the 
communications to the AMS (auto mode select function) or the digital mode. 

@ The operation of the radio will automatically switch to the digital mode on Band A when sending 
messages and pictures. 

@ When the list of the data is displayed by touching [LOG] while operating on Band B, the operating 
band will switch to Band A when returning to the frequency display screen. 

@ Set up the micro-SD card in the radio when downloading pictures. Refer to “Setting the micro-SD 
card” (t&P.33) for details. 


Tip 
The following are the three types of digital modes available. Refer to “Switching the communication 
mode” (Page 45) for details. 

« V/D mode (simultaneous voice / data communication mode) 
* Voice FR mode (voice full-rate mode) 
* Data FR mode (high speed data communication mode) 


i Viewing messages and pictures 


The data sent or received can be viewed in the list. The contents of the data sent or 
received can be verified by selecting it from the list. 


1 Press (&) 
The function menu will be displayed. 


2 Touch [LOG] 5 Nl 
iia) §=When [LOG] is not displayed in the function menu, touch 4 500 
[BACK] or [FWD] to switch the menu. 


The list of data will be displayed. 


3 Turn -A or touch the screen to select the data that LALO8 
JQ1TYBGTARO 19:02 
you want to check over 17:52 
+ A list of the messages is displayed when the touch key 2013/06/24°16 : 34 16:34 


is 2. This will be changed to a list of pictures when the 
screen is touched and changed to [m. 


* Newly downloaded data will appear at the top of the list. 
* Touch _¥ to display the end of the list. 
* Touch [TOP] to display the top of the list. 
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Sending and Receiving Messages and Pictures 


4 Touch the selected data 


The contents of the data will be displayed. 

«A picture with a resolution of 320 * 240 pixels will be 
displayed in full screen when touched. After 10 seconds 
or when the picture is touched again, it will return to the 
original display. 

* Touch [EDIT] at the top right of the picture to edit the 
tag (image name). 


= JQ1YBGTARO} 
ORWARD! 'REPLY! 


Tip 


in the micro-SD card will also be displayed in the list. 


Pictures taken using the optional camera attached to the speaker microphone MH-85A11U and saved 


| Sorting the messages and pictures 


Data that is no longer needed can be deleted from the memory and micro-SD card. 
@ Deleting data using the content display screen 

1 Display the data content that you would like to delete 

2 Touch [DEL] JA1ZRL-001 


A screen to confirm whether or not to delete the data Thank you! 
will be displayed. 


| 'Forwano! | } 


3 Touch [OK?] 
The deletion will start. 


When the deletion is completed, the screen will 
return to the list of data. 


The list of data will move up one at a time. 
aii} §=9Touch [CANCEL] to stop the deletion. 


DELETE 


Cancel 


123 


suonoun JUsIUsAUOD 


suonoun JUusIusAUOD 


Sending and Receiving Messages and Pictures 


@ Erasing from the list 


1 Turn A or touch the screen to select the data that you want to delete 
2 Touch [DEL] _ 


A screen to confirm whether or not to delete the data JA1ZRL-001 
will be displayed. ) Brau: JO1YBF-123 


JQ1YBGTARO 


3 Touch [OK?] 
The deletion will start. 
When the deletion is completed, the screen will 
return to the list of data. 


The list of data will move up one at a time. 
aie} §=9Touch [CANCEL] to stop the deletion. 


Downloading messages and images 


When messages or pictures are sent in the digital mode at the frequency currently in 
operation, the contents will be displayed for a certain period of time. Messages will also 
be downloaded to the memory of this radio or the micro-SD card set up in the radio. 


When receiving messages When receiving pictures 


Backs) (Spee! FonmRe REPLY feneks) pee" Forvare! ‘REPEY! 


Tips 
« When receiving picture data, the call sign of the sender and an estimation of the time remaining for 
the data reception to be completed will be displayed after “>”. 
* The message “Not Completed” will be displayed if downloading of the message is unsuccessful 
because the format is not supported or for other reasons. 
* The message “Insufficient SD’s Memory” will be displayed when the picture cannot be downloaded 
due to insufficient memory space in the micro-SD card. 
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Sending messages and pictures 


Messages and pictures can be sent from this radio when operating in the digital mode. 


Data sent will be received by all stations operating at the same frequency in the digital 


mode. 

The following are the four types of data transmission methods. 
(1) Create and send a new message 

(2) Send a saved picture 

(3) Replies to a downloaded message or picture 

(4) Forwards the downloaded message or picture 


| Creating and sending a message 


1 Press 
The function menu will be displayed. 


2 Touch [LOG] 
aie} §=When [LOG] is not displayed in the function menu, touch 
[BACK] or [FWD] to switch the menu. 


The list of data will be displayed. 


3 Turn A or touch the screen to select [NEW] 

4 Touch [NEW] 
Ascreen to confirm the message contents will be 
displayed. 


5 Touch [Ez 
The character input screen will be displayed. 


6 Touch the character keys to input the message 
The touched characters will be displayed at the top of 
the screen. 
* Up to 80 characters can be entered. 


* Alphabet, numeric and symbol characters can be 
entered. 


NEW 
oy 
JQVYBF-123 


JQ1YBGTARO 


WE Ta Mal ul 


— AS DF. GH J KL 


Cars ZX C V\B.N M 


i PP ee eee 
13 I | Space Il ENT 
Ss 
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7 Touch [ENT] 


126 


The entered characters will be set and the display 
will return to the screen for confirming the message 
contents. 


Touch [SEND] 

Message transmission will start and the icon on the 
left side of the address will blink. The sending and 
receiving indicator at the top left of the screen will 
also change to red. 

“Completed” will be displayed when the message 
is completed. The display will then return to the 
message list screen. The tag of the sent message 
will be added to the top of the list. 


QWERTY U 1,0 P 


mye DF GH J KL 


a is i as a es Ls 
Cas Z|X _C | V\B NM €@ 
——— EES eee eee eee 


123 I Space Il EN 
#% _ _____.______ a. 


Yaesu Touring 10 
713 09:00 2Days|: 


Yaesu Touring 10 
713 09:00 2Days 


Save 
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@ Using standard message 
The following 19 standard text messages have been entered in the radio previously, to 
save on time and effort for inputting the text. 


1 


2 


oo 


1_| QRM 11_| Good night 

2 | QRP 12 | Send messages 
3 | QRT 13 | Send pictures 

4 | QRX 14 | on my way 

5 | QRZ 15 | wait for you 

6 | QSY 16 | Pick me up 

7_| Good morning 17 | Thank you 

8 | Good job 18 | OK 

9 | Good day 19 | urgent 

10 


Good evening 


Follow Steps 1 to 4 on “Creating and sending messages” (tP.125) to display the 
screen for creating new message contents. 


Touch [EZ] 
The standard message field will be displayed under 


the message. 


aie} §=A maximum of 80 characters can be registered in “01:” to 
“10:” (c&P.128). 


Turn GA to display the standard message that you want to use 
Press A 

The standard message will be displayed as the 
message text. 


aii} ~=The message text can also be displayed by touching the 
standard message displayed. 


er 
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5 Touch [=] 
The standard message field under the message will 
disappear. 


Good evening 


{ i (SAVE) (85 (gen! 


6 Follow Steps 5 to 7 in “Creating and sending messages” (ssP.125) to enter the text 
when adding text. 


@ Registering standard messages 

Up to 10 texts containing a maximum of 80 characters each can be registered as 
standard messages. 

Registered text can be selected and used just like the 19 standard text messages that 
have been prepared beforehand. 


1 Follow Steps 1 to 7 on “Creating and sending messages” (s=P.125) to display the 
screen for confirming the message contents. 
aie §=Alphabet, numeric and symbol characters can be entered. 
2 Touch [SAVE TEXT] 
The standard message field will be displayed under 
the message. 


Good even 


lel 


3 Turn A to display the number that you want to 
register 
Either one of “01” to “10” is selectable. 
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4 Press GA 
The text will be saved as a standard text, and the 


standard message field will disappear. 
* Text can also be registered by touching the registration 
number displayed. 02:Take a break 
* When registering a text message under a number that | | | I 
already contains a standard message, the previous 
standard message will be overwritten. 
* Touch [SAVE TEXT] when canceling the registration. 


J Sending saved pictures 


Pictures taken using the optional camera attached to the speaker microphone MH- 
85A11U can be sent. 


Tip 


Refer to “Taking pictures with the optional camera attached to the speaker microphone” (s=P.140) on 
how to take pictures with the optional camera attached to the speaker microphone MH-85A11U. 


1 Press [ca] 
The function menu will be displayed. 

2 Touch [LOG] ; ; 
if} §=When [LOG] is not displayed in the function menu, touch 4 5 OO 


[BACK] or [FWD] to switch the menu. 
The list of data will be displayed. 


3 Turn A or touch the screen to select the picture that you want to send 


+ A list of the messages is displayed when the touch key is E. This will be changed to a list of 
pictures when the screen is touched and changed to [tai). 


+ Pictures with an fGIGd icon displayed to the left of the tag have been taken with the camera 
attached to the speaker microphone. 


4 Touch the selected picture ROITEGTIRG Fa 


The details and image will be displayed. JQ1YBGTARO 17:52 


wn" 19:02 19:02 
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5 


Tips 


Touch [FORWARD] a 
Transmission of the picture will start and the icon on 
the left side of the address will blink. The sending 
and receiving indicator at the top left of the screen 
will also change to red. 

“Completed” will be displayed when sending of the 
picture is completed and the display will then return 
to the picture list screen. The tag of the transmitted 


picture will be added to the top of the list. TOT GS 74 As. O om 


encK! pee! rover! ‘REPEY! 


¢ Transmission of a picture will be stopped when [PTT] of the microphone is pressed during 
transmission (it may take a certain period of time until the transmission stops). 

« When sending a picture, the communication mode will automatically switch to the VW mode (high 
speed data communication mode). At the end of the transmission, the mode will automatically revert 
to the DN mode of the AMS. 


Replying to a message or picture 


Return messages can be sent in reply to messages and pictures received. 


1 


2 


o 
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Press 
The function menu will be displayed. 


Touch [LOG] 


When [LOG] is not displayed in the function menu, touch 
[BACK] or [FWD] to switch the menu. 


The list of data will be displayed. 


HOME LOG 
leyzuel san! imu Cope! 


Turn “A, or touch the screen to select the message or picture that you want to reply 
iii} §~A list of the messages is displayed when the touch key is [). This will be changed to a list of 
pictures when the screen is touched and changed to [mi]. 


Sending and Receiving Messages and Pictures 


4 


Touch the selected message or picture 
The contents of the data will be displayed. 


Touch [REPLY] 

The reply message screen will be displayed. 

The call sign of the calling station will be displayed in 
the address. 

The first 16 characters of the message received will 


be automatically inserted after “Re:”. 


When replying to a picture, the first 16 characters of the 
tag (display name) will be inserted after “Re:”. 


Touch [Z== 
The character input screen will be displayed. 


Touch a character key to input the message 


The touched character will be displayed at the top of 
the screen. 
aii} = The first 16 characters can also be edited. 


Touch [ENT] 


The entered characters will be set and the display 
will return to the reply message screen. 


JA1ZRL-001 


JQ1YBF-12 
JQ1YBGTAR 


JQ1YBF-123 
"epee! 'rorwaro! 'R 


12) JQIYBF-123 
Re:Good! 


Awe rt yuo 


-— ASDF GH J KL 


Cas ZX C V BN M €@ 


acca ce La MS A cc 
123 I | Space | >! ENT 
La —— 


ower ty ut oP 


- A SDF G@GHJ KL 
(dal es oe! 


Cas Z X\C VB N\M €3 
—lT 


123 l@ | Space , >I EN 
ih __ _____ 
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8 Touch [SEND] 
Message transmission will start and the icon on the 
left side of the address will blink. The sending and 
receiving indicator at the top left of the screen will 
also change to red. 
“Completed” will be displayed when sending of the 
message is completed and the display will then 
return to the message list screen. The tag of the sent 
message will be added to the top of the list. 


| Forwarding messages and pictures 


Downloaded messages and pictures can be forwarded. 


1 Press 
The function menu will be displayed. 


2 Touch [LOG] ; 


ia) §=When [LOG] is not displayed in the function menu, touch 4 500 
[BACK] or [FWD] to switch the menu. 


The list of data will be displayed. 


3 Turn GA, or touch the screen to select the message or picture that you want to 
forward 


iif] ~=A list of the messages is displayed when the touch key is [}. This will change to a list of 
pictures when the screen is touched and changed to [imi]. 


4 Touch the selected message or picture ems — 
The contents of the data will be displayed. ver 17:52 
LO} 2013/06/2 6:34 16:34 


pee! top! lay II =z | 
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5 Touch [FORWARD] 


Transmission of the data will start and the icon on the 
left side of the address will blink. The sending and 
receiving indicator at the top left of the screen will 
also change to red. 


“Completed” will be displayed when sending of the 

data is completed and the display will then return to 

the data list screen. The tag of the transmitted data 
will be added to the top of the list. 

+ When forwarding a message, touch [OK?] when the 
screen for confirming the address appears before the 
message is sent. 

* Pictures can be forwarded by pressing the [D-TX] of 
the speaker microphone with camera. 


‘eneKs) pec! 'rorvany! REPEY! 


Tips 
¢ Transmission of a picture will be stopped when [PTT] of the microphone is pressed during 
transmission (it may take a certain period of time until the transmission stops). 
* When sending a picture, the communication mode will automatically switch to the VW mode (high 
speed data communication mode). At the end of the transmission, the mode will automatically revert 
to the DN mode of the AMS. 
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Functions to be Used when Necessary 


Using the Bluetooth Headset 


The optional Bluetooth unit “BU-2” and headset BH-2A are available for wireless 
headset operation. 

Hands-free communication is also possible when the VOX (Voice Operated Xmit) 
function is used. 


Tip 


| Other Bluetooth headsets can also be used but not all the functions are guaranteed to work normally. 


Mounting the Bluetooth unit “BU-2” 


@ Tools and parts needed 
¢ Bluetooth unit “BU-2” (optional) 
* Phillips screw driver #1 


@ Mounting procedure 


Cautions 
@ Avoid touching the IC components with your hands as the semiconductors may be damaged by 
static electricity. 


@ Note that labor charges to install optional items may be separately charged. 


1 
2 
3 


Switch the radio OFF 

Switch off the external power supply 
Unplug the control cable, microphone and DC power supply cable from the main 
body 

4 Remove the eight screws from the main body, four 
on top and two each at the sides 
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5 Carefully lift up the front side of the main body top 
cover 
Do not lift up the top cover quickly by force. This 
may damage the damage cables between the 
speaker and main board. 


6 Unplug the speaker cables extending from the top 
cover to the connector on the board inside the main 
body first before removing the cover 


Hold the connector when unplugging the cable 
avoid pulling the cable itself. 


s~J 


Remove the two screws in the front of the main body 
Lift the front hook in the center at the top first before 
removing the front cover 


foe) 


9 Refer to the figure on the right to mount the BU-2 


Check the direction of the connector and plug the ° 7 Q 
BU-2 in all the way to the back. eS? Connector 
~e  ° ef for BU-2 
|. .@ 
ea: 
ec 
mo 
ma Me) g 
BS O 
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10 Attach the main body front cover and secure using the two screws 

11 Plug in the speaker cables extending from the main body top cover to the original 
socket on the board 

12 Attach the main body top cover and replace all eight screws 
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Setting the Bluetooth headset operation 


Set the Bluetooth parameters for your preferences in accordance with the following 

wireless headset operating methods: 

* Listening to the audio using the headset only, or allowing the audio to be heard from 
both the headset and the radio speaker 

* Conserving the headset battery power 

¢ Using the [PTT] to switch between transmitting and receiving, or switching 
automatically using voice 

* Switching transmit and receive automatically even with low level sounds 
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1 Turn the FTM-400DR/DE on 
2 Press for one second or longer 
The set-up menu will be displayed. 
3 Touch [OPTION] SETUP. MENU 
DISPLAY TX/RX MEMORY 
SIGNALING) SCAN 
WIRES CONFIG DATA 
APRS SD CARD OPTION 
(pues) RESET“. carisicil 
4 Select and touch [2 Bluetooth] OPTION 
aie} §=This symbol is not available when BU-2 is not mounted "4 USB CAMERA 
to the radio. =. > 
The screen for the settings will be displayed. 3 VOICE ww 
5 Touch [AUDIO] OPTION 
The setting switches between “AUTO” and “FIX” j 224) Bluetooth 
each time it is touched. (nub! [barrery 
“AUTO”: When a Bluetooth headset is connected, vox 
the sound from the radio speaker will be 
muted and sound will only be heard from | 
the headset. 
“FIX”: Sound can be heard from both the Bluetooth 
headset and the radio speaker. 
6 Touch [BATTERY] OPTION 
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The setting will switch between “NORMAL” and 
“SAVE” each time it is touched. 
“NORMAL”: The Bluetooth headset battery save 
function will be switched off. 
“SAVE”: The Bluetooth headset battery save function 
will be switched on. 


| 2 |Bluetooth 


[auto [earTegy 
|vox } 
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7 Touch [VOX] OPTION 
The setting will switch between “OFF” and “ON” each | 2 | Bluetooth | 
time it is touched. ‘uot URTTERT 
“OFF”: Switch the transmission and reception using vox 
[PTT]. a 
“ON”: Switch the transmission and reception using | 
voice. 
When VOX is set to ON, [GAIN] is displayed. 
8 Touch [GAIN] OPTION 
The setting switches between “HIGH” and “LOW” [2] Bluetooth } 
each time it is touched. ‘AUDIO ‘BATTERY 
“HIGH”: The Bluetooth headset VOX sensitivity will earn 
become higher and more responsive to low 
level. 


“LOW”: The Bluetooth headset’s VOX sensitivity will 
become lower and less responsive to low 
sounds. 
9 Press for one second or longer 
The Bluetooth headset operation will be set and the display will return to the 
previous screen. 
Factory default value: AUDIO: AUTO 
BATTERY: NORMAL 
VOX: OFF 
GAIN: HIGH 


Identifying the Bluetooth headset 


An individual identification code known as a “PIN code” is assigned to Bluetooth devices 


such as a headset. The PIN code allows mutual identification with paired devices to be 
carried out and recorded when initially when using a Bluetooth terminal device. This 

is known as “pairing”. Through pairing, interference and improper interception can be 
prevented. 

Pairing is also carried out initially wnen communicating wirelessly with this radio using a 
Bluetooth headset. 
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Tip 
The PIN code for the Yaesu Bluetooth headset “BH-2A” is 6111. Check the PIN code in the operating 
manual of the product when using Bluetooth headsets from other companies. 


or 
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Using the Bluetooth Headset 


Example: When pairing the optional Bluetooth headset “BH-2A” 


Tip 
Refer to the operating manual of the product used for the pairing method when using a headset other 
than BH-2A. 


Turn the BH-2A headset OFF 

Press [sss] for one second or longer 

The set-up menu will be displayed. 

3 Touch [CONFIG] SETUP. MENU 


The menu list screen will be displayed. OS el nies EOL 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD cat Don 
=| RESET/ 
CLONE CALLSIGN 


NO = 


4 Select and touch [15 Bluetooth PAIRING] CONFIG 


The input screen for the PIN code will be displayed. 
+ “6111” will be displayed in the PIN code field as the 
factory default value. 

« When using a headset other than BH-2A, enter the 
4-digit PIN code of the headset here. The character at } 
the cursor position will be overwritten when the number 
key on the screen is touched. 

5 Press the power supply switch of the BH-2A for 5 seconds 


The LED indicator of the BH-2A will blink alternately between red and blue. 


6 Touch [ENT] "18. Bluetooth PAIRING 
The display will return to the menu list screen and the Te rer 
text “Pairing..” will blink in the display field of the set ime neon = “aac 
value. = 


“Completed” will be displayed when pairing is 
successful and the screen will then return to the 


menu list. 

The LED indicator of the BH-2A will also blink in blue. CONEIG 

Start pairing all over again when “ERROR’ is “13 0 
displayed. 


| 14° Tor 


[15° "evetootn ParniNG 


| 16 GPs DATUM 
f ] 
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Using the Bluetooth Headset 


7 Press (&8] for one second or longer 
The display will return to the previous screen. 
The “€3” icon will be displayed on the top right of the 
band display area. 


Tips 
* Up to 8 pairing PIN codes can be saved in BU-2. When using two or more headsets such as a 
spare one or a personal one, set up the respective PIN codes and carry out pairing in advance. 
However, two headsets cannot be used at the same time. 
« When eight pairings have been carried out after eight PIN codes have already been made, the 
oldest pairing information will be overwritten. 


Using the Bluetooth headset 


Once paired, a headset can be used simply by turning on the power. 


Tips 
* The communication distance of the headset with the radio is about 10 m or less. 
* The “€3” icon will not be displayed when the headset is too far from the radio and lies outside the 
sphere of communication. 


(1) When the VOX function is set to OFF 


1 Turn the Bluetooth headset ON 

The receive audio will become audible from the headset. 
2 Press the headset [PTT] 

The radio will go into the transmit mode. 
3 Release the headset [PTT] 

The radio will go into the receive mode. 


(2) When the VOX function set to on 


1 Turn the Bluetooth headset ON 
The receive audio will become audible from the headset. 
2 Speak into the microphone of the headset 


The radio will go into the transmit mode. 
aii} §=When you stop talking, the radio will automatically return to the receive mode. 
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Taking Pictures with the optional Camera (Snapshot Function) 


Snapshots can be easily taken with the camera that is built into the optional speaker 
microphone “MH-85A11U”. 

The picture taken will appear on the display for several seconds and can also be 
transmitted to other transceivers simply by pressing the transmit picture button on the 
microphone. 


Tips 
* Refer to our YAESU website and catalog for the transceiver models that can transmit pictures. 
¢ The picture transmit button on the microphone can only transmit picture data after the image has 
been taken. 
* The snapshot function will not operate unless the micro-SD card is inserted into the card slot on the 
main body. 


The picture taken will be saved in the micro-SD card inserted into the main body card slot. 
The saved picture data can be transmitted to transceivers operating in the digital mode. 


Connecting the speaker microphone with camera 


1 Switch the power supply to the radio OFF 

2 Connect the MH-85A11U to the main body 
Refer to the figure on the right to plug the connector 
of the microphone into the [DATA] jack at the front of 
the main body. 


Check the direction of the connector and plug it in 
all the way. 


wo 


Referring to the figure, mount the provided 
microphone cord holder to secure the MH-85A11U 
cord to the main body. 

Remove the screws at the side of the radio and 
use the provided screw and washer to mount the 
microphone cord holder. 5 

As the microphone connector can be passed through the Remove 

microphone cord holder attached to the radio, there is no Provided Gaertn 
need to remove it once it is mounted. washer body 


Provided 
screw 


Switch on the power supply to the main device 

Press for one second or longer 

The set-up menu will be displayed. 

Touch [DATA] SETUP MENU 


DISPLAY TX/RX MEMORY 


a 


Oo 


SIGNALING), SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 


if ] RESET/ 
CLONE CALLSIGN 
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Taking Pictures with the optional Camera (Snapshot Function) 


7 Touch [1 COM PORT SETTING] DATA 


The screen for the detailed settings will be displayed. [a "eon my 
2 DATA BAND 


3 DATA SPEED 
4 ‘DATA SQUELCH 
(rr 


8 Touch [OUTPUT] to select “OFF(camera)” Da DATA scl 
The setting changes as follows each time it is [1] com port setting | 
touched. 'sPEED loureur 
“OFF(camera)” > “GPS OUT” — “PACKET” > eam 
“WAYPOINT” WP FILTER 


{ | 


Factory default value: OFF (camera) 


9 Press (8) for one second or longer 


The display will return to the previous screen. 
The display can also be returned to the previous screen by touching [BACK] twice. 


Taking pictures 


1 Insert the micro-SD card and turn the radio ON 


Transmit 
2 Point the camera lens at the object to be picture Shutter 
photographed and press the shutter button on the button button 


microphone 

Keep a focal distance of at least 50 cm between the 
object and the camera. The picture will be out of 
focus when the object is too near and the image will 
not be clear. 

aie} =n factory default, pictures will be taken with a size of 320 

* 240 in the NORMAL picture quality. 

The size (resolution) and quality (compression ratio) of the 

picture can be set using “OPTION” —> “1 USB CAMERA” in 

the set-up menu (tP.200). 

The picture taken will appear in the display for 10 

seconds. 

Subsequently, the picture will be stored in JPEG 

format, on the microSD card that has been inserted 

into the main body card slot. 

While the picture appears in the display, touch 

[BACK], [DEL] or [FORWARD], you can save the 

data, delete or transfer it to other stations. 

[BACK]: Save the picture to the microSD card, 

then return to the original screen. 
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Tip 


Taking Pictures with the optional Camera (Snapshot Function) 


[DEL]: Delete the picture*, then return to the original screen.*:Deleted 
images, can be seen on the PC. 

[FORWARD]: Send the picture to other transceivers.Press the microphone [PTT] 
button to cancel the picture transmission (the picture will be stored in 
the microSD card). 

While the picture appears in the display, press the shutter button again, the picture 

will be saved to the microSD card, then the pic-ture taken will appear in the display. 

* It takes about 30 seconds to transmit a picture taken with a resolution of 320 * 240 to 

another transceiver. 

* Press the microphone [PTT] button to cancel the picture transmission (it may take a while for 
the transmission to be canceled). 

« After the picture is transmitted, the mode will automatically switch to DN of the AMS mode. 


The first picture taken will be saved under the filename “M:kk:k:k:k000001 jpg” while the pictures 
taken subsequently will be saved under the filenames “M:k=k=:k:k000002.jpg”, “M=k=2:k000003.jpg” 
and so on in increasing order. 
The folder configuration in the micro-SD card is as follows and the data of the pictures taken is saved 
in the folder named “PHOTO” under the root directory. 
Root 
t- FTM400D 
[- BACKUP 
[- GPSLOG 
'~ PHOTO 
t- GM 
[- PHOTO 
— QSOLOG 
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Taking Pictures with the optional Camera (Snapshot Function) 


Viewing a saved picture 


1 Press 


The function menu will be displayed. 


2 Touch [LOG] 


A list of the text messages or the pictures saved in 

the micro-SD card will be displayed. 

* A list of the text messages will be displayed when the 
touch key is [3]. This will change to a list of pictures 
when [[mll] is touched. 

* The date and time the picture was taken will be used as 
the tag of the picture. 


* Newly taken pictures will be displayed at the top of the 
list. 


3 Select and touch the picture that you want to see 


The picture will appear after the message “Waiting...” 
is shown. 
+ Pictures taken with the resolution set to “320 ** 240” 
(unit: pixel) in the set-up menu under “OPTION” —> “1 
USB CAMERA” — “PICTURE SIZE” will be displayed 
in full screen when touched. After 10 seconds or when 
the picture is touched again, it will return to the original 
screen. 
* Touch [EDIT] at the top right of the screen to edit the 
tag. 
* Touch [DEL] to erase the picture from the micro-SD 
card. 
* Touch [FORWARD] or [REPLY] to send the picture to 
other transceivers (1P.129). 


4 Touch [BACK] 


T 


The display will return to the screen showing the list of pictures. 


11:46PM 


JATYOETARO 17:52 
2013/06/24 16:34 16:34 
2013/06/15 14:56 14:56 
2013/05/24 13:24 13:24 


Q2/27 12:08 12:08 


ip 
The pictures can be viewed on a personal computer by reading the contents of the micro-SD card into 
the personal computer. 


Caution 


When the filename of the picture is changed on the personal computer, the picture can not longer be 


shown in the display of the FTM-400DR/DE. 
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Optional receive Audio Record and Playback 


The receive audio received can be recorded and then played back later using the 
optional voice guide unit “FVS-2”. 

The voice announcing the frequency of the operating band can also be heard when the 
announce function is set to on. 


Mounting the voice guide unit “FVS-2” 


@ Preparations 
¢ Voice guide unit “FVS-2” (optional) 
¢ Plus driver 


@ Mounting procedure 


Cautions 
@ Unless necessary, do not touch any parts with your hands as the semiconductors may be damaged 
by static electricity. 


@ Note that labor charges to install optional items by our company’s customer service support staff 
shall be separately chargeable. 


Switch off the power supply to the radio 

Switch off the external power supply 

3 Unplug the control cable, microphone and DC power supply cable from the main 
body 

4 Remove the eight screws from the main body, four 

on top and two each at the sides 


Ny = 
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Optional receive Audio Record and Playback 


5 Slowly lift up the front side of the top cover of the 
main body 
Do not lift up the top cover by force. This may result 
in cables connected to the boards inside the main 
body and the speaker inside the cover to be cut. 


6 Unplug the speaker cables extending from the top 
cover from the socket of the board inside the main 
body first before removing the cover 


Hold the connector when unplugging the cable 
without pulling the cable itself. 


7 Refer to the figure on the right to mount the FVS-2 


Check the direction of the connector and plug the 
FVS-2 in all the way to the back. 


e) = 
eke 


Connector for FVS-2 


8 Plug in the speaker cables extending from the main body top cover to the original 
socket on the board 
9 Attach the main body top cover and secure using the screws eight 
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Optional receive Audio Record and Playback 


Using the voice memory 


The voice memory is a function for recording the audio received. The audio is saved in 
FVS-2 that is mounted to the radio. The saved audio can be replayed on the radio and 
erased later. 


| Setting the voice memory operation 


1 
2 
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Switch on the power supply to the radio 
Press [#8] for one second or longer 

The set-up menu will be displayed. 
Touch [OPTION] 


Select and touch [3 VOICE MEMORY] 


The screen for the detailed settings will be displayed. 


Touch [PLAY/REC] to set the recording time 

The setting will switch between “FREE 5min” and 

“LAST 30sec” each time it is touched. 

“FREE 5min”: A total of 5 minutes of audio in 8 
recording areas can be recorded. 


“LAST 30sec”: The last 30 seconds will be recorded. 
Factory default value: FREE 5 min 


The display will return to the previous screen. 


SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 
APRS SD CARD 


{ | RESET/ 
CLONE. 


OPTION 


CALLSIGN 


OPTION 
USB CAMERA 


1 
2 Bluetooth 
3 


VOICE “wy 


{ ] 


OPTION 


[ 3 ] Voice MEMoRY 


[Ptav/ Cc [ANNOUNCE 


|uan |voLumE 


[RX MUTE 
{ i 


Optional receive Audio Record and Playback 


i Recording the receive audio 


1 Press 
The function menu will be displayed. 
2 Touch [REC] 


The recording will be started. 


* When [REC] is not displayed in the menu, use [BACK] 
or [FWD] to switch the menu. 


* Set the recording time set using “OPTION” — “3 
VOICE MEMORY?” in the set-up menu will be displayed 
under [REC]. 


3 Touch [STOP] 
The recording will stop. 


The track number of the audio recorded will be 
displayed under [PLAY TRACK] . 


4 Press 


The display will return to the previous screen. 


i Replaying the recorded audio 
1 Press 


The function menu will be displayed. 


2 Touch [PLAY/REC] to select the track number to be 
replayed 
* This is not available if there is only one recording. 


¢ When there are two or more recordings, the track 
number will change in the order “ALL”, “1”, “2”... each 
time it is touched. 


* All recorded tracks will be replayed in sequence when 
“ALL’ is selected. 
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Optional receive Audio Record and Playback 


3 Touch [PLAY] an TORTS l 
Replay will be started. smn 560 
The replay will stop automatically at the end of the REC PLAYTRACK pl 4 - 
selected track. 7 \» 

Q 0 
Touch [STOP] to stop the replay. ——e 
4 860 
OP 
ce 
Q OP 
4 Press 


The display will return to the previous screen. 


J Erasing the recorded audio 
1 Press 
The function menu will be displayed. 
2 Touch [CLR] 00 TOKYO 
The confirmation screen will be displayed. — 560 


3 Touch [OK?] 


Erasure will be started. 


All recorded audio will be erased. When there are 
two or more recordings, the track number to be 


OK? | Cancel 


erased cannot be chosen. { iD 
When the recordings are erased, [ALL] will be (aye | = ‘scope! 


displayed under [PLAY TRACK]. 


4 Press 
The display will return to the previous screen. 
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Optional receive Audio Record and Playback 


Listening to the frequency voice announcement 


| Setting the announce function operation 


Set the following voice announcement parameters. 

¢ Automatically reading out the frequency or not 

* Reading out the frequency in English or Japanese 
* Reading out aloud 

¢ Mute the receive audio during a voice announcement or replaying recorded audio. 


1 


2 


Press [#5] for one second or longer 
The set-up menu will be displayed. 
Touch [OPTION] 


Select and touch [3 VOICE MEMORY] 
The screen for the detailed settings will be displayed. 


Touch [ANNOUNCE] to select the condition for 

reading out of the frequency 

The setting will switch between “AUTO”, “OFF” and 

“MANUAL’ each time it is touched. 

“AUTO”: The frequency is read out when the band is 
changed after touching [VOICE]. 

“OFF”: The frequency is not read out. 

“MANUAL”: The frequency is read out when [VOICE] 

is touched. 

Factory default value: AUTO 

Touch [LANGUAGE] to select the language in which 

to read out the frequency 

The setting will switch between “ENGLISH” and 

“JAPANESE” each time it is touched. 

Factory default value: ENGLISH 


SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 
APRS SD CARD 


( |, RESET/ 
CLONE. 


OPTION 


CALLSIGN 


OPTION 
1 USB CAMERA 


2 ‘Bluetooth 


| S''VOTCE “wi 


OPTION 


| 3 | VOICE MEMORY 


PLAY/REC {aNwounce 


LANGUAGE VOLUME 
RX MUTE 


{ 


OPTION 


3 | VOICE MEMORY 


PLAY/REC ‘ANNOUNCE 


[LANGUAGE 


VOLUME 
{Rx MUT’ 
i 
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Optional receive Audio Record and Playback 


6 Touch [VOLUME] to select the announcement volume woh OPTION, 
The setting will switch between “HIGH”, “MID” and [8 [voice wenory 


“LOW” each time it is touched. PLAY AEC [ANNOUNCE 


Factory default value: HIGH [LaNcunce [vouume 
[RX MUTE 


7 Touch [RX MUTE] to select ON/OFF OPTION 
The setting will switch between “ON” and “OFF” each |_3 | VOICE MEMORY 


time the symbol is touched. [PLAY REC ANNOUNCE 
ON: The receive audio will be muted during a voice [LaNGUAGe ‘voLuwe 
announcement or replaying recorded audio. somone 
OFF: The receive audio will not be muted during a voice | SS 
announcement or replaying recorded audio. 
Factory default value: ON 


The announce function operation will be set and the display will return to the previous 
screen. 


| Listening to the frequency voice announcement 


(1) When the operation is set to “AUTO” 


The frequency of the operating band will be automatically announced in the following 
cases. 

« When the VFO mode and memory mode are switched 

« When the operating band is changed 

Tips 
¢ The frequency will also be announced when [VOICE] is touched. 
* The volume may be adjusted by turning “€* of the operating band. 


(2) When the operation is set to “MANUAL” 
1 Press 


The function menu will be displayed. 


2 Touch [VOICE] 00 TOKYO 
The frequency of the operating band will be — 560 
announced. 


Tip 
| The volume can also be adjusted by turning of the operating band. 
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Copying the Radio Data to another Transceiver 


The memory channels and settings in the set-up menu can be copied to another FTM- 
400DR/DE. This is convenient when matching the settings of fellow stations that you 
communicate with frequently. 


Using the micro-SD card 


The data files saved in the FTM-400DR/DE can be selected and copied to a micro-SD 
card. 


| Copying data to a micro-SD card 


1 
2 


3 


Insert = micro-SD card into the main body card slot 


The a menu will be displayed. 
Touch [SD CARD] 
The menu list will be displayed. 


Select and touch [1 BACKUP] 
The screen for selecting the copy direction will be 
displayed. 


Touch [Write to SD] 

The screen for selecting the data files to be copied will 

be displayed. 

“ALL”: Copies all data. 

“MEMORY”: Copies only the memory channels and 
position information for backtrack use. 

“SETUP”: Copies only the settings in the set-up menu. 

Select and touch the file to be copied 

The confirmation screen will be displayed. 


SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD, OPTION 
if | RESET/ S) 
CLONE LLSIGN: 


SD CARD 


| 1 'BACKUP q 
2 'GROUP ID 


3° FORMAT 


SD CARD 


1 | BACKUP ] 


Write to SD > 


“Read from MWe — 


| i 


SD CARD BACKUP 


Write to so Emm} ( 


ACE |MEMORY | SETUP 
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Copying the Radio Data to another Transceiver 


7 Touch [OK?] SD CARD BACKUP 
The data selected in Step 6 will be copied to the Write to so Pm] [4 
micro-SD card. f : ' 


ALL 


“Completed” will be displayed when the copying is | | ay ee 
completed. = 
{ | 


8 Press (%] for one second or longer 
The display will return to the previous screen. 


| Copying data from the micro-SD card 
1 Insert the micro-SD card into the FTM-400DR/DE where the data is stored and copy 
the data to the card 


2 Remove the micro-SD card and insert it into the FTM-400DR/DE that the data is 
going to be copied to 


The set-up menu will be displayed. 
4 Touch [SD CARD] SETUP. MENU 


The menu list will be displayed. ON el nla cable MENON 
SIGNALING), SCAN 


WIRES CONFIG Ds, DATA 
APRS SD CARD. OPTION 
yas) RESET/ wy 

aa LLSIGN 
5 Select and touch [1 BACKUP] SD. CARD 


The screen for selecting the copy direction will be BACKUP 
displayed. a " 


6 Touch [Read from SD] SD, CARD 


The screen for selecting the data files to be copied [1 | Backup 


will be displayed. “Write tosd Cmg}>(4 


“ALL”: Copies all data. iia et =f 
sD 
“MEMORY”: Copies only the memory channels and | Read = Pa 


position information for backtrack use. 
“SETUP”: Copies only the settings in the set-up 
menu. 
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Copying the Radio Data to another Transceiver 


7 Select and touch the data to be copied SD CARD BACKUP 
The confirmation screen will be displayed. 


Data that has not been saved in the micro-SD card 


cannot be touched. 


ACE |MEMORY | SETUP 


8 Touch [OK?] SD CARD BACKUP 
The data selected in Step 7 will be copied to the Read trom $0 MS] 4 [4] 
micro-SD card. \_{ _ ie 
“Completed” will be displayed when the copying is | PORE [Erncel™ pp 
completed. J 


{ 


9 Press (B&] for one second or longer 
The display will return to the previous screen. 


Tip 


The group and member information saved in the memory using the GM function can be copied using 
the micro-SD card. Refer to the separate Operating Manual GM Edition for details (download the 
manual from the YAESU website). 


Using the clone function 


Using the clone function, all the data saved in the radio can be copied directly to another 


FTM-400DR/DE. 


Example: When using the clone function in two FTM-400DR/DEs 
1 Turn both FTM-400DR/DEs OFF 


2 Plug in the optional clone cable “CT-166” into the 
respective [DATA] jacks at the back of the main 
bodies 


3 Turn both FTM-400DR/DEs ON 


The set-up menu will be displayed. 
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Copying the Radio Data to another Transceiver 


5 Touch [RESET/CLONE] SETUP MENU 


The menu list will be displayed. DISPLAY | TX/RX ((=)) | MEMORY 
SIGNALING), SCAN 


WIRES CONFIG DA 


APRS SD CARD OPTION 
if | RESET/ 
CLONE ALLSIGN 


6 Select and touch [7 CLONE] 5 RESET/CLONE 
The screen for selecting the copy direction will be | 4 MEW CH RESET 


displayed. | 5 MEM cH soRT 
[re APRS RESET 


| ” "CLONE 
| ] S) 
7 Select and touch [This radio — other] in the FTM- RESET/CLONE 


400DR/DE where the data is going to be copied from [7 | CLONE | 


The confirmation screen will be displayed. [erie vaaio™S "over 
[other » This ) 


8 Select and touch [Other — This radio] in the FTM-400DR/DE where the data is 
going to be copied to 
The confirmation screen will be displayed. 


9 Touch [OK?] for each one SD RESET/CLONE 
The data will be copied. [zjooe 
“Completed” will be displayed when the copying is ae cornea 
completed. i oe 


10 Press 28) for one second or longer 
The display will return to the previous screen. 
11 Switch OFF both of the FTM-400DR/DEs and disconnect the clone cable 


Cautions 

@ When “ERROR’ is displayed during the copy (clone) operation, check the connection of the clone 
cable and start the clone operation all again. 

@ When the operation is terminated before completion due to loss of power during the copy (clone) 


operation, the FTM-400DR/DE where the data is being copied to will automatically be reset. Check 
if there is any abnormality in the power supply and start the cloning operation over again 
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Using the Radio with an External Device Connected 


The provided PC connection cable “SCU-20” and other optional cables can be used to 

connect the radio to a personal computer as a COM port for the following operations. 

* Transmitting your own station position information to the personal computer for 
incorporation into the map software 

¢ Updating the firmware of the radio 

¢ Packet communication 


Use the [DATA] jack at the back of the main body to connect with the personal computer. 


The pin assignment of the [DATA] jack is as follows. 


® PKD (packet data input) (300 mVp-p) 


MQ) Se (3) @ GND 
FID 
© @ PSK (PTT) 
@ RX 9600 (9600 bps packet data output) 
ow AG © RX 1200 (1200 bps packet data output) (300 mVp-p) 
8) 9) (0) © PK SQL (squelch control) 
@® TXD (serial data output [transceiver — PC]) 
RXD (serial data input [transceiver — PC]) 
PET Poh. a ® CTS (data communication control) 


es RTS (data communication control) 


[DATA] 
jack 


Connecting to a personal computer 


@ Preparations 

* Personal computer 

« PC connection cable “SCU-20” (accessories)... when connecting to the USB terminal 
of a personal computer 


To the personal computer 


ere, To the transceiver (USB terminal) 
/ A zany 
ngceoy ([f (oI cas) H 
® Vas xg 6) LD. 

® © (0) 


@® PKD (packet data input) 

@ GND 

@ PSK (PTT) 

@ RX 9600 (9600 bps packet data output) 

® RX 1200 (1200 bps packet data output) 

© PK SQL (squelch control) 

@ TXD (serial data output [transceiver — PC]) 
RXD (serial data input [transceiver — PC]) 
@® CTS (data communication control) 

@ RTS (data communication control) 
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Using the Radio with an External Device Connected 


* Data cable “CT-165” (optional)... when connecting to the RS-232C terminal of a 
personal computer 


To the transceiver To the personal computer ee Sih 
E> 4 bide 
®@®O@O®O 
®- @- 
@ GND ® TXD (serial data output [transceiver — PC]) 
@- ® RXD (serial data input [transceiver — PC]) 
@- @- 
©- © GND 
©- ©- 
@ TXD (serial data output [transceiver > PC]) @ CTS (data communication control) 
RXD (serial data input [transceiver — PC]) RTS (data communication control) 
® CTS (data communication control) ©- 


@ RTS (data communication control) 


Tips 


* Make sure to switch off the power to the radio first before connecting. 
« When using the PC connection cable “SCU-20”, a dedicated driver needs to be installed in the 
personal computer. Download and use the driver and installation manual from the YAESU website. 


| Sending position information to the computer 


1 Turn the radio ON 
2 Press (B) for one second or longer 
The set-up menu will be displayed. 
3 Touch [DATA] SETUP MENU 


The menu list will be displayed. DISPLAY | TX/RX (\s)) | MEMORY 
SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS SD CARD OPTION 


| RESET/— cALLSIGN 


4 Select and touch [1 COM PORT SETTING] DATA 


The screen for the detailed settings will be displayed. pone \ 
DATA BAND 


DATA SPEED 


DATA SQUELCH 
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Using the Radio with an External Device Connected 


5 Touch [OUTPUT] to select “GPS OUT” waa DAT Asal 
The setting changes as follows each time it is 1 | COM PORT SETTING 
touched. SPEED fourPur 
“OFF(camera)” — “GPS OUT” > “PACKET” — |we FORMAT 
“WAYPOINT” WP FILTER 


Factory default value: OFF (camera) 


The snapshot function of the speaker microphone 
with camera will be inactivated when this is set to 
“OFF (camera)”. 


6 Touch [SPEED] to select the communication speed DATA 
of the COM port [1 [com port sertina | 
The setting changes as follows each time it is loa loutur 
touched. wen 


“4800 bps” > “9600 bps” — “19200 bps” > “38400 aie 
bps” —> "57600 bps” corer 
Factory default value: 9600 bps 


The display will return to the previous screen. 

The output of the position information data will start, and your own position 
information will be transmitted to the personal computer at intervals of about a 
second. 


Tip 


An operating software using NMEA-0183 standard GGA and RMC sentence is required to use the 
position information. 


§j Updating the firmware of the radio 


The firmware of the radio can be updated by connecting to a personal computer when 
Updated firmware is available.. Download and use the updated version of the firmware 


and the update manual from the YAESU website. 
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Using the Radio with an External Device Connected 


Using the radio as a transceiver for packet communication 


Packet communication via this radio is possible by connecting this radio to the TNC 


(terminal node controller). 


@ Preparations 
¢ TNC 

* Personal computer 
* Data cable* 


* We supply the following optional products. 


* Data cable “CT-167” (optional) 


. Prepare a data cable to match the connecting device 


To the TNC etc. 


To the transceiver ®@ 
OE ———————— { NY 
@® PKD (packet data input) @® Brown PKD (packet data input) 
@ GND @ Black thick wire GND 
@ PSK (PTT) @ Red PSK (PTT) 
@ RX 9600 (9600 bps packet data output) ® Orange RX 9600 (9600 bps packet data output) 
® RX 1200 (1200 bps packet data output) © Yellow RX 1200 (1200 bps packet data output) 
© PK SQL (squelch control) © Green PK SQL (squelch control) 
@ TXD (serial data output [transceiver > PC]) @ Blue TXD (serial data output) [transceiver + PC]) 
RXD (serial data input [transceiver — PC]) Grey D (serial data input [transceiver — PC]) 


® CTS (data communication control) 
@ RTS (data communication control) 


* Data cable “CT-164” (optional) 


To the transceiver 


® White CTS (data communication control) 
Black RTS (data communication control) 


To the TNC etc. 


Vanw 


@® PKD (packet data input) 

@ GND 

@ PSK (PTT) 

@ RX 9600 (9600 bps packet data output) 
® RX 1200 (1200 bps packet data output) 
© PK SQL (squelch control) 

@- 

®- 

©- 

@ - 
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—————a El o-3..3,,-® 


wey 


@ PKD (packet data input) 

@ GND 

® PSK (PTT) 

@ RX 9600 (9600 bps packet data output) 
® RX 1200 (1200 bps packet data output) 
© PK SQL (squelch control) 


Using the Radio with an External Device Connected 


¢ Data cable “CT-163” (optional) 


@ PKD (packet data input) 

@ GND 

@ PSK (PTT) 

@ RX 9600 (9600 bps packet data output) 

® RX 1200 (1200 bps packet data output) 

© PK SQL (squelch control) 

@ TXD (serial data output [transceiver — PC]) 
RXD (serial data input [transceiver — PC]) 
@® CTS (data communication control) 

@ RTS (data communication control) 


To the TNC etc. way © 


Dsub 9 pin 

@- 

® TXD (serial data output [transceiver — PC]) 
@ RXD (serial data input [transceiver — PC]) 
@- 

© GND 

©- 

@ CTS (data communication control) 

RTS (data communication control) 

©- 

DIN 6 pin 

@ PKD (packet data input) 

@ GND 

@® PSK (PTT) 

@® RX 9600 (9600 bps packet data output) 

® RX 1200 (1200 bps packet data output) 

© PK SQL (squelch control) 


Tips 


* Make sure to turn the power to the radio OFF before connecting. 
* Refer to the operating manual of the TNC used on how to connect the TNC to a personal computer. 
* RF receive interference may occur because of noise occurring in the personal computer. 
When signals cannot be received normally, keep the personal computer at a distance away from the 
radio and use a photo-coupler and noise filter to connect. 
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Using the Radio with an External Device Connected 


@ Set the packet communication operation 


1 
2 


3 


a | 
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Turn the radio ON 

Press [és] for one second or longer 
The set-up menu will be displayed. 
Touch [DATA] 

The menu list will be displayed. 


Select and touch [1 COM PORT SETTING] 
The screen for the detailed settings will be displayed. 


Touch [OUTPUT] to select “PACKET” 

The setting changes as follows each time it is 
touched. 

“OFF(camera)” — “GPS OUT” —> “PACKET” > 
“WAYPOINT” 

Factory default value: OFF (camera) 


The snapshot function of the speaker microphone 
with camera will be inactivated when this is set to 
“OFF (camera)”. 


Touch [SPEED] to select the communication speed 
of the COM port 

The setting changes as follows each time it is 
touched. 

“4800 bps” — “9600 bps” — “19200 bps” — “38400 
bps” — “57600 bps” 

Factory default value: 9600 bps 

Touch [BACK] 

Select and touch [2 DATA BAND SELECT] 

The screen for the detailed settings will be displayed. 


SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 


APRS SD CARD 


| RESET/ 
CLONE. 


OPTION: 


CALLSIGN, 


DATA 
COM PORT SETTING 
DATA BAND 
DATA SPEED 
DATA SQUELCH 

| 


| 1] COM PORT SETTING 


|sPEED foureur 
|we FORMAT 
|we FILTER 


{ 


DATA 
[ 1 [com porT seTTING 
[SPEED ‘OUTPUT 
|we F 
|we FILTER 


DATA 
COM PORT SETTING 


1 
2° 'DATA BAND ECT 
3 


DATA SPE 
4 ‘DATA SQUELCH 
] 


Using the Radio with an External Device Connected 


9 Touch [DATA] to select the band to be used for the 
packet communication 
The setting changes as follows each time it is 
touched. 
“A-BAND FIX” — “B-BAND FIX” > “A=TX/B=RX” — 
“A=RX/B=TX” — “MAIN BAND” > “SUB BAND” 


+ Refer to “Data communication settings” (eP.193) for 
details. 


* Factory default value: B-BAND FIX 


10 Touch [BACK] 
11 Select and touch [3 DATA SPEED] 
The screen for the detailed settings will be displayed. 


12 Touch [DATA] to select the packet communication 
speed 
The setting will switch between “1200 bps” and “9600 
bps” each time it is touched. 
Factory default value: 1200 bps 


13 Touch [BACK] 
14 Select and touch [4 DATA SQUELCH] 
The screen for the detailed settings will be displayed. 


15 Touch [DATA] to select the squelch detection method 
for the packet communication 
The setting switches between “RX BAND” and “TX/ 
RX BAND?” each time it is touched. 


+ Refer to “Data communication settings” (cP.193) for 
details. 


* Factory default value: RX BAND 


DATA 


2 | DATA BAND SELECT | 


| APRS 


| DATA 


DATA 
1 'COM PORT SETTING 


[2 DATA BAND SELECT 

al DATA SPE 

“4 DATA a) 
—w——_ 


DATA 


3 | DATA SPEED ] 


| APRS 


| DATA 


ices le 


DATA 
| 1 COM PORT SETTING 
2° 'DATA BAND SELECT 


| 3 'DATA SPEED 


| 4° 'DATA SQUPACH 
{ | ) 


DATA 


4 | DATA SQUELCH | 


| APRS 


[ DATA 


———_ We 
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Using the Radio with an External Device Connected 


The display will return to the previous screen. 

Packet communication will be enabled. 
17 Choose the band and frequency according to the settings in the set-up menu 
18 Turn @ of the receive band 

The output level to TNC from the radio will be set. 
19 Adjust the TNC output level 

The input level to the radio will be set. 


Caution 
When transmitting a large volume of data, the transmission time gets longer and the radio will get 
heated up. When transmission continues for a long period of time, the overheating prevention circuit 
will act to lower the transmit power output. When transmission is continued further, transmission will 
be suspended automatically and the radio will go into the receive mode in order to prevent failure due 


to overheating. 
When the overheating prevention circuit is activated and the radio goes into the receive mode, either 
switch turn OFF the power, or wait until the temperature drops in the reception mode. 


Other devices that can be connected 


@ External speaker 

An optional high output and high sound quality waterproof external speaker “MLS- 
200-M10” can be connected. 

Plug the external speaker into the [EXT SP] jack at the back of the main body. 


Tip 
When an external speaker is connected to the [EXT SP] jack, there will be no sound from the internal 
speaker. 


If you connect an External Speaker other than the MLS-200-M10 to the [EXT SP] Jack, 
use a Stereo Speaker only (Do not connect a Monaural Speaker plug directly into the 
[EXT SP] Jack.) 

If you wish to connect a Monaural Speaker to 
the [EXT SP] Jack, use the supplied "Stereo to 
Monaural Plug" (see figure). 


Monaural Speaker Plug 


wW : ‘ 
Stereo to Monaural Plug 
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Customize Menu Settings and User Preferences 


Using the set-up menu, the various functions of the radio can be customized to match 
your individual preferences and type of use. The functions are divided into menus such 
as display, transmission and reception, memory, device configuration etc.. It is easy to 
select the items that you would like to adjust from the respective lists and enter or select 
the settings that are easy to use. 


Set-up Menu Basic Operations 


1 Press ) for one second or longer 
The set-up menu will be displayed. 
2 Touch the menu item SETUP. MENU 
The menu list will be displayed. DISPLAY |) TX/RX MEMORY 
SIGNALING), SCAN 
WIRES CONFIG DATA 
apps. GA) sp. CARD), OPTION 


{ | RESET/ 
‘ONE CALLSIGN 


3 Select the item to be set SIGNALING 


Turn «A or touch the item. 5 PAGER COE 
The item will turn orange in color. [6 PRG REV TONE 
Turn “A to select items that are not visible on the (PAGEDEPRINGERE™ = orr 
screen. BTISGHEXPANSION Orr) 
{ | 


4 Change the set values “jy, SIGNALING 
Press “A briefly or touch the item. 5 PAGER CODE 
The set value will change each time it is pressed or touched. GUIPRGT REV’ TONE 
When “>” is displayed in the set value field, pressing (BEDE RINGER Orr 


A or touching an item will display the screen with the 8 SQL EXPANSION 
detailed settings. I 


5 Press [28] for one second or longer, or press [PTT] on the microphone 
The chosen value will be confirmed and the display will return to the previous screen. 
* The chosen value can also be confirmed by pressing [&) briefly. 
« When setting additional items in the same menu next, touch [BACK]. The set value will be 
confirmed and the display will return to the menu list screen. 
« When [BACK] is touched in any of the screens, the display will return to the previous screen. 
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Tip 
| When a set menu item is touched again, and the menu list is displayed, a screen in which a 


previously set item is already selected (displayed in orange color) will be displayed. 
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Set-up Menu List 


DISPLAY 


Menu / Item 


DISPLAY SELECT 


Explanation of 
function 


when 
briefly 


is pressed 


Available settings 
Default values shown in BOLD 


ALTITUDE: ON / OFF 
TIMER/CLOCK: ON / OFF 
GPS INFO: ON / OFF 


TARGET LOCATION 


Switch between the 
compass screen and the 
latitude and longitude 
display screen when using 
the GPS and GM functions 


COMPASS / NUMERIC 


BACKGROUND 
COLOR 


Set the display 
background color 


ORANGE / GREEN / BLUE / PURPLE / 
GRAY 


BAND SCOPE 


Scope Display width 
setting 


NARROW / WIDE 


LCD BRIGHTNESS 


Touch panel brightness 


MIN/2/3/4/5/6/MAX 


LCD CONTRAST 


Touch panel contrast 


-3/-2/-1/0/+1/+2/+3 


TIME/VDD 


AMS TX MODE 


Time / Voltage Display 
setting 


Setting the signal format 
in the analog mode 


Set the AMS 
transmission mode 


TIME / VDD 


AUTO (FM) / FM / NARROW FM/AM 


TX M/ TX FM FIXED / TX DN FIXED / 
TX VW FIXED / AUTO 


SQL TYPE 


Digital mode Squelch 
type setting 


OFF / CODE / BREAK 


SQL CODE 


Squelch code setting in 
the digital mode 


CODE: 001 to 126 


DIGITAL POPUP TIME 


LOCATION SERVICE 


Information screen pop- 
up time 

Own (MY) position 
display setting in the 
digital mode 


OFF / 2 sec/ 4 sec/6 sec/8sec/ 10sec / 
20 sec / 30 sec / 60 sec / CONTINUE 

ON / OFF 

Refer to the separate Operating Manual 
GM Edition for details on the functions. 


STANDBY BEEP 


Standby Beep setting 


ON / OFF 


DSP VERSION 


SUB BAND MUTE 


DSP version display 


Sub-band mute setting 


Ver. 2.** (cannot be edited; differs 
depending on the time of release 


OFF / ON 


MIC GAIN 


ALPHA TAG SIZE 


Microphone sensitivity 
setting 


Display size setting of 
memory channel tag 


MIN / LOW / NORMAL / HIGH / MAX 


SMALL / LARGE 


MEM SCAN TYPE 


TONE SQL FREQ 


Scanning method 
setting during memory 
scan 


Tone frequency 
(CTCSS) 


ALL MEM / SELECT MEM 


67.0Hz - 254.1 Hz 88.5 Hz 


DCS CODE 


DCS code setting 


023 - 754 


AUTO DIALER 


DTMF code automatic 
transmission setting 


OFF / ON 
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DTMF MEMORY 


DTME code registration 


1-9 ways 16 characters each 


Set-up Menu List 


Menu / Item 


Explanation of 
function 


Available settings 
Default values shown in BOLD 


SIGNALING 


5 


PAGER CODE 


Pager individual code 
setting 


RX CODE: 01-50 05 

RX CODE 2:01-50 47 
TX CODE 1:01-50 05 
TX CODE 2: 01-50 47 


PRG REV TONE 


User programmed 
reverse tone frequency 


300 Hz - 3000 Hz 1500 Hz 


BELL RINGER 


Recall sound length 
setting 


OFF / 1 time / 3 times / 5 times / 8 times / 
CONTINUOUS 


SQL EXPANSION 


Separate squelch type 
setting for transmit and 
receive 


OFF / ON 


WX ALERT 


DUAL WATCH STOP 


Weather alert operation 


Setting the signal 
reception method 


OFF / ON 


AUTO / HOLD 


SCAN DIRECTION 


Scanning direction 
setting 


UP / DOWN 


SCAN RESUME 


RANGE RINGER 


Set the resume 
operation after scan stop 


Bell sound setting 

when checking for 
stations within sphere of 
communications 


BUSY / HOLD / 1 sec / 3 sec/ 5 sec 


OFF / ON 


RADIO ID 


Specific ID display by 
transceiver 


- (cannot be edited) 


the separate Operating Manual GM Edition for details on the functions. 


RPT/WIRES FREQ 


PRESET FREQUENCY 


Setting of operating 
frequency in repeater / 
WIRES-X 

Registration of the 
preset frequency 


MANUAL / PRESET 


144.000 - 146.000 144.620 


SEARCH SETUP 


Setting the WIRES 
ROOM selection method 


HISTORY / ACTIVITY 


EDIT CATEGORY TAG 


Editing the category tag 


REMOVE ROOM/NODE 


DATE & TIME ADJUST 


Deletion of the 


Setting the date and time 


DATE & TIME FORMAT 


Setting the date and 
time display formats 


DATE: mmm/ddlyyyy / 
yyyy/mmm/dd / dd/mmm/yyyy / 
yyyy/dd/mmm 

TIME: 24 hour / 12 hour 


TIME ZONE 


Time zone setting 


UTC+14: 00 (0.5 h interval) UTC +0: 00 


AUTO RPT SHIFT 


Auto repeater shift setting 


OFF / ON 


RPT SHIFT 


Repeater shift direction 
setting 


OFF /-/ + 
(Differs depending on frequency) 
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Set-up Menu List 


166 


Menu / Item 


RPT SHIFT FREQ 


Explanation of 
function 


Repeater TX offset 
setting 


Available settings 
Default values shown in BOLD 


0.00 - 99.95 MHz 
(Differs depending on frequency) 


FM AM STEP 


Channel step setting 


AUTO / 5.00 KHz / 6.25 KHz/ 10.00 KHz / 
12.50 KHz / 15.00 KHz / 20.00 KHz / 
25.00 KHz / 50.00 KHz / 100.00 KHz 


BEEP 


Beep setting 


OFF / LOW / HIGH 


CLOCK TYPE 


Clock shift setting 


A/B 


MIC PROGRAM KEY 


Microphone P buttons 
setting 


OFF (disable the P button) / BAND SCOPE / 
SCAN / HOME / DCS CODE / 

TONE FREQ/ RPT SHIFT / REVERSE / 
TX POWER / SQL OFF / T-CALL / VOICE / 
D_X/WX/S-LIST / MSG / REPLY / 
M-EDIT 

P1: SQL OFF (T-CALL: European version) 
P2: HOME 

P3: D_X 

P4: TX POWER 


RX COVERAGE 


Reception range 
expansion setting 


NORMAL / WIDE 


UNIT 


Display unit setting 


METRIC / INCH 
(Depends on the transceiver version) 


APO 


Automatic power OFF 
operating time 


OFF / 0.5 hour - 12.0 hour 


TOT 


TX time out setting 


OFF /1 min - 5 min - 30 min 


Bluetooth PAIRING 


PIN code setting and 
pairing start 


0000-9999 6111 


GPS DATUM 


GPS function positioning 
selection 


WGS-84 / TOKYO MEAN 


GPS DEVICE 


GPS receiver selection 


INTERNAL / EXTERNAL 


GPS LOG 


COM PORT SETTING 


GPS access time setting 


COM port setting 


OFF / 1 sec - 60 sec 


SPEED: 4800 bps / 9600 bps / 
19200 bps / 38400 bps / 57600 bps 

OUTPUT: OFF (camera) / 
GPS OUT / PACKET / WAYPOINT 

WP FORMAT: NMEA 6 / NMEA 7 / 
NMEA 8 / NMEA 9 

WP FILTER: ALL / MOBILE / 
FREQUENCY / OBJECT/ITEM / 
DIGIPEATER / VoIP / WEATHER / 
YAESU / CALL RINGER / RNG RINGER 


DATA BAND SELECT 


APRS/DATA band 
selection setting 


APRS: MAIN BAND / SUB BAND / 
A-BAND FIX / B-BAND FIX / 
A=TX/B=RX / A=RX/B=TX 

DATA: MAIN BAND / SUB BAND / A-BAND 
FIX / B-BAND FIX / A=TX/B=RX / 
A=RX/B=TX 


DATA SPEED 


APRS/DATA 
communication baud 
rate setting 


APRS: 1200 bps / 9600 bps 
DATA: 1200 bps / 9600 bps 


Menu / Item 


DATA SQUELCH 


APRS COMPASS 


Explanation of 
function 


Squelch detection 


setting 


APRS compass display 
orientation 


Available settings 
Default values shown in BOLD 


APRS: RX BAND / TX/RX BAND 
DATA: RX BAND / TX/RX BAND 
TX: ON / OFF 


NORTH UP / HEADING UP 


Set-up Menu List 


APRS DESTINATION 


Model code display 
Non-editable 


APY400 


APRS FILTER 


Filter function setting 


Mic-E: ON / OFF 

POSITION: ON / OFF 

WEATHER: ON / OFF 

OBJECT: ON / OFF 

ITEM: ON / OFF 

STATUS: ON / OFF 

OTHER: ON / OFF 

RANGE LIMIT: 1 mi - 3000 mi / OFF 
ALT.NET: ON / OFF 


APRS MESSAGE TEXT 


Standard message text 
input 


1 to 8ch 


APRS MODEM 


APRS function ON/OFF 
setting 


OFF / ON 


APRS MUTE 


Band B AF mute setting 
for APRS 


OFF / ON 


APRS POP-UP 


Display time setting 
for pop-up display of 
beacons and messages 


BEACON: OFF / 3 sec / 5 sec/ 10 sec / 


HOLD 


MESSAGE: OFF / 3 sec/ 5 sec / 10 sec / 


HOLD 
MYPACKET: OFF / ON 


APRS POP-UP COLOR 


Screen color setting 
for pop-up display of 
beacons 


CHECK OFF / GREEN / BLUE / 
ORANGE / PURPLE / SKY-BLUE / 
YELLOW / AMBER / WHITE 

1 BEACON: CHECK OFF 

2 MOBILE: CHECK OFF 

3 OBJECT/ITEM: CHECK OFF 
4 CAL RINGER: CHECK OFF 

5 RNG RINGER: CHECK OFF 
6 MESSAGE: CHECK OFF 

7 GRP/BULT: CHECK OFF 

8 MY PACKET: CHECK OFF 


APRS RINGER 


Bell sound setting at 
beacon arrival 


TX BEACON: ON / OFF 

TX MESSAGE: ON / OFF 

RX BEACON: ON / OFF 

RX MESSAGE: ON / OFF 

MY PACKET: ON / OFF 

CALL RINGER: ON / OFF 

RNG RINGER: 1km - 100km / OFF 
MSG VOICE: ON / OFF 
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APRS RINGER (CALL) 


Call sign setting for 
CALL RINGER 


1-8 stations 
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Set-up Menu List 


Explanation of Available settings 
function Default values shown in BOLD 


Menu / Item 


APRS TX DELAY Data transmit delay time |100 ms / 150 ms / 200 ms / 250 ms / 
setting 300 ms / 400 ms / 500 ms / 750 ms / 
1000 ms 
APRS UNITS APRS display unit 1 POSITION: dd°mm.mm'/ dd°mm'ss" 
setting 2 DISTANCE: km / mile 
3 SPEED: km/h / mph/ knot 
4 ALTITUDE: m/ ft 
5 BARO: hPa / mb / mmHg / inHg 
6 TEMP: °C / °F 
7 RAIN: mm / inch 
8 WIND: m/s / mph / knot 
BEACON INFO Transmit beacon AMBIGUITY: OFF / 1 - 4 digit 
SELECT information setting SPEED/COURSE: ON / OFF 
ALTITUDE: ON / OFF 
BEACON STATUS Status text input setting )SELECT: TEXT 1 - 5 / OFF 
TEXT TX RATE: 1/1 - 1/8 / 
1/2 (FREQ) - 1/8 (FREQ) 
TEXT 1 - 5: NONE / FREQUENCY / 
FREQ & SQL & SHIFT 
BEACON TX Beacon automatic AUTO: OFF / ON 
transmit / manual INTERVAL: 30 sec - 60 min 5 min 
transmission switch PROPORTIONAL: ON / OFF 
DECAY: ON / OFF 
LOW SPEED: 1-99 3 
RATE LIMIT: 5 sec - 180 sec _30 sec 
DIGI PATH SELECT Digital repeater route OFF / WIDE 1-1 / WIDE 1-1,WIDE 2-1 / 
setting PATH 1 - PATH 4/ FULL 1 / FULL 2 
DIGI PATH 1 Digital repeater route ADDRESS 1: - 
address setting ADDRESS 2: 
DIGI PATH 2 ADDRESS 1: 
ADDRESS 2: 
DIGI PATH 3 ADDRESS 1: 
ADDRESS 2: 
DIGI PATH 4 ADDRESS 1: 
ADDRESS 2: 
DIGI PATH FULL 1 Digital repeater route ADDRESS 1: 
address setting ADDRESS 2: 
ADDRESS 3: 
ADDRESS 4: 
ADDRESS 5: 
ADDRESS 6: 
ADDRESS 7: 
ADDRESS 8: 
DIGI PATH FULL 2 ADDRESS 1: 
ADDRESS 2: 
ADDRESS 3: 
ADDRESS 4: 
ADDRESS 5: 
ADDRESS 6: 
ADDRESS 7: 
ADDRESS 8: 
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Menu / Item 


CALLSIGN (APRS) 


Explanation of 
function 


My call sign setting 


Set-up Menu List 


Available settings 
Default values shown in BOLD 


MESSAGE GROUP 


Group filter setting for 
received messages 


GROUP 1: ALL#=kk2i2k2 
GROUP 2: CQ:k2kee2kk2 2% 
GROUP 3: QST=ke2kk2k% 
GROUP 4: YAESU:k:8:k: 
GROUP 5: - 

GROUP 6: - 

BULLETIN 1: BLN ?:k:k:k2K2 
BULLETIN 2: BLN? 
BULLETIN 3: BLN? 


MESSAGE REPLY 


Automatic response 
setting of received 
messages 


REPLY: OFF / ON 
CALLSIGN: *k*k=2k2]2k-22¢ 
REPLY TEXT: - 


MY POSITION SET 


My position setting 


GPS / MANUAL 


MY POSITION 


My position manual 
setting 


LAT: N 0°00. 00° (' 00") 
LON: E 0°00. 00' (' 00") 


MY SYMBOL 


My symbol setting 


ICON 1: [/>] Car 

ICON 2: [/R] REC.Vehicle 
ICON 3: [/-] House QTH (VHF) 
USER: [YY] Yaesu Radios 


POSITION COMMENT 


Position comment 
setting 


Off Duty / En Route / In Service / 
Returning / Committed / Special / Priority / 
Custom 0 - 6 / Emergency! 


Smart Beaconing 


Smart beaconing setting 


1 STATUS: OFF / TYPE 1/ TYPE 2/ 
TYPE 3 

2 LOW SPEED: 2-30 5 

3 HIGH SPEED: 3-90 70 

4 SLOW RATE: 1-100 min 30 min 

5 FAST RATE: 10-180 sec 120 sec 

6 TURN ANGLE: 5 - 90° 28° 

7 TURN SLOPE: 1-255 26 

8 TURN TIME: 5 - 180 sec 30sec 


SORT FILTER 


Sort function / filter 
function setting 


SORT: TIME / CALLSIGN / DISTANCE 
FILTER : ALL / MOBILE / FREQUENCY / 
OBJECT/ITEM / DIGIPEATER / VoIP / 
WEATHER / YAESU / OTHER PACKET / 

CALL RINGER / RANGE RINGER / 
1200 bps / 9600 bps 


VOICE ALERT 


BACKUP 


Voice alert function 
setting 


Reading and writing 
information of the radio 
to the micro-SD card 


VOICE ALERT: NORMAL / TONE SQL / 
DCS / RX-TSQL / RX-DCS 

TONE SQL: 67.0 Hz - 254.1 Hz 100.0 Hz 

DCS: 023 - 754 023 


Write to SD / Read from SD 


GROUP ID 


Reading and writing 
GROUP ID information 
to the micro-SD card 


Write to SD / Read from SD 
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Set-up Menu List 


Menu / Item 


SD GARE 
FORMAT 


Explanation of 
function 


Initializing the micro-SD 
card 


Available settings 
Default values shown in BOLD 


USB CAMERA 


Picture size / picture 
quality setting for the 
microphone with camera 


PICTURE SIZE: 160 * 120 / 320 * 240 
PICTURE QUALITY: LOW / NORMAL / 
HIGH 


Bluetooth 


Bluetooth headset 
setting 


AUDIO: AUTO / FIX 
BATTERY: NORMAL / SAVE 
VOX: ON /OFF 

GAIN: HIGH / LOW 


VOICE MEMORY 


FACTORY RESET 


Voice memory function 
setting 


Return all settings to 
default settings when 
shipped 


PLAY/REC: FREE 5 min / LAST 30 sec 
ANNOUNCE: AUTO / OFF / MANUAL 
LANGUAGE: JAPANESE / ENGLISH 
VOLUME: HIGH / MID / LOW 

RX MUTE: ON / OFF 


PRESET 


Preset registration 


RECALL PRESET 


Recall preset 


MEM CH RESET 


Erasing registered 
memory channels 


MEM CH SORT 


Sorting registered 
memory channels 


APRS RESET 


Return APRS settings 
to default settings when 
shipped 


Copy all saved data 


This radio — other / Other > This radio 


ALUSIGN 
CALLSIGN My call sign setting 
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Using the Set-up Menu 


Screen display settings 


| Select the screen to be displayed 


Set the type of screen to be displayed when pressing briefly. 


2 


The set-up menu will be displayed. 
Touch [DISPLAY] 


Touch [1 DISPLAY SELECT] 
The display setting screen will be displayed. 


Touch the item to be displayed 

Select from “ALTITUDE”, “TIMER/CLOCK” and “GPS 
INFO”, the screen that you would like to display. 
Each time the item is touched, the setting will switch 
between “ON” and OFF”. 


Set the other screens as well 
Repeat Step 4 and set the other screens as well. 
Press [25] for one second or longer 


SETUP MENU 
DISPLAY X/RX MEMORY 
om 
WIRES CONFIG DATA 


APRS SD CARD OPTION 


i | RESET/ 
CLONE CALLSIGN 


DISPLAY 


| 1 DISPLAY SELECT 
2° ‘TARGET co ND 


3 'BACKGROUND COLOR ORANGE 


4 'BAND SCOPE 


DISPLAY 


1 | DISPLAY SELECT 


[TimeR/cLock 


The screen to be displayed will be set and the display will return to the previous 


screen. 
Factory default value: All screens are set to “OFF” 
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Using the Set-up Menu 


[] Switching between COMPASS and POSITION INFORMATION screens 
When using the GPS and GM functions, the screen will switch between the “Compass 
Screen” and the “Position Information (Latitude and Longitude) Display Screen”. 
1 Press 28) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] SETUP. MENU 


DISPLAY X/RX MEMORY 


SIGNALIN ‘AN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


(mona), RESET/- 
uous CALLSIGN 


3 Touch [2 TARGET LOCATION] to select the display ee | 
content [3° BACKGROUND at ee 
Each time this symbol is touched, the setting will Ct 
switch between “COMPASS” and “NUMERIC”. |= aa 
COMPASS: The compass screen will be displayed. 
NUMERIC: The position information (latitude and 

longitude) display screen will be displayed. 
Factory default value: COMPASS 


The display contents will be set and the display will return to the previous screen. 


§j Setting the display background color 


The display background color can be selected from the following 5 colors. 
*Orange «Green «Blue Purple « Grey 


Refer to “Changing the background color of the frequency display area” (ceP.60) for details. 


| Setting the band scope display width 


The frequency bandwidth and memory channel number to be displayed when band scope 
is running can be set. 


1 Press for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] SETUP, MENU 


DISPLAY X/RX MEMORY 
SIGNALIN ‘AN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


{ ] RESET/ 
CLONE CALLSIGN, 


1i2 


Using the Set-up Menu 


3 Touch [4 BAND SCOPE] to select the frequency width | 
The frequency bandwidth will switch between “WIDE” — wy 
and “NARROW” each time this symbol is touched. 

WIDE: The frequency bandwidth will be displayed 
using a wide search width. 
NARROW: The frequency bandwidth will be displayed 
using a narrow search width. 


SS VFO mode | Memory mode 


WIDE +25 steps +25 channels 
NARROW +12 steps +5 channels 


Factory default value: WIDE 


The bandwidth of the frequency will be set and the display will return to the previous 
screen. 


| Setting the display brightness 


The brightness of the touch panel can be set. 
Refer to “Adjusting the display brightness” (t=P.58) for details. 


| Setting the display contrast 


The contrast of the touch panel can be adjusted. 
Refer to “Adjusting the display contrast” (t&P.58) for details. 


| Switching the time display and the voltage display 


The display at the top right of the display can be changed between “Time Display” and 
“Voltage Display”. 
1 Press (2%) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DISPLAY] SETUP MENU 


DISPLAY X/RX MEMORY 
SIGNALIN ‘AN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


i | RESET/ 
CLONE CALLSIGN 
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Using the Set-up Menu 


3 Touch [7 TIME/VDD] to select the display content — 


AREOONR i | 
The display content changes between “TIME” and —— 


“VDD” each time the symbol is touched. 
TIME: The time will be displayed. 


VDD: The voltage will be displayed. 
Factory default value: TIME 


4 Press (2%) for one second or longer 
The display content will be set and the display will return to the previous screen. 


Transmit and receive settings 


§j Setting the signal format 

The radio signal format can be selected from “FM”, “AM” and “NARROW FM” in the 
analog mode. 

Refer to “Changing the radio signal format” (tP.46) for details. 


Ij Setting the AMS transmission mode 


When operating in the AMS function, the transmit mode may be selected: 
1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [TX/RX] SETUP MENU 
DISPLAY TX/RX yo 
SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION: 


( | RESET/— caLisi@N 


3 Touch [DIGITAL] TX/RX 
| Move 


[ pierrat 
| aupio 
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Using the Set-up Menu 


4 Touch [1 AMS TX MODE] to select the AMS transmit DIGITAL 
mode. 1 AMS TX MODE 
The AMS transmit mode changes in the following Jose ents pone 
order each time the symbol is touched. 3 SQL CODE 
TX M: The operating mode is automatically selected am (OYGTERESPOPUPNT INE 


from four communication modes to match 
the received signal. Pressing the Microphone 

[PTT] momentarily, toggles between the Digital 

and Analog communication modes. 

TX FM FIXED: The RX mode is automatically selected from the four communication 
modes to match the received signal. The TX mode is automatically 
changed to the “FM” mode. 

TX DN FIXED: The RX mode is automatically selected from the four communication 
modes to match the received signal. The TX mode is automatically 
changed to the “DN” mode. 

TX VW FIXED: The RX mode is automatically selected from the four communication 
modes to match the received signal. The TX mode is automatically 
changed to the “VW” mode. 

AUTO: The RX and TX operating mode is automatically selected from the four 

communication modes to match the received signal. 

+ Factory default value: TX M 

* Blink ““—~” : TX M 
Blink “OO” : TX FM FIXED / TX DN FIXED / TX VW FIXED 
“Oo” : AUTO 

*The OO symbol display differs according to the received signal. 


The AMS transmit mode will be set and the display will return to the previous screen. 


| Setting the squelch type of the digital mode 


The squelch type in the digital mode can be set. 
1 Press G3) for one second or longer 
The set-up menu will be displayed. 
2 Touch [TX/RX] SETUP MENU 


DISPLAY TX/RX EMORY 
SIGNALING) SCAN 
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WIRES CONFIG DATA 


APRS SD CARD OPTION 


i | RESET/ 
CLONE CALLSIGN 


3 Touch [DIGITAL] TX/RX 


MODE 


| pigiTaL 
AUDIO <") 
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Using the Set-up Menu 


4 Touch [2 SQL TYPE] ©) DIGITAL 
The squelch type changes in the following order each - nee ns 
time the symbol is touched. 


“OFF” — “CODE” > “BREAK” bina 
OFF: There will always be audio output when a digital | . _ re 
signal of a YAESU transceiver is received. 
CODE: Audio will only be output when the received 
signals have a matching SQL CODE. 

BREAK: Regardless of the CODE setting, audio will 

be output when the partner station transmits 

using the BREAK setting. 
Factory default value: OFF 


5 Press [25] for one second or longer 
The squelch type will be set and the display will return to the previous screen. 


| Setting the squelch code of the digital mode 
A squelch code may be set in the digital mode. 


The set-up menu will be displayed. 
2 Touch [TX/RX] SETUP MENU 
DISPLAY TX/RX yy 
SIGNALING) SCAN 
WIRES CONFIG DATA 
APRS SD CARD OPTION 


| RESET/— cALLsIGN 


3 Touch [DIGITAL] 


4 Select and touch [3 SQL CODE] 
The characters of the set value will turn orange i 
color. 


SQL CODE 
DIGITAL POPUP TIME 
] 


SQL CODE 


4 DIGITAL POPUP TIME 
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Using the Set-up Menu 


5 


Turn A to select the code 
+ The code can be selected from 001 to 126. 
* Factory default value: 001 
Touch [3 SQL CODE] — 
: . 3 /SQL CODE 
The characters of the set value will turn green in color. oe 


4 DIGITAL POPUP TIME 
{ .] 


3''SQL CODE 
4 DIGITAL POPUP TIME 
f | 


Press [sss] for one second or longer 
The squelch code will be set and the display will return to the previous screen. 


| Setting the pop-up time for the partner station information 


The time that partner station information such as the call sign is displayed can be set. 


1 


2 


Press [ess] for one second or longer 

The set-up menu will be displayed. 

Touch [TX/RX] SETUP. MENU 
DISPLAY TX/RX yo 
SIGNALING), SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 


( | RESET/ 
CLONE CALLSIGN 


Touch [DIGITAL] TX/RX 


MODE 
| pigiTaL 
' aupio <") 


Touch [4 DIGITAL POPUP TIME] to select the pop- = 


4 DIGITAL POPUP TIME 
up time wo 5 
The pop-up time changes in the following order each 


time the symbol is touched. 

“OFF” “2sec” “4sec” “6sec” “8sec” “10sec” “20sec” 
“30sec” “60sec” “CONTINUE” 

Factory default value: 10 sec 


The pop-up time will be set and the display will return to the previous screen. 
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Using the Set-up Menu 


| Setting the display method for my position 


Refer to the separate Operating Manual GM Edition (download the manual from the 
YAESU website). 


J Setting the Standby Beep 

When communicating in a digital mode, a beep is sounded after the end of the other 

stations transmission. 

1 Press @8) for one second or longer 

The set-up menu will be displayed. 

2 Touch [TX/RX] SETUP MENU 
DISPLAY TX/RX yo 
SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


{ | RESET/ 
CLONE CALLSIGN 


3 Touch [DIGITAL] TX/RX 


| Move 


f DIGITAL 


4 Touch [6 STANDBY BEEP] to select OFF/ON 
The setting will switch between “ON” and “OFF” each 
time the symbol is touched. 
OFF: Disable the STANDBY BEEP feature. 


as Enable the STANDBY BEEP feature. 
im default value: ON 


The aa will return to the previous screen. 


| Displaying the version of the DSP program 
The version of the DSP program in the digital unit inside the radio can be checked. 
1 Press GS) for one second or longer 
The set-up menu will be displayed. 
2 Touch [TX/RX] 
3 Touch [DIGITAL] 
4 Touch [7 DSP VERSION] 
The version of the DSP program will be displayed. 


5 Press [&) for one second or longer 
The display will return to the previous screen. 


178 


Using the Set-up Menu 


Ij Setting the sub-band mute 

The receive audio of the sub-band can be automatically muted when receiving signals in 

the main band. 

1 Press @8) for one second or longer 

The set-up menu will be displayed. 

2 Touch [TX/RX] SETUP. MENU 
DISPLAY TX/RX EMORY 
SIGNALING soa at aaa 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


( | RESET/ 
CLONE CALLSIGN 


3 Touch [AUDIO] 


AUDTO ® 


4 Touch [1 SUB BAND MUTE] to select OFF/ON AUDIO. 


The setting will switch between “ON” and “OFF” each pag ecaesegaaneensabet 
time the symbol is touched. : MCMGRTN 
OFF: The sub-band audio will not be muted when a 
signal is received on the main band. 
ON: The sub-band audio will be muted when a signal 
is received on the main band. 
Factory default value: OFF 


5 Press [2] for one second or longer 
The sub-band mute will be set and the display will return to the previous screen. 


Ij Setting the sensitivity of the microphone 


The sensitivity (gain) of the microphone can be adjusted. 
Refer to “Adjusting the sensitivity of the microphone” (tP.50) for details. 


Memory channel settings 


| Setting the display method for the memory tag 


The display format for the name and frequency assigned to a memory can be selected 
for each channel. 
Refer to “Changing the display format of the memory tag” (s=P.68) for details. 


§j Setting the memory scan method 


The memory scan can be set to scan for all memory channels or only specified memory 
channels. 
Refer to “Selecting the scanning method” (1P.75) for details. 
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Tone signal settings 
| Setting the squelch tone frequency (CTCSS) 
The tone frequency can be set. Refer to “Setting the tone frequency” (rP.102) for details. 


§j Setting the DCS code 
The DCS code can be set. Refer to “Setting the DCS code” (tP.104) for details. 


§j Setting the transmission method of the DTMF code 
The transmission method of the registered DTMF code can be set. 
Refer to “Transmitting registered DTMF code” (sP.113) for details. 
i Registering the DTMF code 


Telephone numbers used when connecting to a public line from a phone patch can be 
registered using a DTMF code up to a maximum of 16 digits. 
Refer to “Registering the DTMF code” (t&P.112) for details. 


§j Recalling only specified stations 


The function for calling only specified stations using the pager code can be set. 
Refer to “Using the pager function” (r=P.106) for details. 


[] Setting the user programmed reverse CTCSS tone 


The frequency of the user programmed reverse CTCSS tone squelch can be set at100 Hz 
intervals between 300 Hz and 3000 Hz 


1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 


DISPLAY TX/RX MEMORY 


IGNALING | SCAN 


CONFIG DATA 


SD CARD OPTION 


| RESET/“—> caLtsiGn 


CLONE, 


3 Select and touch [6 PRG REV TONE] ‘hy SIGNALING 
The characters of the set value will turn orange in | 5 PAGER padi 
color. 6 'PRG REV TONE 


7 ‘BELL RINGER 


| 8 'SQL EXPANSION 
| | 


SIGNALING 
PAGER CODE 


5 
6 °'PRG REV TONE 
7 


BELL RINGER 
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4 Turn A to select the frequency 
Factory default value: 1500 Hz 

5 Touch [6 PRG REV TONE] SIGNALING 
The characters of the set value will turn green in color. syle 


6''PRG REV TONE 
Cz BELL RINGER 


SIGNALING 


5 'PAGER CODE 


6''PRG REV TONE 


| 7 ‘BELL RINGER 


6 Press [88] for one second or longer 
The frequency will be set and the display will return to the previous screen. 


| Using the bell Notification of an incoming call from a partner station using the bell 


Notification of an incoming call from a partner station can be provided by a bell sound. 
Refer to “Using the bell to notify an incoming call by a partner” (s=P.110) for details. 


| Setting the squelch type separately for transmit and receive 
Different squelch types can be used for transmit and receive. 


The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP. MENU 
DISPLAY TX/RX MEMORY 


IGNALING)) SCAN 


oe CONFIG DATA 


SD CARD OPTION 


| RESET/ 
CLONE CALLSIGN 


3 Touch [8 SQL EXPANSION] to select OFF/ON PCA Tar Ty iy anon 
The setting will switch between “OFF” and “ON” each (Z 
time it is touched. 


OFF: Use the same squelch for transmit and receive. 

ON: Use different squelch for transmit and receive. 
Refer to “Other squelch functions” (=P. 110) for 
details. 

Factory default value: OFF 


4 Press for one second or longer 
The squelch type when transmitting and receiving will be set and the display will 
return to the previous screen. 
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§j Setting the weather alert operation (USA Version Only) 


The reception of the weather alert can be disabled. 
1 Press @) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SIGNALING] SETUP MENU 


DISPLAY TX/RX MEMORY 


IGNALING | SCAN 


CONFIG DATA 


SD CARD OPTION 


CLONE. 


) RESET/= caiision 


3 Touch [9 WX ALERT] to select OFF/ON Pedra tece 
The setting will switch between “OFF” and “ON” each 3 
time it is touched. 

OFF: The weather alert will not be received. 
ON: The weather alert will be received. 


Factory default value: OFF 
The weather alert operation will be set and the display will return to the previous 
screen. 


Scan settings 


| Setting the signal reception method 


The reception method when a signal is picked up in the home channel can be set. 
Refer to “Setting the signal reception method” (tsP.82) for details. 


J Setting the scanning direction 


The scanning direction can be set to scan for increasing or decreasing frequencies or 
memory channel numbers. 


1 Press 28) for one second or longer 
The set-up menu will be displayed. 
2 Touch [SCAN] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING) |SCAN 
WIRES CONFIG w... 


APRS SD CARD OPTION 


(nenyacmn| RESET/- 
aioe CALLSIGN 
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3 Touch [2 SCAN DIRECTION] to select the scanning SCAN 


direction 1 DUAL WATCH STOP 

The setting will switch between “UP” and “DOWN” = sions trendy 

each time it is touched. SUISCAN veo 

UP: Scan for increasing frequencies or memory 
channel numbers. 

DOWN: Scan for decreasing frequencies or memory 


channel numbers. 
Factory default value: UP 


4 Press for one second or longer 
The scanning direction will be set and the display will return to the previous screen. 


| 


| Setting the receive operation when the scanning stops 


The reception method when the scanning stops can be set. 
Refer to “Setting the receive operation when the scanning stops” (1=P.73) for details. 


Group monitor function settings 


The GM (group monitor) function automatically checks to find if there are any registered 
group members within communication range. 

Refer to the separate Operating Manual GM Edition for further details (download the 
operating manual from the YAESU website). 


Settings on the functions and configuration 


Ij Setting the date and time 


The date and time of the radio can be set. 
Refer to “Adjusting the data and time” (t&P.56) for details. 
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| Setting the display format for the date and time 


The display format of the clock inside the radio can be changed as follows. 
- Date format: Month/Day/Year format, Year/Month/Day format, Day/Month/Year 


format, Year/Day/Month format 
- Time format: 24 hours format, 12 hours format 
1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] 


3 Touch [2 DATE & TIME FORMAT] 
The display setting screen for the date and time will 
be displayed. 


4 Touch [DATE] 
The display setting screen for the date will be 
displayed. 


5 Touch the format to be displayed 
Touch and select the date format to be displayed. 
mmm/dd/yyyy: Display in Month/Day/Year format. 
yyyy/mmm/dd: Display in Year/Month/Day format. 
dd/mmm/yyyy: Display in Day/Month/Year format. 


yyyy/dd/mmm: Display in Year/Day/Month format. 
Factory default value: mmm/dd/yyyy 


6 Touch [BACK] 


7 Touch [TIME] to select the display format for the time 


The setting will switch between “24 hour” and “12 
hour” each time it is touched. 
Factory default value: 24 hour 
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SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD TION 


| | RESET/e= caLtsiGn 


CLONE. 


CONFIG 
| 1 DATERTIME ADJUST 
[2 | DATEATINE FORMAT 
3. TIME ZONE 
eel AUTO RPT SHIFT 
i ] 


CONFIG 


[ 2 [DATE & TIME FORMAT 


[ DATE 
| TIME » 


CONFIG 


2 |DATE & TIME FORMAT 


[ DATE 
Smmm/dd/yy yy | 


dd/mmm/yyyy | yyyy/dd/mmm 
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The display format for the date and time will be set and the display will return to the 
previous screen. 


Ij Setting the time zone 


The time of the clock inside the radio can be synchronized with the time in the time data 
(Coordinated Universal Time) from the GPS. 
The time zone can be set at 0.5 hour intervals up to +14 hours. 


2 


The set-up menu will be displayed. 
Touch [CONFIG] SETUP. MENU 


DISPLAY TX/RX MEMORY 


SIGNALING) SCAN 


WIRES CONFIG DATA 
APRS sD cain 


i | RESET/ 
CLONE CALLSIGN 


Select and touch [3 TIME ZONE] Pee 
The characters of the set value will turn orange in 
color. 


4 ‘AUTO RPT SHIFT 
| 


3°!TIME ZONE 


4 ‘AUTO RPT SHIFT 
{ | 


Turn «A to select the time zone 
The time zone can be set at 0.5 hour intervals up to +14 hours. 
Factory default value: UTC+0:00 
Touch [3 TIME ZONE] 


Jo 3 TIME ZONE 
The characters of the set value will turn green in 3 
4 ‘AUTO RPT SHIFT 
color. 


3'!TIME ZONE 


4 ‘AUTO RPT SHIFT 
| 


Press [2s] for one second or longer 
The time zone will be set and the display will return to the previous screen. 
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Ij Setting the auto repeater shift 


When communicating using the repeater, the repeater auto shift function automatically 
shifts the transmit frequency to match the repeater input frequency This allows the 
repeater to be used by simply tuning the FTM-400DR/DE to the repeater output 
frequency This setting may turned ON or OFF. 


1 


2 


Press [8] for one second or longer 
The set-up menu will be displayed. 
Touch [CONFIG] 


Touch [4 AUTO RPT SHIFT] to select ON/OFF 

The setting will switch between “ON” and “OFF” each 

time it is touched. 

ON: The auto repeater shift function will be switched 
on. 

OFF: The auto repeater shift function will be switched 

off. 
Factory default value: ON 


(eyez |RESET/ 


SETUP MENU 
TX/RX 


DISPLAY MEMORY 


SIGNALING), SCAN 


CONFIG DATA 
SD CARD Ww. ON 


CALLSIGN 


WIRES 


APRS 


CLONE. 


4°" AUTO RPT SHIFT 
z= 


The auto repeater shift will be set and the display will return to the previous screen. 


| Setting the direction of the repeater shift 
The direction of the repeater shift function can be set. 


2 
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The set-up menu will be displayed. 
Touch [CONFIG] 


SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 
APRS SD CARD TION 


{ ] RESET/ 
CLONE. 


CALLSIGN 


Using the Set-up Menu 


3 


Touch [5 RPT SHIFT] to select the shift direction CONFIG 
The setting will switch between “OFF”, “-” and “+” Om RPImSHTET 

each time it is touched. 

OFF: The transmit frequency will not shift. 

-: The transmit frequency will shift down. 

+: The transmit frequency will shift up. 

Factory default value: Differs depending on frequency 

Press [#5] for one second or longer 

The direction of the repeater shift will be set and the display will return to the 
previous screen. 


6 'RPT SHIFT FREQ 


| Setting the shift width of the repeater 


The offset frequency of the repeater shift function can be set. 

Press for one second or longer 

The set-up menu will be displayed. 

Touch [CONFIG] SETUP. MENU 


DISPLAY TX/RX MEMORY 


1 


2 


SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS ) “ANDi 
(Generate |RESET/ 

Sree CALLSIGN 


Select and touch [6 RPT SHIFT FREQ] CONFIG 

The characters of the set value will be displayed in yoo ras 

orange color. 6 | RPT SHIFT FREQ 
we. FM AM STEP 


CONFIG 
5 'RPT SHIFT 


6 RPT SHIFT FREQ 


7 'FM AM STEP 


Turn A to set the shift offset frequency 


The shift width can be set at 0.05 MHz intervals between 0.00 MHz and 99.95 MHz. 


Factory default value: Differs depending on frequency 
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5 


Touch [6 RPT SHIFT FREQ] CONFIG 
The characters of the set value will turn green in ~ ue 
color. 6 (RPT SHIFT FREQ 
Cz FM AM STEP 
CONFIG 
5 'RPT SHIFT 
rl RPT SHIFT FREQ 
[er FM AM STEP 
Press 2] for one second or longer 


The offset of the repeater shift function will be set and the display will return to the 
previous screen. 


| Setting the frequency step 


The change in the frequency when the tuning knob is turned, or when the key is pressed 
can be set. 
Refer to “Changing the frequency step” (t&P.41) for details. 


§j Setting the volume of the beep 


The confirmation sound (beep) that goes off when a key is pressed can be changed. 
Refer to “Changing the beep volume” (rP.54) for details. 


| Setting the clock shift of the CPU 


The clock signal of the CPU can be changed so that it is not heard as an internal 
spurious signal by the receiver. Select “A” during normal operation. 


1 


2 
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Press [és] for one second or longer 
The set-up menu will be displayed. 
Touch [CONFIG] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD cat Don 
{ | RESET/ 

CLONE CALLSIGN 
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3 


Touch [9 CLOCK TYPE] to set the clock type 

The setting switches between “A” and “B” each time 

it is touched. 

A: The clock shift operation will automatically switch 
on and off. 

B: The clock shift will be kept in operation at all 
times. 

Factory default value: A 


Press [5] for one second or longer 


CONFIG 


O'CLOCK TYPE 
é. MIC PROGRAM KEY 


The clock shift type will be set and the display will return to the previous screen. 


| Setting the program key of the microphone 


Functions can be assigned to the program keys (P1 to P4) of the provided microphone 
(MH-48). 


1 


2 


Press for one second or longer 
The set-up menu will be displayed. 
Touch [CONFIG] 


Touch [10 MIC PROGRAM KEY] 
The setting screen for the microphone program key 
will be displayed. 


Touch the program key (P1 to P4) where the function 
is going to be assigned 

The functions that can be assigned will be displayed. 
When the function you want to assign is not 
displayed, turn “A to scroll the display. 


Touch and select the function that you want to assign 


SETUP MENU 


DISPLAY TX/RX MEMORY 

SIGNALING), SCAN 

WIRES CONFIG DATA 

APRS SD CARD TION 

( | RESET/ 
CLONE CALLSIGN 

CONFIG 
9 'CLOCK TYPE 


tO" MTC PROGRAM KEY 


11° 'RX COVERAGE 


CONFIG 


[10 | MIC PROGRAM KEY 
Py re | 


1 


[ps 


[ 10 [mic PROGRAM KEY P1 2/2 | 
| | T-caLL | voice 
| se | REPLY | M-EDIT 


p_x | PR FREQ | S-LIST 
s 
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6 Touch [BACK] CONFIG 
The display will return to the selection screen for the [10 [MIC PROGRAM KEY P1 2/2 | 


program keys (P1 to P4). [sou orF | T-catt | 


| D_X | PR FREQ | S-LIST 


| Ms@ | REPLY if M-EDIT 


{ wy 
7 Set other program keys 
Repeat Steps 4 to 6 to set the functions to be assigned to other program keys. 
8 Press (8) for one second or longer 
The function will be assigned to the program key and the display will return to the 
previous screen. 
Factory default value: P1: SQL OFF (T-CALL: European version) 
P2: HOME 
P3: D_X 
P4: TX POWER 


§j Expanding the receive range 


The frequency can be set to receive frequencies such in the air band (108 to 137 MHz) 
and the information wireless band (174 to 400 MHz, 480 to 999.99 MHz) as well. 
1 Press (8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING) SCAN 
WIRES CONFIG DATA 


APRS SD CARD TION 


| RESET/ caLisian 


3 Touch [11 RX COVERAGE] to set the receive range 
The setting switches between “NORMAL” and 
“WIDE” each time it is touched. 

NORMAL: Receives only the 144 MHz and the 430 
MHz bands. 
WIDE: Receives the air band and the information 
wireless band as well. 
Factory default value: NORMAL 


4 Press for one second or longer 
The receive range will be set and the display will return to the previous screen. 
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§j Setting the unit display 
The unit to be used when displaying the altitude, distance and speed can be set. 
1 Press @3) for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 
APRS sD “iD 


{ | RESET“ CALLSIGN 


3 Touch [12 UNIT] to set the unit Snaa 
The setting switches between “METRIC” and “INCH” 
each time it is touched. 

METRIC: Displays the unit using the metric system. 


INCH: Displays the unit using the inch system. 
Factory default value: Depends on the transceiver 
version 


The display unit will be set and the display will return to the previous screen. 


| Switching the power off automatically 


The radio can be set to switch the power off automatically when there is no operation for 
a period of time. 
Refer to “Using the APO function” (s=P.119) for details. 


| Limiting the continuous transmission time 


The radio can be set to return to the reception mode automatically after a time specified 
in advance has passed in the transmit mode. 
Refer to “Using the TOT function” (tP.120) for details. 


Ij Setting the PIN code of the optional Bluetooth headset 

The headset that you are using can be paired with the optional Bluetooth unit mounted 
in the radio. 

Refer to “Setting the PIN code of the Bluetooth headset” (tP.137) for details. 
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| Setting the geodetic reference system of the GPS function 
The geodetic reference system which serves as the positioning standard of the GPS 
function can be set. 
1 Press 28) for one second or longer 
The set-up menu will be displayed. 
2 Touch [CONFIG] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG 
APRS sD cai Ds 
(menyas=n), RESET/- 

aion CALLSIGN 


3 Touch [16 GPS DATUM] to set the geodetic CONFIG 
reference system [15° Bluetooth PAIRING 
The setting switches between “WGS-84’ and 
“TOKYO MEAN” each time it is touched. 

WGS-84: Positions using the global geodetic 
reference system. This is being used as a 
standard all around the world. 

TOKYO MEAN: Positions using the Japanese 
geodetic reference system. When 
positioning in Japan (Tokyo), the 
error can be made smaller. 

Factory default value: WGS-84 


16"'GPS DATUM 
é., GPS DEVICE 


The geodetic reference system of the GPS function will be set and the display will 
return to the previous screen. 


| Positioning using the external GPS device 


This is set when connecting an external GPS reception device. 
Refer to “Positioning using an external GPS device” (1P.84) for details. 


| Setting the interval for recording the GPS position information 

The time interval for recording your own position information in the micro-SD card can 
be set. 

Refer to “Recording the position information (GPS log function)” («P.89) for details. 
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Data communication settings 


§j Setting the COM port 


The communication speed and function when using the [DATA] jack at the back of the 
main body as a COM port can be set. 


1 


2 


3 


Press [285] for one second or longer 
The set-up menu will be displayed. 
Touch [DATA] 


Touch [1 COM PORT SETTING] 


The screen for the detailed settings will be displayed. 


Touch [SPEED] to select the communication speed 
of the COM port 

The setting changes as follows each time it is 
touched. 

“4800 bps” — “9600 bps” — “19200 bps” — 
“38400 bps” — “57600 bps” 

Factory default value: 9600 bps 


{ | 


SETUP MENU 


DISPLAY 
SIGNALING 
WIRES 


APRS 


DATA 


= 


TX/RX MEMORY 
SCAN 
CONFIG DATA 


SD CARD OPTION 


CLONE. 


3° 'DATA SPEED 


4° 'DATA SQUELCH 
| 


DATA 


1 | COM PORT SETTING 


[SPEED 
we Fi 
WP FILTER 


[output 


RESET/—= CALLSIGN 


COM PORT SETTING 
| 2° 'DATA BAND 


ea near serine | 
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5 Touch [OUTPUT] to select the output function of the DATA 
COM port [ 1 [com porT seTTING 
The setting changes as follows each time it is |sPEED [ourPur 
touched. |we FORMAT 
“OFF(camera)” — “GPS OUT” > “PACKET” > [WenPreTER 


“WAYPOINT” | 

OFF (camera): The output function of the COM port 

is not used (invalid operation). 

GPS OUT: Outputs the GPS data obtained by the 

radio. 

PACKET: Outputs the AX.25 packet communication 
data received using the in-built modem 
function. 

WAYPOINT: Outputs the position information of 

other station beacons obtained from the 
APRS packets received as WAYPOINT 


data. 
Factory default value: OFF (camera) 
6 Touch [WP FORMAT] to select the data format DATA 
This sets the number of digits in the call sign [1 |com port seTTING 
information of the APRS beacon station appended |SPEED wut 
to each data when “WAYPOINT” is selected in Step We" FORMA 
5 (the data will be output using the NMEA-0183 wwe oo") 
$GPWPL format). | 
The setting changes as follows each time it is 


touched. 

“NMEA 9” > “NMEA 8” — “NMEA 7” — “NMEA 6” 

NMEA 9: The call sign will be limited to 9 digits on the 
right (Example: The call sign information for 
JQ1YBG-14 is “JQ1YBG-14”). 

NMEA 8: The call sign will be limited to 8 digits on the 
right (Example: The call sign information for 
JQ1YBG-14 is “Q1YBG-14”). 

NMEA 7: The call sign will be limited to 7 digits on the 
right (Example: The call sign information for 
JQ1YBG-14 is “1YBG-14”). 

NMEA 6: The call sign will be limited to 6 digits on the 
right (Example: The call sign information for 
JQ1YBG-14 is “YBG-14”). 

Factory default value: NMEA 9 
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7 Touch [WP FILTER] to select the forwarding content DATA 
This sets the type of beacon that you would like to | 1 |com PoRT seTTING 


output when “WAYPOINT” is selected in Step 5. cue lourpur 
The setting changes as follows each time it is [ 
touched. & NN 
“ALL” — “MOBILE” > “FREQUENCY” > “OBJECT/ I 
ITEM” > “DIGIPEATER’” — “VoIP” “WEATHER” — 
“YAESU” — “CALL RINGER’ > “RNG RINGER” 
ALL: Outputs all beacons received. 
MOBILE: Outputs only mobile stations. 
FREQUENCY: Outputs only the stations with 

frequency information. 
OBJECT/ITEM: Outputs only the object station or 

item station. 
DIGIPEATER: Outputs only the digital repeater 

station. 
VoIP: Outputs only VoIP stations such as WIRES. 
WEATHER: Outputs only the weather station. 
YAESU: Outputs only stations which are using Yaesu 
transceivers. 

CALL RINGER: Outputs only the information of the 

call sign ringer station set using 

[10 APRS RINGER (CALL)] in the 

APRS set-up menu. 
RNG RINGER: Outputs only the information of 

the station deemed to be the 

approaching station using the 

[9 APRS RINGER] range ringer 

function in the APRS set-up menu. 
Factory default value: ALL 

8 Press [2%] for one second or longer 

The COM port will be set and the display will return to the previous screen. 


WP FORMAT 
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| Setting the operating band of the APRS and data communication 
The operating band of the APRS (internal modem) and data communication (when using 
the [DATA] jack at the back of the main body) can be set. 
1 Press @) for one second or longer 
The set-up menu will be displayed. 
2 Touch [DATA] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


CLONE. 


f | RESET/= caiisiGn 


3 Touch [2 DATA BAND SELECT] DATA 
The screen for the detailed settings will be displayed. opt esr sey 
2 ‘DATA BAND ECT 
[asl DATA SPE 
[al DATA SQUELCH 
| 


4 Touch [APRS] to select the APRS operating band DATA 
The setting changes as follows each time it is 2 |DATA BAND SELECT 


touched. fol w 

“A-BAND FIX” > “B-BAND FIX” —> “A=TX/B=RX” —> tas 

“A=RX/B=TX” — “MAIN BAND” —> “SUB BAND” 

A-BAND FIX: The upper band will be selected. 

B-BAND FIX: The lower band will be selected. 

A=TX/B=RxX: Transmits using the upper band and 
receives using the lower band. 

A=RX/B=TX: Receives using the upper band and 
transmits using the lower band. 

MAIN BAND: The main band will be selected. 


SUB BAND: The sub-band will be selected. 
Factory default value: BPBAND FIX 


5 Touch [DATA] to select the data transmission DATA 
operating band 2 | DATA BAND SELECT | 


Repeat Step 4 to set the data communication APRS 
operating band. [DATA 
Factory default value: B-BAND FIX 


6 Press [88] for one second or longer 
The operating band of the APRS and data communication will be set and the display 
will return to the previous screen. 
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Ij Setting the baud rate of the APRS and data communication 


The baud rate of the APRS (internal modem) and data communication (when using the 


[DATA] jack at the back of the main body) can be set. 


1 


2 


Press [25] for one second or longer 
The set-up menu will be displayed. 
Touch [DATA] 


Touch [3 DATA SPEED] 
The screen for the detailed settings will be displayed. 


Touch [APRS] to select the packet communication 

speed 

The setting will switch between “1200 bps” and “9600 

bps” each time it is touched. 

1200 bps: Sets the speed as AFSK 1200 bps packet. 

9600 bps: Sets the speed as GMSK 9600 bps 
packet. 

Factory default value: 1200 bps 

Touch [DATA] to select the data communication 

speed 

Repeat Step 4 to set the data communication speed. 

Factory default value: 1200 bps 


DISPLAY 


if | RESET/ 


SETUP MENU 
TX/RX MEMORY 
SIGNALING), SCAN 

WIRES CONFIG DATA 


APRS SD CARD OPTION 


CALLSIGN 


CLONE. 


DATA 
1 COM PORT SETTING 


2° 'DATA BAND SELECT 


| 3''DATA SPE 
4° 'DATA SQU' 


DATA 


3 | DATA SPEED | 


| APRS 
| DATA » 


DATA 


3 | DATA SPEED | 


| APRS 


[ DATA 


~) 


] 


The baud rate of the APRS and data communication will be set and the display will 


return to the previous screen. 
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Using the Set-up Menu 


| Setting the output condition of the squelch detection and squelch terminal 


The squelch detection condition during APRS (internal modem) operation and squelch 
terminal output condition of the data communication (when using the [DATA] jack at the 
back of the main body) can be set. 
1 Press @) for one second or longer 

The set-up menu will be displayed. 
2 Touch [DATA] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 
APRS SD CARD OPTION 


| RESET/— cALLSIGN 


3 Touch [4 DATA SQUELCH] DATA 


The screen for the detailed settings will be displayed. foi pectin 
2 DATA BAND SELECT 
—— 


DATA SPEED 


4 Touch [APRS] to select the squelch detection DATA 
condition during APRS operation using the internal | 4 [pata squetcH 
modem | APRS 
The setting switches between “RX BAND” and “TX/ i Y 
RX BAND?” each time it is touched. ue 
RX BAND: Transmission is not possible when the | 
receive band squelch is open. 
TX/RX BAND: Transmission is not possible when 
either the receive band or transmit 
band squelch is open. 
Factory default value: RX BAND 
5 Touch [DATA] to select the output condition (during DATA 
reception) related to the squelch terminal inside the | 4 [pata squetcH 
[DATA] jack APRS 
The setting switches between “RX BAND” and “TX/ MONTE 
RX BAND?” each time it is touched. ues *) 


RX BAND: The SQL terminal becomes active when 
the receive band squelch is open. 
TX/RX BAND: The SQL terminal becomes active 
when either the receive band or 
transmit band squelch is open. 
Factory default value: RX BAND 
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6 Touch [TX] to select the output condition (during DATA 
transmission) related to the squelch terminal inside | 4 | DATA squeLcH 


the [DATA] jack | APRS 
Each time this is touched, the setting will switch [ DATA 
between “ON” and “OFF”. zie 
ON: The SQL terminal becomes active during I 
transmission. 
OFF: The SQL terminal does not become active 
during transmission. 

* The action to be taken when the reception band 

specified using [DATA] under [2 DATA BAND 

SELECT] in the DATA set-up menu is ready to 

transmit is set here. 
¢ When this is set to ON, transmission of external 

devices such as TNC can be suppressed during 

transmission. 
Factory default value: ON 

7 Press [8%] for one second or longer 

The APRS and data communication squelch will be set and the display will return to 
the previous screen. 


APRS function settings 


The APRS function of the radio is a data communication system for data such as 
messages and station position using the APRS format. 

Refer to the separate Operating Manual APRS Edition for details (download the manual 
from the YAESU website). 


Micro-SD card settings 


§ Writing settings to the micro-SD card 


Using a micro-SD card, the memory channels registered in the radio and the settings in 
the set-up menu can be copied to another FTM-400DR/DE. 

The settings saved in the micro-SD card can also be downloaded into the radio. 

Refer to “Copying the Radio Data to another transceiver” (cP.151) for details. 
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Using the Set-up Menu 


§ Writing group IDs to the micro-SD card 


The group ID information registered in the radio can be written to a micro-SD card. 
The group ID information saved in the micro-SD card can also be downloaded into the 
radio. 

Refer to the separate Operating Manual GM Edition for further details (download the 
operating manual from the YAESU website). 


J Initializing the micro-SD card 


Initialize the memory card when using a new micro-SD card. 
Refer to “Initializing the micro-SD card” (ceP.35) for details. 


Optional device settings 


| Setting the image of the connected speaker microphone with camera 


The image size and quality when taking pictures with the connected speaker 
microphone with a camera (MH-85A11U) can be set. 
1 Press @8) for one second or longer 
The set-up menu will be displayed. 
2 Touch [OPTION] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING) SCAN 


WIRES CONFIG DATA 


APRS SD CARD OPTION 


| RESET/— cALLsiGN 


3 Touch [1 USB CAMERA] OPTION 
The screen for setting the image will be displayed. ws Sentai » 
* PICTURE SIZE: Sets the size of the picture to be po 
taken. 3° VOICE MEMORY 
* PICTURE QUALITY: Sets the quality of the picture 
to be taken. 
4 Touch [PICTURE SIZE] to set the picture size OPTION 
The setting changes between “160:*120” and US WSERCAMENS | 


“320:240” each time it is touched. |PreTuRE a) 
aie} §=° Factory default value: 320:*240 (unit: pixel) [PlcTURE QUALITY 


* It takes about 30 seconds to sending a picture in the 


size of 320:*240 to other transceivers. ( 
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5 Touch [PICTURE QUALITY] to set the picture quality we OPTION, 
The setting will change in the following order each [ 1[use camera 
time it is touched. [PRETORERSTZENNT 3205240 8 
“LOW (low resolution)” — “NORMAL” —> “HIGH (high [Prerune on) 
resolution)” 


(apngractnal 


Factory default value: NORMAL 


The camera image will be set and the display will return to the previous screen. 


| Setting the operation of the Bluetooth headset 


By mounting the Bluetooth unit to the radio and using a Bluetooth headset, audio can be 


received and sent wirelessly. 
Refer to “Using the Bluetooth headset” (rcP.134) for details. 


| Setting the voice memory operation 


By mounting the voice guide unit to the radio, audio that is received or picked up by the 


microphone can be recorded and then played back or erased later. 
Refer to “Using the voice memory” (t=P.146) for details. 


Initialization and saving settings 
i Reconfiguring the settings 


The settings and memory of the radio can be returned to the default factory settings. 
Refer to “Reconfiguring the Settings” (t=P.61) for details. 


fj Registering the preset 


Current settings such as the frequency and memory channels can be registered in a 
single preset. 
1 Press @%) for one second or longer 
The set-up menu will be displayed. 
2 Touch [RESET/CLONE] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING) SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 
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3 Touch [2 PRESET] 3. RESET/CLONE 
The screen for confirming the preset registration will boluses ese 


be displayed. 2 PRESET 
3 RECALL PRESET 
4 


MEM CH RESET 


4 Touch [OK?] RESET/CLONE 
The preset will be registered. FACTORY RESET 
When canceling the registration, touch [Cancel]. 


5 Press (8%) for one second or longer 
The display will return to the previous screen. 


| Recalling the registered preset 


The registered preset can be recalled from the set-up menu. 
1 Press (8) for one second or longer 
The set-up menu will be displayed. 


2 Touch [RESET/CLONE] SETUP MENU 
DISPLAY TX/RX MEMORY 
SIGNALING), SCAN 
WIRES CONFIG DATA 
APRS SD CARD OPTION 
| RESET/ 
3 Touch [3 RECALL PRESET] 
The screen for confirming the recall of the registered 
preset will be displayed. 
4 Touch [OK?] RESET/CLONE 


The registered preset will be recalled and the display PROTORYORESET 


will return to the previous screen. 


1 
2 > 
— RECALL PRESET 
3 


When canceling the recall, touch [Cancel]. ma Sa 
4 } 
=a) 
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| Sorting the registered memory channels 


The memory channels registered in the radio can be sorted in the ascending order. 
1 Press @8) for one second or longer 

The set-up menu will be displayed. 
2 Touch [RESET/CLONE] SETUP MENU 


DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 
WIRES CONFIG DATA 


APRS SD CARD OPTION 
| RESET/ 


CLONE C CALLSIGN 


3 Touch [5 MEM CH SORT] 

The screen for confirming the sorting of the memory 
channels will be displayed. 

4 Touch [OK?] RESET/CLONE 
The memory channels will be sorted starting from the ee 
lowest frequencies. 
When canceling the sorting, touch [Cancel]. 


5 The radio will start up again 
The power will be switched off once and then it will be switched on automatically. 


i Copying saved data 


All the data saved in the radio can be copied directly to another FTM-400DR/DE. 
Refer to “Using the clone function” (tP.153) for details. 
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Call sign settings 
J Changing the call sign 


You can change your own call sign set in the radio. 
1 Press for one second or longer 

The set-up menu will be displayed. 
2 Touch [CALLSIGN] 

The current call sign will be displayed. 


3 Touch [CHANGE] 
The character input screen will be displayed. 


4 Touch a character key 


The touched character will be displayed at the top of 
the screen. 


* Up to 10 characters of alphabets, numerics, and a 
hyphen can be entered. 


* Refer to Page 23 on how to operate the character input 
screen. 


5 Touch [ENT] 
The new call sign will be displayed. 


6 Touch [BACK] 
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SETUP MENU 
DISPLAY TX/RX MEMORY 


SIGNALING), SCAN 


WIRES CONFIG D, 


APRS SD CARD OPTION 


if =, RESET/ 
CLONE CALLSIGN 


CALLSIGN 


Q1YBF-123 
lol FT Na AU li Ou uP. 


- A SDF GH JK 


L 
a i al La aM La il 


* ZX C.V\B\N KS 


123 apc ie | Space) 1 ENT 


JAIZRL-123 
1 2/4 5 67,8 9 @ 


a ll ed i al 


ayy Aer rayon Care Pr 


a ll a a 


ee ae x | 


#%° ABC I | Space >I ENT 


CALLSIGN 


Using the Set-up Menu 


7 Press (3) for one second or longer 
The call sign will be set and the display will return to the previous screen. 
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Appendix 


Options List 


@® PC connection cable (SCU-20) 
*Same as the one provided 

@ Cloning cable (CT-166) 

® Voice guide unit (FVS-2) 

® Bluetooth unit (BU-2) 

© Control cable (CT-162) 

© Controller bracket (MMB-98) 

@ Water proof (equivalent to IP55) high power 
external speaker (MLS-200-M10) 


@ Data cable (CT-163 
@ Data cable (CT-164 
@ Data cable (CT-165 
@ Data cable (CT-167 


at Ns Se 
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Speaker microphone with camera 
(MH-85A11U) 

® Microphone extension kit (MEK-2) 

Hand Microphone (MH-42C6J) 

@ DTMF Microphone (MH-48A6JA) 
*Same as the one provided 

® Water proof Bluetooth headset (monaural) 
(BH-2A) 

® Charging cradle for BH-2A (CD-40) 

® Battery charger for CD-40 (PA-46) 


: DIN 10 pin —— DIN 6 pin + Dsub 9 pin 
: DIN 10 pin —— DIN 6 pin 

: DIN 10 pin —— Dsub 9 pin 

: DIN 10 pin —— Split end (10 pin) 


Maintenance 


Care and maintenance 

Turn the transceiver OFF before wiping away any dust and stains on the radio using 
a dry and soft cloth. For stubborn stains, slightly moisten a soft cloth and wring it hard 
before using it to wipe away the stains. 


Never use washing detergents and organic solvents (thinner, benzene etc.). This may 
result in the paint peeling off or the cover being damaged. 


Replacing the fuse 


Use ONLY the correct rating (15 A) replacement fuse in the DC cable fuse holder. 
When replacing the fuse, disconnect the power supply cable from the radio and from the 
external DC power supply. 


@ Replacing the fuse of the DC power supply cable 
1 Prepare a new fuse 


Use a fuse with a rating of 15A. 
Never use a fuse that is not of the specified rating. 


2 Open the fuse holder as shown in the diagram on 
the right 


3 Remove the broken fuse 


Attach the new fuse 
Close the fuse holder 


an 


European version 
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When you have difficulties ... 


Caution 
| Check the following before requesting for repair services. | 


i There is no power 


@ Is the external power supply connected correctly? 

Connect the black wire to the negative (-) terminal and the red wire to the positive (+) terminal. 
@ Is the voltage and current capacity of the external power supply sufficient? 

Check the voltage (13.8 V) and current capacity (20 A or above) of the external power supply. 
@ Is the fuse broken? 

Replace the fuse. 


i There is no sound 


@ Is the squelch level or setting too high? 
Adjust the squelch level when receiving weak signals. 
@ Is the volume low? 
Increase the volume by turning the VOL knob in a clockwise direction. 
@ Is the tone squelch or DCS turned on? 
When the tone squelch or DCS is turned on, no sound will be heard until signals containing the same 
tone frequency, or DCS code that have been set are received. 
@ Is the external speaker connected? 
Connect a speaker with an impedance of 4 to 16 © correctly. 
@ Is the Bluetooth headset in use? 
Disable the use of the headset or use the set-up menu to allow sound to come from both the headset 
and the main body speaker. 


i There is no transmission 


@ Is the PTT switch pressed properly? 
@ Is the microphone connected correctly? 
Plug the connector all the way into the MIC jack. 
@ Is the transmission frequency set to the amateur band? 
Transmission outside the amateur band is not possible. 
@ Is the antenna or co-axial cable broken? 
Replace the antenna or co-axial cable. 
@ Is the voltage of the external power supply normal? 
When the voltage of the power supply drops during transmit, the transceiver may not work properly. 
Use a stable DC power supply with a voltage of 13.8 V and a current capacity of 20 A. 


i The keys or knobs will not operate 


@ Is the lock function activated? 
Cancel the lock by pressing the POWER / LOCK key. 
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When you have difficulties ... 


About internal spurious signals 


Certain frequency combinations of signals received simultaneously, may cause some effect on the receiver 
mixer and IF circuits due to the high frequency of the internal oscillator. 

However, this is not a malfunction (refer to the calculation formulas below: n is any integer). 

Depending on the combination of the frequencies received at the same time, there may also be fluctuations 
in the receiver sensitivity 


®@ Reception frequency = 12.288 MHz x n times @ Reception frequency = 15.6 MHz x n times 
@ Reception frequency = 2.4576 MHz x n times @ Reception frequency = 6.1444 MHz x n times 
@ Reception frequency = 11.1 MHz x n times @ Reception frequency = 18.432 MHz x n times 


@ Upper (Band A) frequency = (Lower (Band B) frequency + 44.85 MHz) x n times 
@ Lower (Band B) frequency = (Upper (Band A) frequency + 47.25 MHz) x n times @ Upper band 
(Band A) MODE = NFM 


After-market Services 


O The warranty period is 1 year or 2 years from the date of purchase 
The warranty certification is enclosed with the product. Breakdowns arising from normal use of the 
product in accordance with the instructions in the operating manual shall be repaired free-of-charge 
within a period of 1 year (USA, EXP version) or 2 years (European Version) from the date of purchase. 


O Keep the warranty certificate in a safe location 
When the warranty certificate is lost, failures which occur during the warranty period will be treated as 
chargeable non-warranty claims. 
Awarranty certificate where necessary information such as the purchase date and the name of the retail 
store have not been filled in will also be treated as void. Please ensure that the date of purchase and the 
name of the retail store are filled in correctly in the warranty certificate. 


O You may also check with us for any non-warranty repairs 
We will repair at your expense if the functions can be maintained after the repair. Please check with the 
retail store or Yaesu customer support for more information. 

O Keep the packaging box 
When transporting this product for inspection and repair, use the original product packaging box to 
prevent accidents and damages during the transport. 
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Specification 


@ General 
Frequency range 


Channel steps 


Emission Type 
Frequency stability 
Antenna impedance 
Supply Voltage 
Current consumption 


Operating temperature 
Case size 


Weight (approx.) 


@ Transmitter 
RF power output 
Modulation type 


Spurious emission 
Microphone impedance 
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: TX 144-146 MHz or 144 - 148 MHz 


430 - 440 MHz or 430 - 450 MHz 


: RX 108 - 137 MHz (Air Band) 


137 - 174 MHz (144 MHz HAM) 
174 - 400 MHz (GEN1) 

400 - 480 MHz (430 MHz HAM) 
480 - 999.99 MHz (GEN2) 


> 5/6.25/8.33/10/12.5/15/20/25/50/100 kHz 


(8.33 kHz : only for Air band) 


: F1D, F2D, F3E, F7W 

: £2.5 ppm —4°F to +140°F (-20°C to +60°C) 
: 500 

: Norminal 13.8 V DC, negative ground 

: 0.5A (receive) 


11. A(50 W TX, 144 MHz) 
12 A(50 W TX, 430 MHz) 


: -4°F to +140°F (-20°C to +60°C) 
: Radio unit: 5.5" (W) x 1.6" (H) x 4.9" (D) (140 x 40 x 125 mm) w/o fan 


Controller: 5.5" (W) x 2.8" (H) x 0.8" (D) (140 x 72 x 20 mm) 


: 2.64 Ibs (1.2 kg) with radio unit, controller, control cable 


: 50/20/5 W 
: F1D, F2D, F3E : Variable Reactance Modulation 


F7W : 4FSK (C4FM) 


: Atleast 60 dB below 
: About 2 kQ 
DATA terminal input impedance : 


About 10 kQ 


@ Receiver 
Circuit type : Double conversion super-heterodyne 
Intermediate frequencies : Aband: 
1st : 47.25 MHz, 2nd :450 kHz 
B band: 
1st : 44.85 MHz, 2nd : 450 kHz 
Receiver Sensitivity : 108 - 137 MHz (AM) 0.8nV typ for 10 dB SN 
137 - 140 MHz (FM) 0.2uV for 12 dB SINAD 
140 - 150MHz (FM) 0.2uV for 12 dB SINAD 
150 - 174 MHz (FM) 0.25nV for 12 dB SINAD 
174 - 222 MHz (FM) 0.3pV typ for 12 dB SINAD 
222 - 300 MHz (FM) 0.25n:V typ for 12 dB SINAD 
300 - 336 MHz (AM) 0.8nV typ for 10 dB SINAD 
336 - 420 MHz (FM) 0.25nV for 12 dB SINAD 
420 - 470 MHz (FM) 0.2uV typ for 12 dB SINAD 
470 - 520 MHz (FM) 0.2uV for 12 dB SINAD 
800 - 900 MHz (FM) 0.4nV typ for 12 dB SINAD 
900 - 999.99 MHz (FM) 0.8nV typ for 12 dB SINAD 
Cellular blocked (USA only) 
Digital mode 
140 - 150 MHz (Digital) 0.19 typ for BER 1% 
420 - 470 MHz (Digital) 0.19uV typ for BER 1% 
Squelch sensitivity : 0.16nV (144/430 MHz) 
Selectivity : AM, FM 12 kHz/35 kHz (-6 dB/-60 dB) 
AF output : 3W (8 Q, THD10%, 13.8 V) internal speaker 
8 W (4 QO, THD10%, 13.8 V) Optional MLS-200-M10 
AF output impedance : 4-160 


Strength of secondary radio waves: 4 nW and below 


Cautions 
@ Rated values are at normal temperature and pressure. 


@ Ratings and specifications are subject to change without notice. 


@Symbols placed on the equipment 
=== Direct current 
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display method for my position............... 178 
GiSplay(MOde\. :.csssec. se cecccseegectes cateacesctiens 20 


DISP/SETUP key ssvccccvscecssacsenecmnnmcrnencns 14 
distance’ SCAle..siccveccceezcttencesrecesepanceveenves 91 
ADA eassee teeter teiesteaen ee tetaa tna. 112 
DTMF code 
MEQIStENING fey. ccesenes cnazeaccresede sts 112, 180 
transmission method ............:cc:eeeee 180 
transmitting 
ManwWalll Wissel vee ceectes nates teens 114 
registered code ... Mts 
DTMF function...... 112 


external eevice connected...........-.: 155 
external power supply equipment............. 32 
external Speake ...........eecceeeeeeteeeteeeee 162 
EXT GPS jack ... 15, 84 
EXT SPjaCkisinecinsaniraneies 16, 162 
Ale vale te (- Serperrrererrrceees ererreerrrerererererrsrerrrery 51 
UMW KO Yesdvecsatiest ita ae teats Sut aadte scien 15 
frequency Step... eeeeeeeeseeneeeeeeeeeeee 188 
frequency SteDS ............:ceeeeeeceeeeeeeteeeteees 4 
FR mode............05 46 
function menu screen.. 19 
functions and configuration settings....... 183 
fuse 

NEPIACING 2.0 csse0s ciescastasgcactithe sess ae 207 
GQ AUN escevesacendiecceecesesctieustveciaciateronstecntnene 50 


geodetic reference system 
GM TunClON site tatoo aaestccce 


GPS log function 
GPS screen... a 
group monitor function settings .............. 183 


home channel 


changing the frequency... 64 
IMONILOFING =i: eevee sete leita 81 
POCANLING cers eeeevescacter erties 63 
initialization and saving settings............. 201 
inputting the charactef..............:ceeeeee 23 


installation location when used in a mobile 


internal spurious intensity 
interval for recording the GPS position 
INPOTMAUOM seaccuvereretiete deemed 192 


PAD MUMS sc sii25cbseites tsa cacisscsaeeecstevacdscacaceds 

lap timer screen es 
latitude and longitude display screen....... 88 
Listening to the frequency voice 
announcement..............:cccce eens 149 
locking the knobs and switches................ 55 


Mai DOd is 2. coo eon hee 
installing .... 

maintenance eS 

memories to be skipped .............:::::c:ee 77 

memory 
GNASINO) vxcetbevers cress beecontenaveenecnercuesee 65 
naming ... .. 66 
recalling.. <1 63: 
Lig Reepereerererrreceeeet rer perrerce renee tres erate 62 

memory Channel vzcsscsiccs caucscdsets sree steeet anes 62 
SOMING 3..s5.c8 keith anak 203 

memory channel settings ............... 179 


memory mode 
memory scan. 
memory scan method 


memory tag 

display Method ...........::eceeeeseeeeeeeeeees 179 
memory tag display ...........::ecceeeeeeeereeees 67 
message 

creating and sending............-c:ceeeee 125 

GOWNIOAGING cece cee asa aes 124 

forwarding ».2ccsscees4 cee nceaccenensei eet 132 

RECEIVING: sivecsencdis tena tevanteaieats 122 

Registering standard messages......... 128 

replying to 

SCNGING sc citpcntiernccrmrongeresaeennceress 

SOMING «2cceraicts te iaie eciiciieaed 

Standard. scscasiitcatet teaser 

VIQWING sscoccce:esscdsceruch cess scsatesteennsen 122 
MIG jaCktvsctah condi aunn dahon 16 
microphone 

CONMOCHING bsvezevvcsissccesevsdevateeheastnniiien: 29 
microphone (MH-48A6JA).........:::ceeeee 17 
MICKO-SDi Cane) ies: cells eae the nests 33 

copying data from..........ceeeeeeeeeeeee 152 

COPYING ‘data tO. ssacnciemeceecteteccntiens 151 

initializing ie 

MLN ZIM Gia: csces ses scecseecasecasegsccsadesetasecis 200 
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INStANING §snsecpeccenre earedarsacenretentieenctcens 

removing 

setting up ae 

writing group IDS tO ........eeeeeeeeeeeeee 200 

writing Settings to... eee eeeeeeeeees 199 
micro-SD card settingS ..........::cceeeee 199 
MiICHO“SDiCard Slot seuss ccicevccesscses ceecte senses 16 
Modulation MOdC. cesses cies cece 46 
Narrow FM mode.............:::ccceeeeeeeeeeee 47 


notification of an incoming call using the bell 
110, 181 
numbers and symbols input screen.......... 23 


operating DAN): siccccccsienercicseneces 38 
operating mode.......... we 44 
optional device settings... 200 
Optional receive Audio Record and 
PlaYD ACK ssicesecsdccccncesciapetcansucersnecuwatesonnces 144 
OPUONS liStisicccss ite cevseasmevoncexatesusexceremceseaece 206 
other stations 

registering the locations ............:c 96 
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packet communication.............::::cceeeee 158 
setting the operation... 160 
Pager TUNCHION. .. :ccisscesses-cdeceeeteeeeeeness ese 106 
activating... . 108 


POUNG seeds crseee caves cunts acta vieazesiese 137 
partner station information 
POP=UP TIME wi ccesecescsiceses ccaceweesteeuteeanaes 177 
picture 
COWNIOAMING: w:22.ser2ectesecneccseienet 124 
TORWALGING) ss ccc reen nescence 132 
receiving... x 
RODIVING 10s ehex cease ccsepcerese teameacennernaece 130 
SOMGINGsiszisschcisccteeecs sacecsesarnnssecas 122, 125 
sending the saved one... 129 
SOMIMG) tis nceitnes aocsitoeceas sin ears 123 
WAKING eheeccehsitice eshte are tee eae 141 
taking with the camera attached to the 
speaker microphone............::::0:0 140 
WIGWING \isz.dccasceieslsl weenie ae 122 
viewing the saved One@..........::eeeeee 143 
PIN COO C viii ccsssaccesgescinnssceamecenvencenene 
PMS wrccccccstecccatiecvssreniesnarinnacineanaanreencins 
PMS memory channel zs 
position information ............:::ccceeeeeees 
displaying the current............:ceeeeee 87 
displaying the partner station ............... 87 
FECONdING 22s etevreceeadercn ional 89 
position information display screen........ 172 


position information screen ............::0:08 88 
position information to the computer ...... 156 
positioning using GPS.............::eceeeeeeeeee 83 


positioning using the external GPS device... 
84, 192 


position of the destination................0.68 97 
POWER Off. socssieseccsivees heceeataces sieves cevecwarevegsd 36 

automatic 191 
power supply/LOCK switch . 14 
preset 

RECAIIING -eseecaseccmerenptewetacnneneent 202 

REGISLENING nS eccsececseenaecersrcereecenenes 201 
program key of the microphone.............. 189 
programmable key 

assigning the WX function to............... 71 
programmable memory 

WiLINGUINO gcies etek ete Sah alee 79 
PU Tester sit ch alder oat ie 17 
radio wave format...........0.0:cc eee 


real-time navigation function .. 
recalling a specified station . 


FECCIVING svasiess cart ncasaaneadn tinea. 
reception range 

OXDANGING 5. 2cctecsccarseesimccewacencsreseteeees 190 
reconfiguring the settings ................ 61, 201 
registered trademarks 
Fepedterasi.iciatteeitie tats 
repeater shift 

GineCtiON cited Gita ea ated abate 186 

WIGKR) sake inte 8 ht oid helsiecan 187 
reset 

erasing only the registered memory 

CNANNEIS vissnscisensacsncsanpancanpnccarrnnrenvccsuens 61 

restoring all SettingS ............: cece 61 

restoring the APRS settings ................ 61 
FEVERSG IONG s.r es i tener 110 


satellite capture status.........00... eee 86 
saving the destination............ cece 95 
scanning direction ...........::ecceseereereeees 182 
SCANNING FUNCHION 2: sicccceceeesccesteascencteentesst 72 
scanning Method ..........eceeceeseeteeereeereee 75 
scanning stop Be 


scanning the programmable memories... 79, 
80 
scan only the specified memory channels 76 


SCAN SCHINGS 's scceccccstecctepeccnveenieneeccenncctan 182 
SChOCMiseas cccttsvcsinncdrieccaareentinecnasemnananes 18 
screen display settings..............+ 2 21 
Select the screen to be displayed .......... 171 


sensitivity of the microphone............ 50, 179 


Setting the receive station code............. 106 
set-up menu 
basic operations ............:.:cccceeeeeeeeees 163 
MSU 2 Ses eases testcase ceveean ees teeeseeeraas 164 
USING se eeiiets Hee Aes 171 
signal reception method... 182 
smart navigation function ............eeeeee 93 
snapshot function ................: . 140 


speaker microphone with camera .. 
CONMOCHING viswcccistcccssnsccurnecertnces 


specification 
specified MEMOFIeS ............c:ceeeeeeeeeeeees 75 
specified stations 

recalling... . 180 
split memory ... 68 
squelch code of the digital mode............ 176 
squelch detection ............::cccceseeeeeeees 198 
squelchilevells:..cuicecieonide inthe 39 
squelch terminal ............0:::cscceeeseeeeeeeeee 198 


squelch type 
setting for transmission and reception 


S@Paratel in cssccncticstesasgecscvacsesedsraee 181 
squelch type of the digital mode............. 175 
Standby Beep: scics:c.ccecsccccicssetsseceeesss aces 
stopwatch function a 
SUB-DaNd MULE ic ccccecstscrcciei carers. 


Taking Pictures with the optional Camera 


(Snapshot Function)...........::ccceeeeeeees 140 
time: display sieic.gc Wolsers ee ich aences 173 
timer / Clock SCre@MN ..........:tceeeceeeeeeeeeeees 115 
timer/clock screen 21 
timer function..... 115 
time zone..... 92, 185 
TING es eeseedaetrccesete ev tecetareestaacciere reneectnenes 158 
TONG: Callin: scsssces ses escaeevesicesvcasesceceSeesss 53 
tone frequency... . 180 

setting............ . 102 
tone signal settings... . 180 
TONE SQUEICN vessviceuerccctendice ntti 102 

USING ccovsavucecsneteaacinvacdevstarssbentiabaasaetaes 
tone transmission / DCS reception 
TOT function 
touch key : 
TOUCH PONE cccckccnizecamaassrereninccmceceneanie 4 
touch panel display...........:::cceceeseeeeees 14 
transmission time 

Uta e eeeereRcerer err eeer ee reererrecerecreererererer 191 


Transmit and receive settings .. 
transmit power 7 
{ANSMIUMING rcctecteses teeacase tt adeatecss 49 


transmitting the tone signal ................ 103 
tUNING: the TAGIO: sce pecsersnccnrtvctvsecraerces 40 
turning the power OMN...........::csecceseeseeneees 36 


UNE GISPIAY. sescdeeteteewene eng scnnceoemareeend 191 
U Pidietevcemnccemniaenie sod hanes cane: 17 
updating the firmware of the radio.......... 157 
User Programmed Reverse CTCSS 

DGCOdGl: aitisce tact Rea eel aset 110 


user programmed reverse CTCSS tone. 180 


NM/DiMO0G secena tite Roads cases? 46 
version of the DSP program............0::0+ 178 
VEO MO0G vias ccrsesncciinreesenate Betidneteayi 44 
VFO scan 72 
voice guide unit 

MOUNTING .22.s20c2seeerveereteecteeddantees 144 
VOICE: MOMONY sites. eget eceataeeecsvcasanss: 146 

ODGMAUOM os. bie csnx cede hrnesecemeviaevien aces 201 

setting the operation.............: cee 146 
VOL KNOD wistansnelanaccnssncnnseaswarromerenatimaiie 14 


weather alert..............c:cccscceesseeeeeees 71, 182 
weather channels . pare AO) 

recalling.........:::eeee noes | 
When you have difficulties. .. 208 
WX TUNCHOMN wists ca swesesscctepnasesecnidstncrees 70 
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‘a 1. Changes or modifications to this device not expressly approved by YAESU MUSEN could void the 


user’s authorization to operate this device. 

2. This device complies with part 15 of the FCC Rules. Operation is subject to the following two 
conditions: (1) This device may not cause harmful interference, and (2) this device must accept any 
interference including received, interference that may cause undesired operation. 

3. The scanning receiver in this equipment is incapable of tuning, or readily being altered, by the User 
to operate within the frequency bands allocated to the Domestic public Cellular Telecommunications 

Ne Service in Part 22. 


fre Part 15.21: Changes or modifications to this device not expressly approved by YAESU MUSEN could 
\ void the user’s authorization to operate this device. 


~ 
A 


The Scanner receiver is not a digital scanner and is incapable of being converted or modified to a 
i digital scanner receiver by any user. 


(ER RIAMIE ERNEST st“ tt st 
DECLARATION BY MANUFACTURER 


e, 


WARNING: MODIFICATION OF THIS DEVICE TO RECEIVE CELLULAR RADIOTELEPHONE 
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Sa ge Rr ee 
SERVICE SIGNALS IS PROHIBITED UNDER FCC RULES AND FEDERAL LAW. 


Disposal of your Electronic and Electric Equipment 


Products with the symbol (crossed-out wheeled bin) cannot be disposed as house- 
hold waste. 
Electronic and Electric Equipment should be recycled at a facility capable 


of handling these items and their waste by products. 

In EU countries, please contact your local equipment supplier representa- 

tive or service center for information about the waste collection system in | 
your country. 


Attention in case of use 


This transceiver works on frequencies which are List of national codes 
: | AT | BE | BG [| CY | CZ | DE | 
nongen tally Pemaiied, 
As for the actual usage, the user has to possess an 
amateur radio licence. 
: : | RO | SK [| SI [| SE | CH[ IS | 

Usage is allowed only in the frequency bands 

g y aed [ur [No [ - [ - | - J - | 


which are allocated for amateur radios. 


xipueddy 
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Yaesu UK Ltd 


YA Unit 12, Sun Valley Business Park 
Winnall Close 


Winchester SO23 OLB 
United Kingdom 

Tel: +44 (0)1962 866667 
Fax: +44 (0)1962 856801 
Email: sales@yaesu.co.uk 


Declaration of Conformity 


Nr. YUK-DOC-1001-13 


We, Yaesu UK Ltd. certify and declare under our sole responsibility that the following equipment 
complies with the essential requirements of the Directive 1999/5/EC and 2011/65/EU. 


Type of Equipment 


Dual Band Digital Mobile Transceiver 


Brand Name YAESU 
Model Number FTM-400DE 
Manufacturer YAESU MUSEN CO. LTD. 


Address of Manufacturer 


Tennozu Parkside Building, 2-5-8 Higashi-Shinagawa, 
Shinagawa-ku, Tokyo, 140-0002 Japan 


Applicable Standards: 


This equipment is tested to and conforms to the essential requirements of directive, as included 


in following standards: 


Health 
1999/5/EC Art.3 (1) (a) 


EN 62311:2008 


Safety 
1999/5/EC Art. 3 (1) (a) 


EN 60950-1:2006+A12:2011 


EMC 
1999/5/EC Art. 3 (1) (b) 


EN 301 489-01 V1.9.2 


EN 301 489-15 V1.2.1 


Radio Spectrum 
1999/5/EC Art. 3 (2) 


EN 301 783-02 V1.2.1 


ROHS2 
2011/65/EU Art. 7 (b) 


EN 50581 :2012 


The technical documentation as required by the Conformity Assessment procedures is kept at 


the following address: 


Company 
Address 


Technical Construction file 


Declaration of Conformity 


CE O 


Yaesu UK Ltd 
Unit 12, Sun Valley Business Park, Winnall Close 
Winchester, Hampshire UK SO23 OLB 


Issued by: Yaesu Musen Co. Ltd, Tokyo Japan 
File No: YETA00320 

Drawn up in: Winchester, Hampshire UK 

Date: 4" October 2013 


Signed for and on_behalf of Yaesu UK Ltd 


* 
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Name and position: PCJ Bigwood 
Technical Sales Manager 
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